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Electronic  
control gear

for mounting on 
normally flammable 
surfaces

Two three-pole 
terminal blocks with 
continuous wiring

Three-pole terminal 
block

Ingress protection 
IP20

Ingress protection
IP23

Ingress protection 
IP43

Ingress protection 
IP65

Wall recessed, direct 
side illumination

Spotlight
with joints

Pendant,
indirect

Pendant,
direct

Surface mounted 
direct

Pendant  
direct/indirect

Wall mounted, 
uplight/downlight

Recessed, 
direct

Fluorescent lamp T5 
base G5

Supply voltage 230V 
with frequency 50 Hz

Two five-pole 
terminal blocks with 
continuous wiring

Five-pole terminal 
block

Spotlight 
with track adaptor

Surface mounted 
with aura

Ambient
temperature

Wall recessed, 
asymmetric side 
illumination

Pendant,
asymmetric
illumination

Pendant,  
area-wide 
illumination

Wall mounted, 
direct side 
illumination

Pendant,
lighting on the 
three sides

Wall mounted, 
downlight

Recessed, 
asymmetric

LED

Ingress protection
IP50

Impact protection
IK10

Rewiev of applied symbols

Compact fluorescent 
lamp with base 2GX13

Two seven-pole 
terminal blocks with 
continuous wiring

Two-pole terminal 
block

Seven or five and 
two-pole terminal 
block

Ingress protection
IP40

DALI dimmable
electronic control gear

Ingress protection
IP54

Pendant, 
double sided lighting 
info panel

Pendant, 
one sided lighting 
info panel

Surface mounted 
asymmetric

Surface mounted, 
area-wide 
illumination

Wall mounted, 
uplight

Recessed, 
area-wide 
illumination

DC supply voltage 
24V

Corner 
luminaire
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61
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4

5

6

7

8

9

07

08

09

clear prisma

micro prismatic cover

polycarbonate prismatic satine cover

polycarbonate smooth opal cover

„bullet“ prisma

groved prisma

micro prismatic cover

micro prismatic satin cover

opal cover

LOUVERS
(8th and 9th position of order code)

FRAMES
(8th position of order code)

0 -	 prismatic cover  
without frame

5 - 	prismatic cover  
in frame of steel

shown picture  
of combination 35:  
„bullet“ prismatic cover  
in frame of steel

2 -	 prismatic cover in painted 
aluminium frame

shown picture  
of combination 29:
painted frame with opal cover

1 -	 prismatic cover in elox 
aluminium frame

shown picture  
of combination 17:
elox frame with micropyramidal 
prismatic cover

PRISMATIC COVERS
without frame (8th and 9th position of order code)

double parabolic louver -  
parabolic reflectors and lamella 
of matt aluminium

high efficiency louver made  
of MIRO SILVER

white soft light louver

double parabolic louver -  
parabolic reflectors and lamella 
of polished aluminium

high efficiency double parabolic 
louver - parabolic reflectors and 
lamella made of MIRO 

with frame (9th position of order code)



940-100-1e0-000 940-103-1e0-000 940-117-1e0-ddd 940-118-1e0-000 940-119-1e0-000 940-120-1e0-000

940-200-1e0-000 940-203-1e0-000 940-217-1e0-ddd 940-218-1e0-000 940-219-1e0-000 940-220-1e0-000

940-300-5e0-000 940-303-5e0-000 940-317-5e0-ddd 940-318-5e0-000 940-319-5e0-000 940-320-5e0-000

940-400-5e0-000 940-403-5e0-000 940-417-5e0-ddd 940-418-5e0-000 940-419-5e0-000 940-420-5e0-000

940-500-ae1-000 940-503-ae1-000 940-517-ae1-ddd 940-518-ae1-000 940-519-ae1-000 940-520-ae1-000

940-600-ae1-LLL 940-603-ae1-LLL --- 940-618-ae1-LLL 940-619-ae1-LLL 940-620-ae1-LLL

940-700-ae1-000 940-703-ae1-000 940-717-ae1-ddd 940-718-ae1-000 940-719-ae1-000 940-720-ae1-000

940-800-ae1-000 940-803-ae1-000 --- 940-818-ae1-000 940-819-ae1-000 940-820-ae1-000

940-900-5e0-000 --- --- --- --- ---

L (mm)

d=wire 
length 
(mm)

Type

Rose

SUSPENSIONS

COLOURS 
(„a“ in order code, 7th position of order code)

4:  it is possible to order the luminaires also in other RAL colours

"a" 
 ceiling rose 

colour

1 	 white RAL 9003 gloss
2 	 black RAL 9005  matt
3 	 white RAL 9003 matt
4 	 another RAL  (please specify)

5 	 nickel plated
6 	 silver RAL 9006 gloss
9 	 silver RAL 9006 MS 

(microstructure)

"e"
suspension 

length

0 	 1200 mm
2 	 2000 mm 
3 	 3000 mm

"ddd"
wire length

000 	 300 mm
150 	 150 mm 
450	 450 mm

1
RAL 9003  

white gloss

4
another

 RAL 

6
RAL 9007  

silver gloss

8
silver  

anodized

9
RAL 9006  

silver 
microstructure

3
RAL 9003 

white matt

2
RAL 9005 

black matt



About us

INGE Opava, spol.sr.o. is one of the important Czech LED and 

fluorescent lighting fittings manufacturers. The company was founded 

in 1991 and in 1993 started with the production of lighting systems. 

The company is based in Opava where production facilities, product 

design and development center along with photometric laboratory are 

located. INGE employs more than 100 employees.

Values and goals

Dedication to customer requirements

High product quality

Innovative design bringing new solutions and savings

Strong focus on environmental policy and responsibility

Products and services

The company focuses on development and production of technical 

interior and exterior lighting systems for commercial offices, 

business centres, school and sport areas, industrial manufacturing 

plants and storages, transportation complexes, social, historical 

and ecclesiastical buildings and medical facilities. Custom-made 

solutions, that are designed to specifically meet customer requirements, 

comprise a vital part of company’s production program.

The long-term cooperation with investors, developers, project planers, 

building, service and engineering companies and distributors, 

both in the Czech republic and foreign countries, brings new ideas 

and solutions that are presented at exhibitions, trade fairs and seminars. 

Projects 

INGE, together with its partners, is involved in interesting projects all over 

the world, especially those where high quality, innovative and energy 

saving illumination is required. The company’s traditional business 

partners are customers from the European Union as well as overseas 

countries. Almost 80% of the company’s production is exported. 

Operation and regulation of illumination

The company meets the innovative requirements for lighting 

management systems in buildings. INGE produces not only luminaires, 

but also complete and complex lighting systems, including computer 

controlled lighting management. These lighting systems with light 

sensors, presence detectors and astronomical time management 

can be maintained remotely via Internet. These smart and flexible 

solutions offer greater comfort and savings to customers. 

Innovation

The long-term strategy of INGE company is to be a leader 

or technologically advanced and innovative lighting design solutions.

Quality

Only a combination of modern production technology, high quality 

components and proper production procedures ensures a long-term 

reliable product for the user. Company quality system is certified 

in compliance with ISO 9001-2008 standards for more than 13 years. 

In addition, most of the INGE products obtained ENEC certification. 

Product lifecycle management 

In order to secure an effective product lifecycle management, INGE 

implements software ENOVIA V6. This software covers the whole process 

of product’s lifecycle management, from the first proposals, design 

and production, up to product exclusion from the manufacturing 

program and disposal. 

Ecodesign

During the process of designing and developing luminaires, INGE 

takes into consideration the importance of minimal negative impact 

on the environment throughout the whole product lifecycle. 

Environmental protection

Environmental protection is of great importance to INGE. Every 

company’s activity is carried out with respect to the environment, 

from production to disposal of waste. INGE is a member of network 

for gathering and recycling electronic and packaging materials. 

None of the information contained in this catalogue has the character of a binding proposal for entering into a contract, but is only for orientation purposes. The technical contents 
of this catalogue were created based on their status by the time of their submission for printing. Displays, dimensions, technical data and other parameters in the catalogue are non-
-binding, and as part of changes in assortment and technical innovations, the manufacturer may change them without prior notice. All of the information contained herein is subject 
to copyright. Its further use (especially reproduction or publication) without the author‘s express consent is prohibited. Upon the issuance of this catalogue, all previous versions 
shall expire. Printing errors reserved. INGE Opava spol. s r.o. shall not be liable for potential damage resulting from use of the information from this catalogue.

more informattion on www.inge.cz 1
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MIKRA 20 with low cover 86 n n n n

MIKRA 20 with high cover 88 n n n n

MIKRA with low cover 90 n n n n

MIKRA with high cover 92 n n n n n

MIKRA M 94 n n n n n

MIKRA D/I 98 n n n

MIKRA-R 100 n n

KVADRA 35 with low cover 102 n n n n

KVADRA 35 with high cover 104 n n n n n

KVADRA 53 106 n n n n n

KVADRA 70 108 n n n n n

KVADRA 70 SPOT 110 n n n

KVADRA 70 M 112 n n n n n

KVADRA 70 WIN 116 n n n n

KVADRA-R 70 118 n n n

KVADRA-R 70 SPOT 120 n n

KVADRA-R 70 M 122 n n n n

KVADRA-R 70 WIN 126 n n

KVADRA 106 128 n n n

LINEA 40 with low cover 130 n n n n

LINEA 40 with high cover 132 n n n n n

LINEA 80 134 n n n n n

LINEA 80 SPOT 136 n n n

LINEA 80 M 138 n n n n n

LINEA 80 WIN 142 n n n n

LINEA-R 80 144 n n n

LINEA-R 80 SPOT 146 n n

LINEA-R 80 M 148 n n n n

LINEA-R 80 WIN 152 n n

TLS 154 n n n n n

 TLC 156 n n n n

SIGMA 150, 600 158 n n n n

SIGMA FSL 160 n n n

SATURN 50 162 n n

SATURN 104 164 n n n n n

SATURN 60 166 n n

SATURN 180 168 n n

SATURN  MINI LP 170 n n

SATURN LP 172 n n

CUBE 104 174 n n n n n n

TUBUS 100, 200 176 n n n n

SEVEN 178 n n n n n

SEVEN RC 180 n n n n n

SEVEN C 182 n n n n n

SEVEN RING 184 n n n n n

SEVEN TRIANGLE 186 n n n n n

SEVEN SQUARE 188 n n n n n

DLT 160, 210 190 n n

DLT C 192 n n

DLT RC 194 n n

DLT Q 196 n n

DLT RING 198 n n

DLT SQUARE 200 n n

DLT TRIANGLE 202 n n

VMR 204 n n

VMR NL 206 n n

PMR 208 n n n

PMR NL 210 n n n

 EPA with LED lamp 212 n n n

Atypical luminaires 214

2



MIKRA 20  
with low cover

KVADRA-R 70 M SIGMA 150, 600

MIKRA  
with low cover

SEVEN SQUARE

KVADRA-R 70 WIN SIGMA FSL

DLT RC

MIKRA D/I LINEA 40  
with high cover

SATURN 60 DLT Q

MIKRA-R

KVADRA 106 SATURN 50 DLT C

DLT RING

KVADRA 35  
with low cover

LINEA 80 SPOT SATURN MINI LP 

TUBUS 100, 200

KVADRA 70 SPOT

VMR NL

SATURN LP DLT TRIANGLE

DLT SQUARE

KVADRA 35  
with high cover

LINEA 80 M

DLT 160, 210

MIKRA  
with high cover

SEVEN TRIANGLE

MIKRA 20  
with high cover

MIKRA M LINEA 40 
with low cover

KVADRA-R 70 SPOT TLC

SEVEN RC

KVADRA 70 WIN

PMR NL

PMR

KVADRA 70 M LINEA-R 80 M

SATURN 104

Atypical luminaires

LINEA-R 80

LINEA-R 80 SPOT SEVEN

KVADRA 53 LINEA 80 WIN CUBE 104 VMR

KVADRA 70

SEVEN C

SEVEN RING

EPA with LED lamp

KVADRA-R 70 TLS

LINEA-R 80 WIN

LINEA 80 SATURN 180

4 6 20

24 28 50

48 70 72

74 94 96

116

198

232

240

255

268

278

290

86 120 156 186

88 122 158 188

90 126 160 190

92 128 162 192

94 130 164 194

98 132 166 196

100 134 168 198

102 136 170 200

104 138 172 202

106 142 174 204

108 144 176 206

110 146 178 208

112 148 180 210

116 152 182 212

118 154 184 214 3
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c  SATURN 180	   68   168

Multipurpose hall GONG
Ostrava Vítkovice, CZ
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b c
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Multipurpose hall GONG
Ostrava Vítkovice, CZ

a  SATURN 180	    68   168

c  LINEA 80	    52   130

d  LINEA 40	    54   134
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a
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b

c d
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Office Park 
Jungmannova 15, Praha, CZ

a  LINEA-R 80 SPOT 	    56   146

b  SATURN 260/1000 atypical 	    214

c  KVADRA-R 70	     118

d  KVADRA 70	    46   108
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a

10



b

c d
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Office Park 
Jungmannova 15, Praha, CZ

a  KVADRA 70	    46   108

b  VMR 100	    82   204

c  recondition of historical chandeliers
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a
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b

c

d e

r
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a  KVADRA 106	    50   128

b  KVADRA 35	    44   102

c  SATURN LP	    70   170

e  replica of historical lantern

Chateau Riding Hall 
Lednice, CZ

13
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COFFEE STATION
Brno, CZ

a  seven c	    76   182

15



a
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b

c

Partnership Foundation,
Open Garden

Brno, CZ

r
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t
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a  LINEA 80	    54   134
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a
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b

c
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r
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a  DLT	    80   190

b  DLT GALAXY atypical	      214

d  MIKRA 20	        86

e  LUSK  atypical	    214

Vaclav Havel
 
Airport

Praha Ruzyně, CZ

19
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Primary school
Dobřichovice, CZ

a  VMR	    82   204

b  LINEA 80	    54   144

c  LINEA-R 80	     144

21



a
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c
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KFC
Praha-Zličín, CZ

a  KVADRA WIN	    116

23



a
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a  EPA with LED lamp	      212

Bambule, Toy Kingdom
OC Olympia, Brno, CZ
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AUTOPALACE, MAZDA showroom
Prague, Spořilov, CZ

a  MIKRA M	        94

b  SEVEN C	    76   182

c  SATURN 60	    64   166

d  BELL	    214

e  DLT ASM	    80   190
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b c

e

d
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Church of St. Peter and Paul
Opava, CZ

a  DLT	    80   190

b  Saturn 60	    60   166

d  MIKRA 20	       86

29



a

30



b

c

Emergency Medical Service JmK
Brno, CZ

r
ea

li
z

a
t
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n

s

a  LINEA-R 80	      144

a  LINEA 80	    54   134

31
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32



b

d e

c
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Cortex
Praha, CZ

a  SATURN 104	    66   164

b  PMR	    84   208

d  KVADRA 70	    46   108

e  LINEA 80	    54   134
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b

c
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EXPO 2015  
Czech Republic Pavilion

Milan, IT

a  KVADRA 70 M	      112

e  SATURN LP	    70   172

35



a

ViSualizaTION
36
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ViSualizaTION

a  SEVEN RING	    76   184

b  SEVEN RC	    74   180

37



a

ViSualizaTION
38



b

r
ea

li
z

a
t
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n

s

a  SEVEN SQUARE	    78   188

b  TUBUS 100, 200 	      176

ViSualizaTION
39



a

VISUALIZATION
40



c

b

DC Tower
Vienna, AT

r
ea

li
z

a
t
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n

s

a  DLT TRIANGLE	      202

b  DLT SQUARE	      200

c  DLT RC	      194

d  SIGMA FSL	    61   160

41



a

42



b

c

d e

MIKRA D/I
pendant luminaires

a  MIKRA D/I silver anodised with opal cover 09 and upper high smooth opal cover 39	    98

b  MIKRA D/I silver anodised with louver 99 and upper high smooth opal cover 39	    98

c  MIKRA D/I silver anodised with opal cover 09 and upper high smooth opal cover 39	    98

d  MIKRA D/I silver anodised with louver 99 and upper high smooth opal cover 39	    98

e  MIKRA D/I silver anodised with louver 99 and upper high smooth opal cover 39	    98

M
IK

R
A

 D
/I

43



a

44



b

c

d e

KVADRA 35
 pendant, surface and wall mounted luminaires

K
V

A
D

R
A

 3
5

a  KVADRA 35 silver anodised with high smooth opal cover 39	    13   104

b  KVADRA 35 painted black matt with opal cover 09	    13   102

c  KVADRA 35 silver anodised with high smooth opal cover 39 and transparent end cap	   13   104

d  KVADRA 35 painted black matt with high smooth opal cover 39	    13   104

e  KVADRA 35 silver anodised with micro prismatic cover 07	    13   102

45



a

46



b

c

d e

KVADRA 70
 pendant, surface and wall mounted luminaires

K
V

A
D

R
A

 7
0

a  KVADRA 70 silver anodised, end cap without screws	    11   108

b  KVADRA 70 painted black matt with louver 99	    108

c  KVADRA 70 silver anodised with high opal cover 59	    108

d  KVADRA 70 silver anodised with micro prismatic cover 07	    108

e  KVADRA 70 painted black matt with opal cover 09	    108

47



a

48



b

c

d e

KVADRA 70 SPOT  
and KVADRA-R 70 SPOT

pendant and surface mounted luminaires

K
VA

D
R

A
 7

0 
S

PO
T

 a
nd

  K
VA

D
R

A
-R

 7
0 

S
PO

T

a  KVADRA-R 70 SPOT silver anodised, optics 17° with lamellas shield	      120

b  KVADRA 70 SPOT silver anodised, optics 17° with lamellas shield	    110

c  KVADRA 70 SPOT silver anodised, optics 17° with black circular dark-light baffle	    110

d  KVADRA-R 70 SPOT silver anodised, optics 17° with black circular dark-light baffle	    120

e  KVADRA 70 SPOT silver anodised, optics 17° with lamellas shield	    110

49



a

50



b

c

d e

KVADRA 106
pendant luminaires

a  KVADRA 106 silver microstructure with louver 99	     128

b  KVADRA 106 with 3-phase circuit DALI track and SATURN LP	    13   128

c  KVADRA 106 silver anodised with upper high smooth opal cover 59	    128

d  KVADRA 106 silver anodised with lower opal cover 09	    128

e  KVADRA 106 silver anodised with lower micro prismatic cover 07	    128

K
V

A
D

R
A

 10
6

51



a

52



b

d

e f

c

LINEA 40
 pendant, surface and wall mounted luminaires

a  LINEA 40 silver anodised with micro prismatic cover 07	     130

b  LINEA 40 painted black matt with lower opal cover 09	    7   130

c  LINEA 40 silver anodised with high smooth opal cover 39 	       132

d  LINEA 40 silver anodised with high smooth opal cover 39 and transparent end cap	    132

e  LINEA 40 silver anodised with low opal cover 09	    130

f  LINEA 40 painted black matt with high smooth opal cover 39	    132
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N
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0

53



a

54



b

c

d e

LINEA 80
 pendant, surface and wall mounted luminaires

a  LINEA 80 silver anodised with louver 99	    17   134

b  LINEA 80 painted silver with opal cover 09	    33   134

c  LINEA 80 painted black matt with louver 99	    31   134

b  LINEA 80 silver anodised with asymmetric reflector 50	      134

e  LINEA 80 silver anodised with micro prismatic cover 07	      7   134
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N
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 8

0
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a

56



b

c

d e

LINEA 80 SPOT  
and LINEA-R 80 SPOT

pendant and surface mounted luminaires

a  LINEA 80 SPOT silver anodised, with optics with black circular baffle	    136

b  LINEA 80 SPOT silver anodised, with reflector with black circular baffle	    136

c  LINEA 80 SPOT silver anodised, with optics with black circular baffle	    136

d  LINEA-R 80 SPOT silver anodised, with reflector with black circular baffle	     9   146

e  LINEA-R 80 SPOT silver anodised, reflector detail	     9   146

LI
N

EA
 8

0 
S

P
O

T
 a

nd
 L

IN
EA

-R
 8

0 
S

P
O

T

57



a

58



b

c

d e

TLC a TLS
 pendant, surface and wall mounted luminaires

a  TLS painted silver MS with prismatic satin cover 06	    154

b  TLC painted silver MS with prismatic satin cover 06	    156

c  TLS painted silver MS with prismatic satin cover 06	    154

d  TLC painted silver MS with prismatic satin cover 06	    156

e  TLS painted silver MS with prismatic satin cover 06	    154
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a  SIGMA 150 silver anodised with micro prismatic cover 07	     158

b  SIGMA 150 silver anodised with upper clear cover	    158

c  SIGMA 150 silver anodised with micro prismatic cover 07	    158

d  SIGMA 150 silver anodised with opal cover 09	    158

SIGMA 150
pendant and surface mounted luminaires
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SIGMA FSL
free standing luminaires

a  SIGMA FSL painted silver MS micro prismatic cover	    41   160

b  SIGMA FSL painted silver MS micro prismatic cover	    160

c  SIGMA FSL painted silver MS micro prismatic cover	    160

d  SIGMA FSL painted black matt micro prismatic cover	    160

e  SIGMA FSL silver anodised micro prismatic cover, detail	    160
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SATURN 50  
and SATURN 60

pendant luminaires

a  SATURN 50 painted black matt and gold anodised, bevelled	    162

b  SATURN 60 painted black anodised	    27   166

c  SATURN 50 painted black matt	    162

d  SATURN 60 silver anodised on MIKRA profile	    27   166

e  SATURN 60 silver anodised, detail	    27   166
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SATURN 104
 pendant, surface and wall mounted luminaires

a  SATURN 104 painted black matt and gold anodised, bevelled	     164

b  SATURN 104 painted black matt	     164

c  SATURN 104 painted black matt with opal cover	    33   164

d  SATURN 104 painted black matt	     164

e  SATURN 104 painted white matt with track adapter	     164
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SATURN 180
pendant luminaires

a  SATURN 180 black anodised with black shield	     5   168

b  SATURN 180 black anodised with black shield	     5   168

c  SATURN 180 silver anodised with reflector	      168

d  SATURN 180 silver anodised RGBW	      168

e  SATURN 180 black anodised with additional 1W decorative lamp	     5   168
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a  SATURN MINI LP black anodised, on MIKRA profile	     170

b  SATURN LP 12 LED painted white matt	    13   172

c  SATURN MINI LP black anodised	      170

d  SATURN LP 6 LED with atypically prolonged holder	      172

e  SATURN MINI LP silver anodised	      170

SATURN LP  
and SATURN MINI LP

track fixtures
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CUBE 104
 pendant, surface and wall mounted luminaires

a  CUBE 104 silver anodised with reflector and opal cover	      174

b  CUBE 104 painted black matt with reflector 	      174

c  CUBE 104 silver anodised with reflector and opal cover	      174

d  CUBE 104 painted black matt with reflector  	      174

e  CUBE 104 silver anodised with satin cover, wall mounted D/I	      174

f  CUBE 104 silver anodised with satin cover, wall mounted D/I	      174
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SEVEN and Seven RC
pendant and surface mounted luminaires

a  SEVEN silver anodised with opal cover 09	      178

b  SEVEN silver anodised with micro prismatic cover 07	      178

c  SEVEN RC silver anodised with opal cover 09	    37   180

d  SEVEN RC silver anodised with opal cover 09	    37   180
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SEVEN C and SEVEN RING
pendant and surface mounted luminaires

a  SEVEN RING white painted with opal cover 09	    36   184

b  SEVEN RING white painted with opal cover  09	    36   184

c  SEVEN RING silver anodised with opal cover 09	    36   184

d  SEVEN C silver anodised with opal cover 09	    15   182

e  SEVEN C silver anodised with opal cover 09	    15   182
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SEVEN SQUARE and SEVEN TRIANGLE
pendant and surface mounted luminaires

a  SEVEN SQUARE silver anodised with opal cover 09	    38   188

b  SEVEN TRIANGLE silver anodised with opal cover 09	      186

c  SEVEN SQUARE silver anodised with opal cover 09	    38   188

d  SEVEN TRIANGLE silver anodised with opal cover 09	      186
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DLT 160
recessed luminaires

a  DLT 160 with reflector	      190

b  DLT 160 asymmetric	    27   190

c  DLT 160 with reflector	      190

d  DLT 160 asymmetric	    27   190

e  DLT 160 with asymmetric optics	      190
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VMR
recessed luminaires

a  VMR 750 FL with air handling slots	      204

b  VMR 300 FL with louver 99	      204

c  VMR with opal cover 09	    21   204

d  VMR with high opal cover with silver anodised alluminium frame	      204

e  VMR with micro prismatic cover and louver	      204
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PMR
pendant and surface mounted luminaires

a  PMR with louver 89 and glass in silver anodised alluminium frame IP65	    208

b  PMR with louver 99	    208

c  PMR 150 with opal cover 09	    208

d  PMR with louver 89	    33   208

e  PMR with micro prismatic cover 07	    208
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Description

Extremely subtle, single 38 mm wide and 20 mm high surface mounted, pendant and wall 
mounted luminaires for direct illumination of interiors. Luminaires are produced from a silver 
anodised aluminium profile and silver anodised end cap is screwed into the profile with 
two stainless steel screws.

Luminaire colour (¨a¨ in order code)                           

8 	 silver anodised – standard

Installation

surface mounted – it is necessary to place LED driver separately into the ceiling or wall
pendant - external LED driver is placed in a separate gear box – ceiling box
wall mounted - it is necessary to place LED driver separately into the ceiling or wall 

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

09

07

Order code:

810 74 t abc x71

Example:

810 744 809 871
MIKRA 20 LI LED 840, L1200 mm, silver 
anodised, smooth opal polycarbonate 

cover 09, DALI LED driver

810 743 807 271
MIKRA 20 LI LED 830, L1200 mm, silver 

anodised, micro prismatic cover 07,  
non-dimmable LED driver

LED with cover 07 and 09

MIKRA 20
with low cover

external LED driver  
in separate gear box – ceiling box LED electrical equipment

luminaire colour optical part
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MIKRA 20 HI LED single luminaires with high intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or low opal cover.

Order code Luminaire

type with cover 07 with cover 09 Ф (lm) P (W) L (mm)

MIKRA 20 HI LED L600 810 72 t 807 x70 810 72 t 809 x70 1590 22 600
MIKRA 20 HI LED L900 810 73 t 807 x70 810 73 t 809 x70 2400 34 900
MIKRA 20 HI LED L1200 810 75 t 807 x70 810 74 t 809 x70 3200 39 1200
MIKRA 20 HI LED L1500 810 76 t 807 x70 810 75 t 809 x70 4230 52 1500
MIKRA 20 HI LED L1800 810 78 t 807 x70 810 76 t 809 x70 4810 58 1800
MIKRA 20 HI LED L2400 810 72 t 807 x70 810 78 t 809 x70 6410 79 2400

MIKRA 20 LI LED single luminaires with low intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or low opal cover.

type with cover 07 with cover 09 Ф (lm) P (W) L (mm)

MIKRA 20 LI LED L600 810 72 t 807 x71 810 72 t 809 x71 790 10 600
MIKRA 20 LI LED L900 810 73 t 807 x71 810 73 t 809 x71 1170 18 900
MIKRA 20 LI LED L1200 810 74 t 807 x71 810 74 t 809 x71 1590 21 1200
MIKRA 20 LI LED L1500 810 75 t 807 x71 810 75 t 809 x71 2110 29 1500
MIKRA 20 LI LED L1800 810 76 t 807 x71 810 76 t 809 x71 2400 32 1800
MIKRA 20 LI LED L2400 810 78 t 807 x71 810 78 t 809 x71 3300 36 2400
MIKRA 20 LI LED L3000 810 70 t 807 x71 810 70 t 809 x71 4350 49 3000

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire´s outputs with cover 07 are higher. 

Accessories

n	 Luminaires with external driver are supplied with 2 m long power supply cable between LED driver and luminaire.
n	 When specifying a pendant luminaire, it is necessary to order suspensions. For installing onto the wall or ceiling we recommend using installation bracket 

MIKRA 20 KN2.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wall bracket MIKRA 20 KN2 silver anodised (1 pc) 810 900 800 062 --- ---

❷❶

mikra





 2
0

MIKRA 20
Realizations.........page 19, 28 87



37

52
20

39

LED DRIVER

L

2 
m

Description

Subtle, single 37 mm wide and 52 mm high surface mounted, pendant and wall mounted 
luminaires with wide light characteristics suitable for direct illumination of areas such as corridors, 
stairs and mirrors. Luminaires are produced from a silver anodised aluminium profile. Silver 
anodised end cap is screwed into the profile with two screws. 

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard

Installation

surface mounted – it is necessary to place LED driver separately into the ceiling or wall
pendant - external LED driver is placed in a separate gear box – ceiling box
wall mounted - it is necessary to place LED driver separately into the ceiling or wall 

Lower optical part (¨bc¨ in order code)

39 	 high smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Order code:

810 74 t abc x71

Example:

810 744 839 871
MIKRA 20 LI LED 840, L1200 mm, 

silver anodised, high smooth opal 
polycarbonate cover 39, DALI LED driver

810 743 839 271
MIKRA 20 LI LED 830, L1200 mm, 

silver anodised, high smooth opal 
polycarbonate cover 39, non-dimmable 

LED driver

LED with cover 39

MIKRA 20
with high cover

external LED driver  
in separate gear box – ceiling box LED electrical equipment

luminaire colour optical part
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MIKRA 20 HI LED single luminaires with high intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with high smooth opal polycarbonate cover.

Order code Luminaire

type with cover 39 Ф (lm) P (W) L (mm)

MIKRA 20 HI LED L600 810 72t 839 x70 1830 22 600
MIKRA 20 HI LED L900 810 73t 839 x70 2750 34 900
MIKRA 20 HI LED L1200 810 74t 839 x70 3670 39 1200
MIKRA 20 HI LED L1500 810 75t 839 x70 4850 52 1500
MIKRA 20 HI LED L1800 810 76t 839 x70 5510 58 1800
MIKRA 20 HI LED L2400 810 78t 839 x70 7350 79 2400

MIKRA 20 LI LED single luminaires with low intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with high smooth opal polycarbonate cover.

type with cover 39 Ф (lm) P (W) L (mm)

MIKRA 20 LI LED L600 810 72t 839 x71 910 10 600
MIKRA 20 LI LED L900 810 73t 839 x71 1340 18 900
MIKRA 20 LI LED L1200 810 74t 839 x71 1830 21 1200
MIKRA 20 LI LED L1500 810 75t 839 x71 2420 29 1500
MIKRA 20 LI LED L1800 810 76t 839 x71 2750 32 1800
MIKRA 20 LI LED L2400 810 78t 839 x71 3780 36 2400
MIKRA 20 LI LED L3000 810 70t 839 x71 4990 49 3000

Luminous flux is stated for luminaires with light source 840.

Accessories

n	 Luminaires with external driver are supplied with 2 m long power supply cable between LED driver and luminaire.
n	 When specifying a pendant luminaire, it is necessary to order suspensions. For installing onto the wall or ceiling we recommend using installation bracket 

MIKRA 20 KN2.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wall bracket MIKRA 20 KN2 silver anodised (1 pc) 810 900 800 062 --- ---

mikra
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Description

Subtle, single 37 mm wide and 38 mm high surface mounted, pendant and wall mounted 
luminaires suitable for direct illumination of areas such as representational areas, corridors, stairs, 
receptions and shops. Luminaires with louver are suitable for illumination of offices. Luminaires 
are produced from a silver anodised aluminium profile with smooth plastic end caps finished 
by silver anodised colour. In version of luminaire with louver the silver anodised end caps are 
screwed into the profile.

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard 	

Installation

surface mounted – it is necessary to place LED driver separately into the ceiling or wall
pendant - external LED driver is placed in a separate gear box – ceiling box
wall mounted - it is necessary to place LED driver separately into the ceiling or wall 

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

09

99

07

Order code:

908 74 t abc x71

Example:

908 754 809 871
MIKRA LI LED 840, L1491 mm, silver 

anodised, smooth opal polycarbonate 
cover 09, DALI LED driver

908 753 807 271
MIKRA LI LED 830, L1491 mm, silver 
anodised, micro prismatic cover 07,  

non-dimmable LED driver

37

3835

LED with cover 07 and 09

57

33

50

37

LED with louver 99

MIKRA
with low cover or louver

external LED driver  
in separate gear box - ceiling box

LED electrical equipment
luminaire colour optical part
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MIKRA HI LED single luminaires with high intensity LED light source, external non-dimmable  (x=2) or DALI (x=8) LED driver in separate gear box - ceiling box, 
230V/50Hz, IP 20, with one five-pole terminal block, with low micro prismatic cover or opal cover.

Order code Luminaire

type with cover 07 with cover 09 Ф (lm) P (W) L (mm)

MIKRA HI LED L591 908 72t 807 x70 908 72t 809 x70 1610 22 591
MIKRA HI LED L891 908 73t 807 x70 908 73t 809 x70 2420 34 891
MIKRA HI LED L1191 908 74t 807 x70 908 74t 809 x70 3230 39 1191
MIKRA HI LED L1491 908 75t 807 x70 908 75t 809 x70 4270 52 1491
MIKRA HI LED L1776 908 76t 807 x70 908 76t 809 x70 4850 58 1776
MIKRA HI LED L2376 908 78t 807 x70 908 78t 809 x70 6470 79 2376

MIKRA LI LED single luminaires with low intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box - ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with low micro prismatic cover or opal cover.

type with cover 07 with cover 09 Ф (lm) P (W) L (mm)

MIKRA LI LED L591 908 72t 807 x71 908 72t 809 x71 800 10 591
MIKRA LI LED L891 908 73t 807 x71 908 73t 809 x71 1180 18 891
MIKRA LI LED L1191 908 74t 807 x71 908 74t 809 x71 1610 21 1191
MIKRA LI LED L1491 908 75t 807 x71 908 75t 809 x71 2130 29 1491
MIKRA LI LED L1776 908 76t 807 x71 908 76t 809 x71 2420 32 1776
MIKRA LI LED L2376 908 78t 807 x71 908 78t 809 x71 3320 36 2376
MIKRA LI LED L2976 908 70t 807 x71 908 70t 809 x71 4390 49 2976

MIKRA HI LED single pendant and surface mounted luminaires with high intensity LED light source, built-in non-dimmable (x=2) or DALI (x=8) LED 
driver behind central lid, 230V/50Hz, IP 20, with one five-pole terminal block, with louver or low micro prismatic cover or opal cover.

type with louver 99 with cover 07 with cover 09 Ф (lm) P (W) L (mm)

MIKRA HI LED L1800 908 74t 899 x12 908 74t 807 x12 908 74t 809 x12 3230 39 1800
MIKRA HI LED L2400 908 76t 899 x12 908 76t 807 x12 908 76t 809 x12 4850 58 2400
MIKRA HI LED L3000 908 78t 899 x12 908 78t 807 x12 908 78t 809 x12 6470 79 3000

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire’s outputs with cover 07 and louver 99 are higher.
 

Accessories

n	 Luminaires with external driver are supplied with 2 m long power supply cable between LED driver and luminaire.
n	 When specifying a pendant luminaire with external driver, it is necessary to order suspensions.
n	 When specifying a pendant luminaire with internal driver, it is necessary to order suspensions and power supply cable.  

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

❷❶ ❸ ❹

mikra
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Description

Subtle, single only 37 mm wide and 70 mm high surface mounted, pendant and wall mounted 
luminaires with wide light characteristics suitable for direct illumination of areas such as 
representational areas, corridors, stairs, receptions and shops. Luminaires are produced from an 
extruded aluminium profile. In silver anodised version the end caps are screwed into the profile 
with two stainless steel screws (on request it is possible to supply a version without screws), 
in painted version the end cap is smooth, without visible screws. On request it is possible to 
produce a luminaire with transparent end cap.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

39 	 high smooth opal polycarbonate cover

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

39

Order code:

908 74 t abc x71

Example:

908 744 839 871
MIKRA LI LED 840, L1191 mm, 

silver anodised, high smooth opal 
polycarbonate cover 39, DALI LED driver

908 743 939 271
MIKRA LI LED 830, L1191 mm, silver 

RAL 9006 MS, high smooth opal 
polycarbonate cover 39, non-dimmable 

LED driver

908 741 339 871
MIKRA LI LED 930, L1191 mm, 

white RAL 9003 matt, high smooth opal 
polycarbonate cover 39, DALI LED driver

LED with cover 39

T5 with cover 39

MIKRA
with high cover

LED electrical equipment
luminaire colour optical part
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MIKRA HI LED single luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block, with high smooth opal polycarbonate cover.

Order code Luminaire

type with cover 39 Ф (lm) P (W) L (mm)

MIKRA HI LED L591 908 72 t a39 x70 2220 22 591
MIKRA HI LED L891 908 73 t a39 x70 3350 34 891
MIKRA HI LED L1191 908 74 t a39 x70 4460 39 1191
MIKRA HI LED L1491 908 75 t a39 x70 5900 52 1491
MIKRA HI LED L1776 908 76 t a39 x70 6700 58 1776
MIKRA HI LED L2376 908 78 t a39 x70 8940 79 2376
MIKRA HI LED L2976 908 70 t a39 x70 11180 100 2976

MIKRA LI LED single luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block with high smooth opal polycarbonate cover.

type with cover 39 Ф (lm) P (W) L (mm)

MIKRA LI LED L591 908 72 t a39 x71 1110 10 591
MIKRA LI LED L891 908 73 t a39 x71 1630 18 891
MIKRA LI LED L1191 908 74 t a39 x71 2220 21 1191
MIKRA LI LED L1491 908 75 t a39 x71 2950 29 1491
MIKRA LI LED L1776 908 76 t a39 x71 3350 32 1776
MIKRA LI LED L2376 908 78 t a39 x71 4600 36 2376
MIKRA LI LED L2976 908 70 t a39 x71 6070 49 2976

MIKRA single pendant luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8) or non-dim-
mable universal multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole or five-pole terminal block with high smooth opal polycarbonate cover.

type with cover 39 Ф (lm) P (W) L (mm)

MIKRA 1x14/24W 809 124 a39 x10 540/790 16/26 591
MIKRA 1x21/39W 809 139 a39 x10 850/1400 24/41 891
MIKRA 1x28/54W 809 154 a39 x10 1170/2010 32/58 1191
MIKRA 1x35/49/80W 809 180 a39 x10 1490/1940/2770 38/53/85 1491
MIKRA 2x1x21/39W 809 239 a39 x71 1710/2800 45/81 1776
MIKRA 2x1x28/54W 809 254 a39 x71 2350/4020 61/115 2376
MIKRA 2x1x35/49W 809 249 a39 x71 2980/3880 76/105 2976

Luminous flux is stated for luminaires with light source 840.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable. 

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

❷❶ ❸ ❹
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Description

Universal pendant modular system of luminaires designed for creating lines or structures.  
The modular system MIKRA M is suitable for complex projects of conference and entrance 
halls, reconstructions of old industrial buildings, offices, representational areas, corridors and 
shops and supermarkets. MIKRA M system offers maximal user freedom during the designing of 
a particular lighting solution. This modular system is made from 37 mm wide and 39 mm high 
aluminium profile. The profiles can be joined together with connectors. T5 or LED battens with 
opal or micro prismatic cover, reflectors, spotlights and other elements can be installed into 
these modular systems.

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard

Installation

Lower optical part (¨bc¨ in order code)

00 	 fluorescent luminaires without optical part
40 	 solid symmetric gloss reflector T5
41 	 perforated solid symmetric gloss reflector for T5
50 	 solid asymmetric gloss reflector for T5
51 	 perforated asymmetric gloss reflector for T5
07 	 micro prismatic cover
39 	 high opal cover
59 	 dropped opal cover

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

or ECG for T5 with individual setting option
9 	 non-dimmable universal multiwatt  

ECG for T5

MIKRA M
modular pendant luminaires 

Order code:

908 75 t 8bc x40

LED Electrical equipment
Luminaire colour optical part

Example:

908 754 807 840
MIKRA SL 50 HI LED 840 L1490 mm, silver 
anodised, micro prismatic cover 07, DALI 

LED driver

908 753 839 240
MIKRA SL 50 HI LED 830 L1490 mm,  

silver anodised, micro prismatic cover 07, 
non-dimmable LED driver

MIKRA M T5 with asymmetric reflector 50

MIKRA M SL 50 LED, OP cover 59MIKRA M SL 50  LED, MP cover 07

MIKRA M SL 39  LED
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System options

It is possible to use a wide range of different accessories for MIKRA M modular luminaires:
n	 Reflectors SATURN 60 and SATURN MINI LP on MIKRA lid

fully illuminated 
L connector K5 LED

end cap P1
without screws

asymmetrical solid
reflector 41

X connector K4

direct connector K2

SATURN 
MINI LP

SATURN 60

MIKRA SL 39 M batten

MIKRA profile

MIKRA SL 50 M LED
batten
with cover 59

MIKRA M batten 
2x T5

symmetric 
perforated 
reflector 41

end cap K1 
with screws

MIKRA M batten 
1x T5

T connector K3
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Basic MIKRA M profile is supplied without end caps

Order code L (mm)

MIKRA M profil L 885 908 139 800 040 885
MIKRA M profil L 1185 908 154 800 040 1185
MIKRA M profil L 1495 908 705 800 040 1490
MIKRA M profil L 2990 908 710 800 040 2980
MIKRA M profil L 4485 908 715 800 040 4470

MIKRA SL 50 M HI LED batten luminaires with high intensity LED light source, non-dimmable (x=2) or dimmable 
(x=8) DALI LED driver, 230V/50Hz, IP 20, two five-pole terminal blocks and through wiring 5x1,5 mm2

type with MP cover 07 with OP cover 59 Ф (lm) P (W) L (mm)

MIKRA SL 50 M HI LED L860 908 73t 807 x40 908 73t 859 x40 3100 31 860
MIKRA SL 50 M HI LED L1145 908 74t 807 x40 908 74t 859 x40 4150 37 1145
MIKRA SL 50 M HI LED L1490 908 75t 807 x40 908 75t 859 x40 5480 50 1490
MIKRA SL 50 M HI LED L1720 908 76t 807 x40 908 76t 859 x40 6230 58 1720
MIKRA SL 50 M HI LED L2290 DALI 908 78t 807 840 908 78t 859 840 8300 72 2290
MIKRA SL 50 M HI LED L2860 DALI 908 70t 807 840 908 70t 859 840 10380 92 2860

MIKRA SL 50 M LI LED batten luminaires with low intensity LED light source, dimmable DALI LED driver, 
230V/50Hz, IP 20, two five-pole terminal blocks and through wiring 5x1,5 mm2

MIKRA SL 50 M LI LED L1145 DALI 908 76t 807 842 908 76t 859 842 2070 21 1145
MIKRA SL 50 M LI LED L1490 DALI 908 75t 807 842 908 75t 859 842 2740 27 1490
MIKRA SL 50 M LI LED L1720 DALI 908 76t 807 842 908 76t 859 842 3110 30 1720
MIKRA SL 50 M LI LED L2290 DALI 908 78t 807 842 908 78t 859 842 4270 35 2290
MIKRA SL 50 M LI LED L2860 DALI 908 78t 807 842 908 78t 859 842 5640 47 2860

MIKRA SL 39 M HI LED batten luminaires with high intensity LED light source, non-dimmable (x=2)  
or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, two five-pole terminal blocks and through wiring 
5x1,5 mm2, with high opal cover 39

MIKRA SL 39 M HI LED L860 908 73t 839 x40 2750 31 860
MIKRA SL 39 M HI LED L1145 908 74t 839 x40 3670 39 1145
MIKRA SL 39 M HI LED L1490 908 75t 839 x40 4850 52 1490
MIKRA SL 39 M HI LED L1720 908 76t 839 x40 5510 58 1720

MIKRA SL 39 M LI LED batten luminaires with low intensity LED light source, dimmable DALI LED driver, 
230V/50Hz, IP 20, two five-pole terminal blocks and through wiring 5x1,5 mm2, with high opal cover 39

MIKRA SL 39 M LI LED L860 908 73t 839 842 1340 18 860
MIKRA SL 39 M LI LED L1145 DALI 908 74t 839 842 1830 20 1145
MIKRA SL 39 M LI LED L1490 DALI 908 75t 839 842 2420 27 1490
MIKRA SL 39 M LI LED L1720 DALI 908 76t 839 842 2750 30 1720

LINEA 80 M batten luminaires for linear fluorescent T5 lamps situated in axis of the luminaire, G5 lamp 
holders, non-dimmable universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP20, with two 
five-pole terminal blocks and through wiring 5x1,5 mm2 

MIKRA M 1x21/39W 908 139 100 x40 1900/3100 24/41 884
MIKRA M 1x28/54W 908 154 100 x40 2600/4450 32/58 1184
MIKRA M 1x35/49/80W 908 180 100 x40 3300/4300/6150 38/53/85 1484

MIKRA M 2x21/39W 908 239 100 x40 3800/6200 45/81 884
MIKRA M 2x28/54W 908 254 100 x40 5200/8900 61/115 1184
MIKRA M 2x35/49/80W 908 249 100 x40 6600/8600/123000 76/105/170 1484

Optical parts for MIKRA M luminaires

type Order code L (mm)

MIKRA M silver anodised lid L 884 908 139 801 040 884
MIKRA M silver anodised lid L 1184 908 154 801 040 1184
MIKRA M silver anodised lid L 1489 908 705 801 040 1489
MIKRA M silver anodised lid L 2978 908 710 801 040 2978

MIKRA gloss reflectors with fixing springs for T5 battens

reflectors
symmetric asymmetric

solid perforated solid perforated L (mm)
MIKRA M reflector L 884 908 139 040 040 908 139 041 040 908 139 050 040 908 139 051 040 884
MIKRA M reflektor L 1184 908 154 040 040 908 154 041 040 908 154 050 040 908 154 051 040 1184
MIKRA M reflector L 1484 908 180 040 040 908 180 041 040 908 180 050 040 908 180 051 040 1484
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Accessories for MIKRA M luminaires

pic. type Order code

a MIKRA K1 silver anodised end cap with screws 908 901 800 000
b MIKRA P1 plastic end cap without screws 908 801 800 000
c MIKRA M K2 direct connector 908 902 800 040 
d MIKRA M K3 T connector 908 903 801 040
e MIKRA M K4 X connector 908 904 801 040
f MIKRA M K5 L connector 908 905 801 040

g MIKRA M K5 HI LED fully illuminated L connector 580x580 mm with OP cover 39    908 74t 839 x45
h MIKRA M K5 LI LED fully illuminated L connector 580x580 mm with OP cover 39 908 74t 839 x46

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
❺ Connecting wires 5x1,5 mm2, length 400 mm 805 900 800 062 --- ---

❷

❶a

❶ ❸ ❹ ❺

b c d e

f g h
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Description

Single, 38 mm wide pendant luminaires suitable for direct-indirect illumination of areas 
such as offices, representational areas, corridors, stairs, receptions and shops. Luminaires 
are produced from an extruded aluminium profiles and silver anodised end caps are screwed 
into the profile with four stainless steel screws. High or low smooth opal cover ensures even 
diffusion of light for indirect illumination. Luminaire has two circuits, LED drivers are placed in 
the luminaire behind the central silver anodised lid. Luminaire is supplied with two movable 
suspensions made of brushed stainless steel.

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO

Upper optical part (¨y¨ in order code)

0 	 low smooth opal cover
3 	 high smooth opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

09

99

07

Examples:

820 724 899 801
MIKRA LI LED 840, L1750 mm, silver anodised, 

parabolic louver 99, DALI LED driver, upper 
low smooth opal cover 0.

820 723 807 831
MIKRA LI LED 930, L1750 mm, silver anodised, 

micro prismatic cover 09, DALI LED driver, 
upper high smooth opal cover 3.

LED with cover 07 and 0

LED with louver 99 and cover 3

MIKRA D/I

Order code:

820 72 t abc xy1

LED
electrical equipmentluminaire colour

optical part
upper

optical part
lower
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MIKRA D/I HI LED single pendant luminaires with high intensity LED light source, two independent circuits, two dimmable DALI LED drivers, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver or cover and with upper low smooth opal cover.

Order code Luminaire

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

MIKRA D/I HI LED L1750 820 72t 899 800 820 72t 807 800 820 72t 809 800 9050 86 1750
MIKRA D/I HI LED L2550 820 76t 899 800 820 76t 807 800 820 76t 809 800 14570 136 2550 
MIKRA D/I HI LED L3450 820 78t 899 800 820 78t 807 800 820 78t 809 800 18060 163 3450

MIKRA D/I HI LED single pendant luminaires with high intensity LED light source, two independent circuits, two dimmable DALI LED drivers, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver or cover and with upper high smooth opal cover.

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

MIKRA D/I HI LED L1750 820 72t 899 830 820 72t 807 830 820 72t 809 830 9000 86 1750
MIKRA D/I HI LED L2550 820 76t 899 830 820 76t 807 830 820 76t 809 830 14480 136 2550 
MIKRA D/I HI LED L3450 820 78t 899 830 820 78t 807 830 820 78t 809 830 17940 163 3450

MIKRA D/I LI LED single pendant luminaires with low intensity LED light source, two independent circuits, two dimmable DALI LED drivers, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver or cover and with upper low smooth opal cover.

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

MIKRA D/I LI LED L1750 820 72t 899 801 820 72t 807 801 820 72t 809 801 4660 44 1750
MIKRA D/I LI LED L2550 820 76t 899 801 820 76t 807 801 820 76t 809 801 7500 67 2550 
MIKRA D/I LI LED L3450 820 78t 899 801 820 78t 807 801 820 78t 809 801 10130 87 3450

MIKRA D/I LI LED single pendant luminaires with low intensity LED light source, two independent circuits, two dimmable DALI LED drivers, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver or cover and with upper high smooth opal cover.

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

MIKRA D/I LI LED L1750 820 72t 899 831 820 72t 807 831 820 72t 809 831 4630 44 1750
MIKRA D/I LI LED L2550 820 76t 899 831 820 76t 807 831 820 76t 809 831 7450 67 2550 
MIKRA D/I LI LED L3450 820 78t 899 831 820 78t 807 831 820 78t 809 831 10070 87 3450

Luminous flux is stated for luminaire with light source 840 and smooth opal cover 09. Luminaires´s outputs with cover 07 and louver 99 are higher.

Accessories

n	 Standard luminaire is supplied with two slidable wire suspensions 320 (1200 mm) and power supply cable 5x1 mm2 (2000 mm) with circular silver 
(RAL 9006 MS) ceiling rose.

n	 Another type of suspension must be specified in the order.
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Description

Single, 50 mm wide recessed luminaires for direct illumination of areas such as offices, 
representational areas, corridors, stairs, receptions and shops. Luminaires are produced from 
50 mm wide extruded aluminum profile with 8 mm wide rims for covering the mounting holes. 
Luminaires are supplied with installation brackets for plasterboard or other 1-25 mm thick 
ceilings.

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard

Installation

recessed with rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver 

with individual setting options

09

07

Examples:

815 744 809 870
MIKRA‑R HI LED 840, L1209 mm, silver 
anodised, smooth opal polycarbonate 

cover 09, DALI LED driver

815 743 807 270
MIKRA‑R HI LED 830, L1209 mm, silver 

anodised, micro prismatic cover 07,  
non-dimmable LED driver

LED with cover 07 and 09

MIKRA-R

Order code:

815 74 t abc x70

LED electrical equipment
luminaire colour optical part
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MIKRA-R HI LED single recessed luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with 
one five-pole terminal block, with micro prismatic cover or smooth opal polycarbonate cover.

Order code Luminaire

type with MP cover 07 with OP cover 09 Ф (lm) P (W) mounting hole (mm)

MIKRA‑R HI LED L609 815 72 t 807 x70 815 72 t 809 x70 1610 22 40x595
MIKRA‑R HI LED L909 815 73 t 807 x70 815 73 t 809 x70 2420 34 40x895
MIKRA‑R HI LED L1209 815 74 t 807 x70 815 74 t 809 x70 3230 39 40x1195
MIKRA‑R HI LED L1509 815 75 t 807 x70 815 75 t 809 x70 4270 52 40x1495
MIKRA‑R HI LED L1794 815 76 t 807 x70 815 76 t 809 x70 4850 58 40x1780
MIKRA‑R HI LED L2394 815 78 t 807 x70 815 78 t 809 x70 6470 79 40x2380
MIKRA‑R HI LED L2994 815 70 t 807 x70 815 70 t 809 x70 8090 100 40x2980

MIKRA-R LI LED single recessed luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with 
one five-pole terminal block, with micro prismatic cover or smooth opal polycarbonate cover.

type with MP cover 07 with OP cover 09 Ф (lm) P (W) mounting hole (mm)

MIKRA‑R LI LED L609 815 72 t 807 x71 815 72 t 809 x71 800 10 40x595
MIKRA‑R LI LED L909 815 73 t 807 x71 815 73 t 809 x71 1180 18 40x895
MIKRA‑R LI LED L1209 815 74 t 807 x71 815 74 t 809 x71 1610 21 40x1195
MIKRA‑R LI LED L1509 815 75 t 807 x71 815 75 t 809 x71 2130 29 40x1495
MIKRA‑R LI LED L1794 815 76 t 807 x71 815 76 t 809 x71 2420 32 40x1780
MIKRA‑R LI LED L2394 815 78 t 807 x71 815 78 t 809 x71 3320 36 40x2380
MIKRA‑R LI LED L2994 815 70 t 807 x71 815 70 t 809 x71 4390 49 40x2980

Luminous flux is stated for luminaires with ligh source 840 and smooth opal polycarbonate cover 09. Luminaires´s outputs with cover 07 are higher.

Accessories

n	 Luminaire is supplied thick swivel installation brackets for 1-25 mm thick ceilings.
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Description

Single 53 mm wide and 35 mm high surface mounted, pendant or wall mounted luminaires 
suitable for direct illumination of areas such as corridors, stairs, receptions and shops. Luminaires are 
produced from an extruded aluminium profile. In the anodised version the end caps are screwed 
into the profile with two stainless steel screws (it is possible to supply a version without screws on 
request), in the painted version the end cap is smooth and without visible screws.
  

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

09

07

Order code:

802 74 t abc x70

LED electrical equipment
luminaire colour optical part

Example:

802 744 809 870
KVADRA 35 HI LED 840, L1191 mm, silver 

anodised, smooth opal polycarbonate 
cover 09, external DALI LED driver

802 743 907 270
KVADRA 35 HI LED 830, L1191 mm, silver 
RAL 9006 MS, micro prismatic cover 07, 

external non-dimmable LED driver

LED with cover 07 and 09

kvadra 35
with low cover

LED DRIVER

L

2 
m

external LED driver  
in separate gear box - ceiling box
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KVADRA 35 HI LED single luminaires with high intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box -  ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or low opal cover.

Order code Luminaire

type with cover 07       with cover 09       Ф (lm) P (W) L (mm)

KVADRA 35 HI LED L591 802 72 t a07 x70 802 72 t a09 x70 1580 22 591
KVADRA 35 HI LED L891 802 73 t a07 x70 802 73 t a09 x70 2380 34 891
KVADRA 35 HI LED L1191 802 74 t a07 x70 802 74 t a09 x70 3170 39 1191
KVADRA 35 HI LED L1491 802 75 t a07 x70 802 75 t a09 x70 4200 52 1491
KVADRA 35 HI LED L1776 802 76 t a07 x70 802 76 t a09 x70 4770 58 1776
KVADRA 35 HI LED L2376 802 78 t a07 x70 802 78 t a09 x70 6360 79 2376

KVADRA 35 LI LED single luminaires with low intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box - ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or low opal cover.

type with cover 07       with cover 09       Ф (lm) P (W) L (mm)

KVADRA 35 LI LED L591 802 72 t a07 x71 802 72 t a09 x71 790 10 591
KVADRA 35 LI LED L891 802 73 t a07 x71 802 73 t a09 x71 1160 18 891
KVADRA 35 LI LED L1191 802 74 t a07 x71 802 74 t a09 x71 1580 21 1191
KVADRA 35 LI LED L1491 802 75 t a07 x71 802 75 t a09 x71 2100 29 1491
KVADRA 35 LI LED L1776 802 76 t a07 x71 802 76 t a09 x71 2380 32 1776
KVADRA 35 LI LED L2376 802 78 t a07 x71 802 78 t a09 x71 3270 36 2376
KVADRA 35 LI LED L2976 802 70 t a07 x71 802 70 t a09 x71 4320 49 2976

KVADRA 35 HI LED single luminaires with high intensity LED light source, built-in non-dimmable (x=2) or DALI (x=8) LED driver behind central lid, 
230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or low opal cover.

type with cover 07       with cover 09       Ф (lm) P (W) L (mm)

KVADRA 35 HI LED L1800 802 74 t a07 x12 802 74 t a09 x12 3170 39 1800
KVADRA 35 HI LED L2400 802 76 t a07 x12 802 76 t a09 x12 4770 58 2400
KVADRA 35 HI LED L3000 802 78 t a07 x12 802 78 t a09 x12 6360 79 3000

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire's outputs with cover 07 are higher.
 

Accessories

n	 Luminaires with external driver are supplied with 2 m long power supply cable between LED driver and luminaire.
n	 For pendant version with external driver, it is necessary to order suspensions.
n	 For pendant version with internal driver, it is necessary to order suspensions and power supply cable. 

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Description

Single 53 mm wide, 70 mm high surface mounted, pendant and wall mounted luminaires with wide 
light characteristics suitable for direct illumination of areas such as representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced from an extruded aluminium profile. In silver 
anodised version the end caps are screwed into the profile with two stainless steel screws (on 
request it is possible to supply a version without screws), in painted version the end cap is smooth. 
On request it is possible to produce a luminaire with transparent plastic end cap.  

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

39 	 high smooth opal polycarbonate cover

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

39

Order code:

802 74 t abc x70

Example:

802 744 839 870
KVADRA 35 HI LED 840, L1191 mm, silver 

anodised, high smooth opal polycarbonate 
cover 39, DALI LED driver

802 743 939 270
KVADRA 35 HI LED 830, L1191 mm, silver RAL 
9006 MS, high smooth opal polycarbonate 

cover 39, non-dimmable LED driver

802 741 339 870
KVADRA 35 HI LED 930, L1191 mm,  

white RAL 9003 matt, high smooth opal 
polycarbonate cover 39,  

DALI LED driver

T5 with cover 39

LED with cover 39

kvadra 35
with high cover

LED electrical equipment
luminaire colour optical part
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KVADRA 35 HI LED single luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one 
five-pole terminal block, with high smooth opal polycarbonate cover.

Order code Luminaire

type with cover 39       Ф (lm) P (W) L (mm)

KVADRA 35 HI LED L591 802 72 t a39 x70 2050 22 591
KVADRA 35 HI LED L891 802 73 t a39 x70 3080 34 891
KVADRA 35 HI LED L1191 802 74 t a39 x70 4100 39 1191
KVADRA 35 HI LED L1491 802 75 t a39 x70 5430 52 1491
KVADRA 35 HI LED L1776 802 76 t a39 x70 6160 58 1776
KVADRA 35 HI LED L2376 802 78 t a39 x70 8220 79 2376
KVADRA 35 HI LED L2976 802 70 t a39 x70 10280 100 2976

KVADRA 35 LI LED single luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-
-pole terminal block, with high smooth opal polycarbonate cover.

type with cover 39       Ф (lm) P (W) L (mm)

KVADRA 35 LI LED L591 802 72 t a39 x71 1020 10 591
KVADRA 35 LI LED L891 802 73 t a39 x71 1500 18 891
KVADRA 35 LI LED L1191 802 74 t a39 x71 2050 21 1191
KVADRA 35 LI LED L1491 802 75 t a39 x71 2710 29 1491
KVADRA 35 LI LED L1776 802 76 t a39 x71 3030 32 1776
KVADRA 35 LI LED L2376 802 78 t a39 x71 4230 36 2376
KVADRA 35 LI LED L2976 802 70 t a39 x71 5580 49 2976

KVADRA 35 single pendant luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamps holders, non-dimmable (x=2), DALI (x=8) or 
non-dimmable universal multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole or five-pole terminal block, with high smooth opal polycarbonate 
cover.

type with cover 39       Ф (lm) P (W) L (mm)

KVADRA 35 1x14/24W 802 124 a39 x10 540/780 16/26 591
KVADRA 35 1x21/39W 802 139 a39 x10 850/1390 24/41 891
KVADRA 35 1x28/54W 802 154 a39 x10 1170/2000 32/58 1191
KVADRA 35 1x35/49/80W 802 180 a39 x10 1480/1930/2770 38/53/85 1491
KVADRA 35 2x1x21/39W 802 239 a39 x71 1710/2790 45/81 1776
KVADRA 35 2x1x28/54W 802 254 a39 x71 2340/4010 61/115 2376
KVADRA 35 2x1x35/49W 802 249 a39 x71 2970/3870 76/105 2976

Luminous flux is stated for luminaires with light source 840.
 

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable. 

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Description

Single 53 mm wide and 53 mm high surface mounted and pendant luminaires suitable for direct 
illumination of areas such as offices, representational areas, corridors, stairs, receptions and shops. 
Luminaires are produced from an extruded aluminium profile. In silver anodised version the end caps 
are screwed into the profile with two stainless steel screws (on request it is possible to supply version 
without screws), in painted version the end cap is smooth, without visible screws. 

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

09

07

KVADRA 53

LED with cover 07 and 09

T5 with cover 07 and 09

53

53

53

53

Order code:

804 74 t abc x70

LED electrical equipment
luminaire colour optical part

Example:

804 744 809 870
KVADRA 53 HI LED 840, L 1191 mm, silver 
anodised, opal cover 09, DALI LED driver

804 741 307 270
KVADRA 53 HI LED 930, L 1191 mm, white 
RAL 9003 matt, micro prismatic cover 07, 

non-dimmable LED driver
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KVADRA 53 HI LED single luminaires for direct illumination with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic or opal cover

Order code Luminaire

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 53 HI LED L591 804 72t a07 x70 804 72t a09 x70 1570 22 591
KVADRA 53 HI LED L891 804 73t a07 x70 804 73t a09 x70 2370 34 891
KVADRA 53 HI LED L1191 804 74t a07 x70 804 74t a09 x70 3160 39 1191
KVADRA 53 HI LED L1491 804 75t a07 x70 804 75t a09 x70 4180 52 1491
KVADRA 53 HI LED L1776 804 76t a07 x70 804 76t a09 x70 4740 58 1776
KVADRA 53 HI LED L2376 804 78t a07 x70 804 78t a09 x70 6330 79 2376
KVADRA 53 HI LED L2976 804 70t a07 x70 804 70t a09 x70 7910 100 2976

KVADRA 53 LI LED single luminaires for direct illumination with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with micro prismatic or opal cover

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 53 LI LED L591 804 72t a07 x71 804 72t a09 x71 780 10 591
KVADRA 53 LI LED L891 804 73t a07 x71 804 73t a09 x71 1160 18 891
KVADRA 53 LI LED L1191 804 74t a07 x71 804 74t a09 x71 1570 21 1191
KVADRA 53 LI LED L1491 804 75t a07 x71 804 75t a09 x71 2090 29 1491
KVADRA 53 LI LED L1776 804 76t a07 x71 804 76t a09 x71 2370 32 1776
KVADRA 53 LI LED L2376 804 78t a07 x71 804 78t a09 x71 3250 36 2376
KVADRA 53 LI LED L2976 804 70t a07 x71 804 70t a09 x71 4300 49 2976

KVADRA 53 single luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8)  
or non-dimmable universal multiwatt (x=9) ECG, 230V/50 Hz, IP 20, with one three-pole or five-pole terminal block, with micro prismatic or opal cover 

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 53 1x14/24W 804 124 a07 x10 804 124 a09 x10 590 / 860 16 / 26 591
KVADRA 53 1x21/39W 804 139 a07 x10 804 139 a09 x10 940/ 1530 24 / 41 891
KVADRA 53 1x28/54W 804 154 a07 x10 804 154 a09 x10 1280 / 2200 32 / 58 1191
KVADRA 53 1x35/49/80W 804 180 a07 x10 804 180 a09 x10 1630 / 2120/3040 38 / 53 / 85 1491
KVADRA 53 2x1x21/39W 804 239 a07 x11 804 239 a09 x11 1880 / 3060 45 / 81 1776
KVADRA 53 2x1x28/54W 804 254 a07 x11 804 254 a09 x11 2570 / 4400 61 / 115 2376
KVADRA 53 2x1x35/49W 804 249 a07 x11 804 249 a09 x11 3260 / 4250 76 / 105 2976

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaires outputs with louver or cover 07 are higher.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 303 with nickel ceiling rose 940 303 500 000 940 303 520 000 940 303 530 000
❷ Wire suspension for supply 503 silver RAL 9006 MS 940 503 901 000 940 503 921 000 940 503 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

❷❶ ❸ ❹
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53

70

50

70

53

78

53

70

53

70

Description

Single 53 mm wide and 70 mm high surface mounted, pendant and wall mounted luminaires 
suitable for direct illumination of areas such as offices, representational areas, corridors, stairs, 
receptions and shops. Luminaires are produced from an extruded aluminium profile. In silver 
anodised version the end caps are screwed into the profile with two stainless steel screws (on 
request it is possible to supply version without screws), in painted version the end cap is smooth, 
without visible screws. 

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
59 	 dropped smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

09

99

07

59

KVADRA 70

Order code:

805 74 t abc x70

LED electrical equipment
luminaire colour optical part

Example: 

805 744 859 870
KVADRA 70 HI LED 840, L1191 mm, silver 

anodised, dropped smooth opal polycarbonate 
cover 59, DALI LED driver

805 743 909 270
KVADRA 70 HI LED 830, L1191 mm, silver RAL 9006, 

dropped smooth opal polycarbonate cover 09, 
non-dimmable LED driver

805 741 307 870
KVADRA 70 HI LED 930, L1191 mm,  

white RAL 9003 matt, micro prismatic cover 07, 
DALI LED driver

LED with cover 07 and 09

LED with cover 59

LED with louver 99

T5 with louver 99

108



K
V

A
D

R
A

 3
5

KVADRA 70 HI LED single luminaires for direct illumination with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with louver or lower cover.

Order code Luminaire

type with louver 99 with MP cover 07 with OP cover 09 with OP cover 59 Ф (lm) P (W) L (mm)

KVADRA 70 HI LED L591 805 72 t a99 x70 805 72 t a07 x70 805 72 t a09 x70 805 72 t a59 x70 1570 22 591
KVADRA 70 HI LED L891 805 73 t a99 x70 805 73 t a07 x70 805 73 t a09 x70 805 73 t a59 x70 2370 34 891
KVADRA 70 HI LED L1191 805 74 t a99 x70 805 74 t a07 x70 805 74 t a09 x70 805 74 t a59 x70 3160 39 1191
KVADRA 70 HI LED L1491 805 75 t a99 x70 805 75 t a07 x70 805 75 t a09 x70 805 75 t a59 x70 4180 52 1491
KVADRA 70 HI LED L1776 805 76 t a99 x70 805 76 t a07 x70 805 76 t a09 x70 805 76 t a59 x70 4740 58 1776
KVADRA 70 HI LED L2376 805 78 t a99 x70 805 78 t a07 x70 805 78 t a09 x70 805 78 t a59 x70 6330 79 2376
KVADRA 70 HI LED L2976 805 70 t a99 x70 805 70 t a07 x70 805 70 t a09 x70 805 70 t a59 x70 7910 100 2976

KVADRA 70 LI LED single luminaires for direct illumination with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver or lower cover.

type with louver 99 with MP cover 07 with OP cover 09 with OP cover 59 Ф (lm) P (W) L (mm)

KVADRA 70 LI LED L591 805 72 t a99 x71 805 72 t a07 x71 805 72 t a09 x71 805 72 t a59 x71 780 10 591
KVADRA 70 LI LED L891 805 73 t a99 x71 805 73 t a07 x71 805 73 t a09 x71 805 73 t a59 x71 1160 18 891
KVADRA 70 LI LED L1191 805 74 t a99 x71 805 74 t a07 x71 805 74 t a09 x71 805 74 t a59 x71 1570 21 1191
KVADRA 70 LI LED L1491 805 75 t a99 x71 805 75 t a07 x71 805 75 t a09 x71 805 75 t a59 x71 2090 29 1491
KVADRA 70 LI LED L1776 805 76 t a99 x71 805 76 t a07 x71 805 76 t a09 x71 805 76 t a59 x71 2370 32 1776
KVADRA 70 LI LED L2376 805 78 t a99 x71 805 78 t a07 x71 805 78 t a09 x71 805 78 t a59 x71 3250 36 2376
KVADRA 70 LI LED L2976 805 70 t a99 x71 805 70 t a07 x71 805 70 t a09 x71 805 70 t a59 x71 4300 49 2976

KVADRA 70 single luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8)  
or non-dimmable universal multiwatt (x=9) ECG, 230V/50 Hz, IP 20, with one three-pole terminal block, with louver or lower cover.

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 70 1x14/24W 805 124 a99 x10 805 124 a07 x10 805 124 a09 x10 590/860 16/26 591
KVADRA 70 1x21/39W 805 139 a99 x10 805 139 a07 x10 805 139 a09 x10 940/1530 24/41 891
KVADRA 70 1x28/54W 805 154 a99 x10 805 154 a07 x10 805 154 a09 x10 1280/2200 32/58 1191
KVADRA 70 1x35/49/80W 805 180 a99 x10 805 180 a07 x10 805 180 a09 x10 1630/2120/3040 38/53/85 1491
KVADRA 70 2x1x21/39W 805 239 a99 x11 805 239 a07 x11 805 239 a09 x11 1880/3060 45/81 1776
KVADRA 70 2x1x28/54W 805 254 a99 x11 805 254 a07 x11 805 254 a09 x11 2570/4400 61/115 2376
KVADRA 70 2x1x35/49W 805 249 a99 x11 805 249 a07 x11 805 249 a09 x11 3260/4250 76/105 2976

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire's output's with louver or cover 07 and 59 are higher.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 When specifying a wall mounting installation it is necessary to order KVADRA 70 KN2 bracket.
n	 When specifying a trimless installation it is necessary to order luminaires together with installation set.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
❺ Wall bracket KVADRA 70 KN2 silver anodised (1 pc) 805 900 800 062 --- ---

❻ Trimless installation set (please specify type of ceiling and order 
together with the luminaire)

--- --- ---

❷

❺
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Description

Single, 53 mm wide and 70 mm high surface mounted and pendant luminaires suitable for 
direct illumination of areas such as offices, representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an silver anodised aluminium profile. In silver 
anodised version the end caps are screwed into the profile with two stainless steel screws (on 
request it is possible to supply version without screws).

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard

Installation

Lower optical part (¨bc¨ in order code)

05 	 optics 17° with black circular dark-light baffle,  
spacing 50 mm

10 	 optics 17° with black circular dark-light baffle,  
spacing 100 mm

62 	 optics 17° with black dark-light baffle  
with lamellas shield, spacing 50 mm

Light sources

- LED ("t" in order code)
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver
8 	 dimmable DALI LED driver  

with individual setting option

KVADRA 70 SPOT

10

62

05

LED with optics 05 and 10

LED with optics 62

Order code:

805 74 t abc x70

LED electrical equipment
luminaire colour optical part

LED DRIVER

L

2 
m

external LED driver  
in separate gear box – ceiling box

Example:

805 744 862 870
KVADRA 70 SPOT HI LED 840, L1206 mm, silver 

anodised, optics 17° with black dark-light 
baffle with lamellas shield 62, DALI LED driver

805 743 805 270
KVADRA 70 SPOT HI LED 830, L1206 mm, silver 
anodised, optics 17° with black circular dark-

light baffle 05, non-dimmable LED driver

805 743 810 870
KVADRA 70 SPOT HI LED 830, L1206 mm,  

silver anodised, optics 17° with black circular 
dark-light baffle 10, DALI LED driver
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KVADRA 70 SPOT HI LED single luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with dark-light baffle with lamellas shield or circular dark-light baffle.

Order code Luminaire

type with optics 62 with optics 05 with optics 10 Ф (lm) P (W)

KVADRA 70 SPOT HI LED L306 805 71 t 862 x70 805 71 t 805 x70 805 71 t 810 x70 590 12
KVADRA 70 SPOT HI LED L606 805 72 t 862 x70 805 72 t 805 x70 805 72 t 810 x70 1190 18
KVADRA 70 SPOT HI LED L906 805 73 t 862 x70 805 73 t 805 x70 805 73 t 810 x70 1780 25
KVADRA 70 SPOT HI LED L1206 805 74 t 862 x70 805 74 t 805 x70 805 74 t 810 x70 2380 31
KVADRA 70 SPOT HI LED L1506 805 75 t 862 x70 805 75 t 805 x70 805 75 t 810 x70 2970 37
KVADRA 70 SPOT HI LED L1806 805 76 t 862 x70 805 76 t 805 x70 805 76 t 810 x70 3570 44
KVADRA 70 SPOT HI LED L2406 805 78 t 862 x70 805 78 t 805 x70 805 78 t 810 x70 4760 65
KVADRA 70 SPOT HI LED L3006 805 70 t 862 x70 805 70 t 805 x70 805 70 t 810 x70 5950 78

KVADRA 70 SPOT LI LED single luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling box, 
230V/50Hz, IP 20, with one five-pole terminal block, with dark-light baffle with lamellas shield or circular dark-light baffle.

type with optics 62 with optics 05 with optics 10 Ф (lm) P (W)

KVADRA 70 SPOT LI LED L306 805 71t 862 x71 805 71t 805 x71 805 71t 810 x71 330 6
KVADRA 70 SPOT LI LED L606 805 72t 862 x71 805 72t 805 x71 805 72t 810 x71 670 9
KVADRA 70 SPOT LI LED L906 805 73t 862 x71 805 73t 805 x71 805 73t 810 x71 1000 12
KVADRA 70 SPOT LI LED L1206 805 74t 862 x71 805 74t 805 x71 805 74t 810 x71 1340 16
KVADRA 70 SPOT LI LED L1506 805 75t 862 x71 805 75t 805 x71 805 75t 810 x71 1670 19
KVADRA 70 SPOT LI LED L1806 805 76t 862 x71 805 76t 805 x71 805 76t 810 x71 2010 22
KVADRA 70 SPOT LI LED L2406 805 78t 862 x71 805 78t 805 x71 805 78t 810 x71 2680 29
KVADRA 70 SPOT LI LED L3006 805 70t 862 x71 805 70t 805 x71 805 70t 810 x71 3350 35

Luminous flux is stated for luminaires with light source 840 and optics with 100 mm spacing. Luminous flux is two times higher for lumineires with 50mm optics 
spacing.

Accessories

n	 Luminaire is supplied with 2 m long connecting cable betheen LED driver and luminaire.
n	 When specifying a pendant luminaire, it is necessary to order suspensions.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
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Description

Universal modular system of luminaires designed for creating lines or structures. The modular 
system KVADRA 70 M is suitable for complex projects of conference and entrance halls, 
reconstructions of old industrial buildings, offices, representational areas, corridors and shops.
KVADRA 70 M system offers maximal user freedom during the designing of a particular lighting 
solution. 
This modular system is made from 53 mm wide and 70 mm high aluminium profile. The profiles 
can be joined together with connectors. T5 or LED battens with opal or micro prismatic cover, 
louver, spotlights, SPOT luminaires, 3-phase tracks and other elements can be installed into 
these modular systems.

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – batten
8 	 silver anodised – standard - profile

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO - for T5 MAX batten

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

KVADRA 70 M
modular pendant and surface mounted luminaires 

Order code:

805 74 t 100 x40

LED Electrical equipment

Example:

805 744 100 840
KVADRA 70 M batten HI LED 840,  

L 1145 mm, DALI LED driver

805 743 100 840 
KVADRA 70 M batten HI LED 830,  

L 1145 mm, DALI LED driver

LED with cover 07 and 09 T5 with louver 99
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System options

It is possible to use a wide range of different accessories for KVADRA 70 M modular luminaires:
n	 Reflectors SATURN 60 and SATURN MINI LP on KVADRA lid
n	 3-phase non-dimmable and DALI dimmable tracks
n	 Reflectors SATURN LP and SATURN 104 with track adapter

fully illuminated 
L connector K5 LED

end cap K1 SL

SPOT

X connector K4

direct connector K2 atypical angle connector

L connector K5

T connector K3

SATURN 
MINI LP

SATURN 60

LED batten

micro prismatic cover 07

Al lid 01

opal cover 09

louver 99

batten 
T5 MAX

end cap K1
batten 
T5 MOL

580

SATURN LP

3-phase track SATURN 104

Realizations.................page 35
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Basic KVADRA 70 M profile is supplied without end caps

type Order code L (mm)

KVADRA 70 M profile L 885 805 139 800 040 885
KVADRA 70 M profile L 1185 805 154 800 040 1185
KVADRA 70 M profile L 1495 805 705 800 040 1495
KVADRA 70 M profile L 2990 805 710 800 040 2990
KVADRA 70 M profile L 4485 805 715 800 040 4485

KVADRA 70 M HI LED batten luminaires with high intensity LED light source, dimmable DALI LED driver, 230V/50Hz, 
IP 20, with two five-pole terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA-R 70 M)

type Order code Ф (lm) P (W) L (mm)

KVADRA 70 M HI LED L860 DALI 805 73 t 100 840 4030 31 860
KVADRA 70 M HI LED L1145 DALI 805 74 t 100 840 5370 37 1145
KVADRA 70 M HI LED L1490 DALI 805 75 t 100 840 7100 50 1490

KVADRA 70 M LI LED batten luminaires with low intensity LED light source, dimmable DALI LED driver, 230V/50Hz, 
IP 20, with two five-pole terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA-R 70 M)

KVADRA 70 M LI LED L860 DALI 805 73t 100 842 1800 16 860
KVADRA 70 M LI LED L1145 DALI 805 74t 100 842 2680 22 1145
KVADRA 70 M LI LED L1490 DALI 805 75t 100 842 3490 28 1490

KVADRA 70 MAX batten luminaires for linear fluorescent T5 lamps situated in axis of the luminaire, G5 lamp 
holders, non-dimmable universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP 20, with two 
five-pole terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA-R 70 M)

KVADRA 70 MAX 1x21/39W 805 139 100 840 1900/3100 24/41 884
KVADRA 70 MAX 1x28/54W 805 154 100 840 2600/4450 32/58 1184
KVADRA 70 MAX 1x35/49/80W 805 180 100 840 3300/4300/6150 38/53/85 1484

KVADRA 70 MOL batten luminaires for overlapping linear fluorescent T5 lamps situated in axis of the luminaire, 
G5 lamp holders, non-dimmable universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP20, 
with two five-pole terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA-R 70 M) 

KVADRA 70 MOL 1x21/39W 805 139 100 842 1900/3100 24/41 884
KVADRA 70 MOL 1x28/54W 805 154 100 842 2600/4450 32/58 1184
KVADRA 70 MOL 1x35/49/80W 805 180 100 842 3300/4300/6150 38/53/85 1484

Luminous flux is stated for luminaires with light source 840 without covers and louvers. Luminous fluxes of luminaires with 
optical parts are lower.

Optical parts for KVADRA 70 M luminaires (same for KVADRA-R 70 M)  

type Order code L (mm)

KVADRA 70 M silver anodised lid L 884 805 139 801 040 884
KVADRA 70 M silver anodised lid L 1184 805 154 801 040 1184
KVADRA 70 M silver anodised lid L 1494 805 705 801 040 1494
KVADRA 70 M silver anodised lid L 2988 805 710 801 040 2988

KVADRA 70 M micro prismatic cover L 884 805 139 007 040 884
KVADRA 70 M micro prismatic cover L 1184 805 154 007 040 1184
KVADRA 70 M micro prismatic cover L 1494 805 705 007 040 1494
KVADRA 70 M micro prismatic cover L 2988 805 710 007 040 2988

KVADRA 70 M opal cover L 884 805 139 009 040 884
KVADRA 70 M opal cover L 1184 805 154 009 040 1184
KVADRA 70 M opal cover L 1494 805 705 009 040 1494
KVADRA 70 M opal cover L 2988 805 710 009 040 2988

KVADRA 70 M louver 99 L 884 805 139 099 040 884
KVADRA 70 M louver 99 L 1184 805 154 099 040 1184
KVADRA 70 M louver 99 L 1494 805 180 099 040 1494
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Accessories for KVADRA 70 M luminaires

pic. type Order code

a KVADRA 70 K1 silver anodised end cap with screws 805 901 800 000
b KVADRA 70 K1 SL anodized end cap without screws 805 911 800 000
c KVADRA 70 M K2 direct connector 805 902 800 040 (same for KVADRA-R 70 M)

with AI lid 01 with MP cover 07 with OP cover 09

d KVADRA 70 M K3 T connector 805 903 801 040 805 903 807 040 805 903 809 040
e KVADRA 70 M K4 X connector 805 904 801 040 805 904 807 040 805 904 809 040
f KVADRA 70 M K5 L connector 805 905 801 040 805 905 807 040 805 905 809 040
g KVADRA 70 M K6 atypical angle connector 805 906 801 040 805 906 807 040 805 906 809 040

h KVADRA 70 M K5 HI LED fully illuminated L connector 580x580 mm --- 805 72t 807 x45 805 72t 809 x45
i KVADRA 70 M K5 LI LED fully illuminated L connector 580x580 mm --- 805 72t 807 x46 805 72t 809 x46

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 When specifying a wall mounted  luminaire, it is necessary to order KVADRA 70 KN2 bracket.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
❺ Wall bracket KVADRA 70 KN2 silver anodised (1 pc) 805 900 800 062 --- ---
❻ Connecting wires 5x1,5 mm2, length 400 mm 805 900 800 062 --- ---

❷

❶a

❶ ❸ ❹ ❺

❻

b c d e

f g

h i

Realizations.................page 35
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Description

Single square or rectangular surface mounted, pendant and wall mounted luminaires suitable 
for direct illumination of areas such as offices, representational areas, corridors, stairs, receptions 
and shops. The frames of the luminaires are produced from an extruded aluminum profile. 
Luminaires can be manufactured in other sizes than listed below.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

09

07

KVADRA 70 win

LED with cover 07 and 09

Order code:

805 73 t abc x81

LED electrical equipment
luminaire colour optical part

Example: 

805 733 909 881
KVADRA 70 WIN LI LED 830, 580 x 580 mm, silver 

RAL 9006 MS, smooth opal polycarbonate  
cover 09, DALI LED driver

805 731 807 881
KVADRA 70 WIN LI LED 930, 580 x 580 mm, silver 

anodised, micro prismatic cover 07,  
DALI LED driver
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KVADRA 70 WIN HI LED single luminaires with high intensity LED light source, dimmable DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal 
block, with micro prismatic cover or opal cover. 

Order code Luminaire

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm)

KVADRA 70 WIN HI LED 280x580 805 71t a07 880 805 71t a09 880 3790 44 280 x 580
KVADRA 70 WIN HI LED 280x1180 805 72t a07 880 805 72t a09 880 7280 85 280 x 1180
KVADRA 70 WIN HI LED 580x580 805 73t a07 880 805 73t a09 880 5380 64 580 x 580
KVADRA 70 WIN HI LED 580x880 805 74t a07 880 805 74t a09 880 6960 80 580 x 880
KVADRA 70 WIN HI LED 580x1180 805 75t a07 880 805 75t a09 880 8540 101 580 x 1180
KVADRA 70 WIN HI LED 880x880 805 76t a07 880 805 76t a09 880 9180 108 880 x 880

KVADRA 70 WIN LI LED single luminaires with low intensity LED light source, dimmable DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal 
block, with micro prismatic cover or opal cover. 

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm)

KVADRA 70 WIN LI LED 280x580 805 71t a07 881 805 71t a09 881 1950 23 280 x 580
KVADRA 70 WIN LI LED 280x1180 805 72t a07 881 805 72t a09 881 3740 42 280 x 1180
KVADRA 70 WIN LI LED 580x580 805 73t a07 881 805 73t a09 881 2770 31 580 x 580
KVADRA 70 WIN LI LED 580x880 805 74t a07 881 805 74t a09 881 3580 40 580 x 880
KVADRA 70 WIN LI LED 580x1180 805 75t a07 881 805 75t a09 881 4400 48 580 x 1180
KVADRA 70 WIN LI LED 880x880 805 76t a07 881 805 76t a09 881 4720 51 880 x 880

Luminous flux is stated for luminaire with light source 840 with smooth opal polycarbonate cover 09. Luminaire´s outputs with cover 07 are higher. 

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

❷❶ ❸ ❹
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Description

Single recessed 70 mm wide luminaires suitable for illumination of areas such as offices, 
representational areas, corridors, stairs, receptions and shops. Luminaires are produced from 
an extruded 70 mm wide aluminium profile with 10 mm wide rims for covering the mounting 
holes. Luminaires are supplied with brackets for installation into a plasterboard or other 
1-25 mm thick ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with rim for covering mounting hole.

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
59 	 dropped smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option 

9 	 non-dimmable universal multiwatt  
ECG for T5

09

99

07

59

KVADRA-R 70

Example:

806 744 859 870
KVADRA-R 70 HI LED 840 L1209 mm, 

silver anodised, dropped smooth opal 
polycarbonate cover 59,  

DALI LED driver

806 743 909 270
KVADRA-R 70 HI LED 830 L1209 mm, silver 
RAL 9006 MS, smooth opal polycarbonate 

cover 09, non-dimmable LED driver

806 741 307 270
KVADRA-R 70 HI LED 930 L1209 mm, white 
RAL 9003 matt, micro prismatic cover 07, 

DALI LED driver

LED with cover 07 and 09

LED with cover 59

LED with louver 99

Order code:

806 74 t abc x70

LED electrical equipment
luminaire colour optical part
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KVADRA-R 70 HI LED single recessed luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50HZ, IP 20, 
with one five-pole terminal block, with louver or covers

Order code Luminaire

type with louver 99 with MP cover 07 with OP cover 09 with OP cover 59 Ф (lm) P (W)
mounting 
hole (mm)

KVADRA-R 70 HI LED L609 806 72t a99 x70 806 72t a07 x70 806 72t a09 x70 806 72t a59 x70 1570 22 58x595
KVADRA-R 70 HI LED L909 806 73t a99 x70 806 73t a07 x70 806 73t a09 x70 806 73t a59 x70 2370 34 58x895
KVADRA-R 70 HI LED L1209 806 74t a99 x70 806 74t a07 x70 806 74t a09 x70 806 74t a59 x70 3160 39 58x1195
KVADRA-R 70 HI LED L1509 806 75t a99 x70 806 75t a07 x70 806 75t a09 x70 806 75t a59 x70 4180 52 58x1495
KVADRA-R 70 HI LED L1794 806 76t a99 x70 806 76t a07 x70 806 76t a09 x70 806 76t a59 x70 4740 58 58x1780
KVADRA-R 70 HI LED L2394 806 78t a99 x70 806 78t a07 x70 806 78t a09 x70 806 78t a59 x70 6330 79 58x2380
KVADRA-R 70 HI LED L2994 806 70t a99 x70 806 70t a07 x70 806 70t a09 x70 806 70t a59 x70 7910 100 58x2980

KVADRA-R 70 LI LED single recessed luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50HZ, IP 20, 
with one five-pole terminal block, with louver or covers

type with louver 99 with MP cover 07 with OP cover 09 with OP cover 59 Ф (lm) P (W)
mounting 
hole (mm)

KVADRA-R 70 LI LED L609 806 72t a99 x71 806 72t a07 x71 806 72t a09 x71 806 72t a59 x71 780 10 58x595
KVADRA-R 70 LI LED L909 806 73t a99 x71 806 73t a07 x71 806 73t a09 x71 806 73t a59 x71 1160 18 58x895
KVADRA-R 70 LI LED L1209 806 74t a99 x71 806 74t a07 x71 806 74t a09 x71 806 74t a59 x71 1570 21 58x1195
KVADRA-R 70 LI LED L1509 806 75t a99 x71 806 75t a07 x71 806 75t a09 x71 806 75t a59 x71 2090 24 58x1495
KVADRA-R 70 LI LED L1794 806 76t a99 x71 806 76t a07 x71 806 76t a09 x71 806 76t a59 x71 2370 32 58x1780
KVADRA-R 70 LI LED L2394 806 78t a99 x71 806 78t a07 x71 806 78t a09 x71 806 78t a59 x71 3250 36 58x2380
KVADRA-R 70 LI LED L2994 806 70t a99 x71 806 70t a07 x71 806 70t a09 x71 806 70t a59 x71 4300 49 58x2980

KVADRA-R 70 single recessed luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8) 
or non-dimmable multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole or five-pole terminal block, with louver or covers.

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)
mounting 
hole (mm)

KVADRA-R 70 1x14/24W 806 124 a99 x10 806 124 a07 x10 806 124 a09 x10 590/860 16/26 609 58x595
KVADRA-R 70 1x21/39W 806 139 a99 x10 806 139 a07 x10 806 139 a09 x10 940/1530 24/41 909 58x895
KVADRA-R 70 1x28/54W 806 154 a99 x10 806 154 a07 x10 806 154 a09 x10 1280/2200 32/58 1209 58x1195
KVADRA-R 70 1x35/49/80W 806 180 a99 x10 806 180 a07 x10 806 180 a09 x10 1630/2120/3040 38/53/85 1509 58x1495
KVADRA-R 70 2x1x21/39W 806 239 a99 x11 806 239 a07 x11 806 239 a09 x11 1880/3060 45/81 1794 58x1780
KVADRA-R 70 2x1x28/54W 806 254 a99 x11 806 254 a07 x11 806 254 a09 x11 2570/4400 61/115 2394 58x2380
KVADRA-R 70 2x1x35/49W 806 249 a99 x11 806 249 a07 x11 806 249 a09 x11 3260/4250 76/105 2994 58x2980

Luminous flux is stated for luminaires with light source 840 and with smooth opal polycarbonate cover 09. Luminaire´s outputs with louver or cover 07 
and 59 are higher.

Accessories

n	 Luminaire is supplied with swivel installation brackets for 1-25 mm thick ceilings.
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KVADRA-R 70 SPOT

LED with optics 62

Order code:

805 74 t abc x70

LED electrical equipment
luminaire colour optical part

Example:

806 744 862 870
KVADRA‑R 70 SPOT HI LED 840, L1224 mm, 

silver anodised, optics 17° with black dark-light 
baffle with lamellas shield 62, DALI LED driver

806 743 805 270
KVADRA‑R 70 SPOT HI LED 830, L1224 mm, 

silver anodised, optics 17° with black circular 
dark-light baffle 05, non-dimmable LED driver

806 743 810 870
KVADRA‑R 70 SPOT HI LED 830, L1224 mm, 

silver anodised, optics 17° with black circular 
dark-light baffle 10, DALI LED driver

Order code:

806 74 t abc x70

LED electrical equipment
luminaire colour optical part

10

62

05

Description

Single recessed 70 mm wide luminaires suitable for illumination of areas such as 
representational areas, corridors, stairs, receptions and shops. Luminaires are produced from 
70 mm wide extruded aluminum profile with 10 mm wide rims for covering the mounting 
holes. Luminaires are supplied with installation brackets for plasterboard or other 1-25 mm thick 
ceilings.

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard

Installation

Recessed with rim for covering mounting hole.

Lower optical part (¨bc¨ in order code)

05 	 optics 17° with black circular dark-light baffle,  
spacing 50 mm

10 	 optics 17° with black circular dark-light baffle,  
spacing 100 mm

62 	 optics 17° with black dark-light baffle  
with lamellas shield, spacing 50 mm

Light sources

- LED ("t" in order code)
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver
8 	 dimmable DALI LED driver  

with individual setting option
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KVADRA-R 70 SPOT HI LED single recessed luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with dark-light baffle with lamellas shield or circular dark-light baffle.

Order code Luminaire

type with optics 62 with optics 05 with optics 10 Ф (lm) P (W)
mounting 
hole (mm)

KVADRA‑R 70 SPOT HI LED L324 806 71 t 862 x70 806 71 t 805 x70 806 71 t 810 x70 590 12 58x310
KVADRA‑R 70 SPOT HI LED L624 806 72 t 862 x70 806 72 t 805 x70 806 72 t 810 x70 1190 18 58x610
KVADRA‑R 70 SPOT HI LED L924 806 73 t 862 x70 806 73 t 805 x70 806 73 t 810 x70 1780 25 58x910
KVADRA‑R 70 SPOT HI LED L1224 806 74 t 862 x70 806 74 t 805 x70 806 74 t 810 x70 2380 31 58x1210
KVADRA‑R 70 SPOT HI LED L1524 806 75 t 862 x70 806 75 t 805 x70 806 75 t 810 x70 2970 37 58x1510
KVADRA‑R 70 SPOT HI LED L1824 806 76 t 862 x70 806 76 t 805 x70 806 76 t 810 x70 3570 44 58x1810
KVADRA‑R 70 SPOT HI LED L2424 806 78 t 862 x70 806 78 t 805 x70 806 78 t 810 x70 4760 65 58x2410
KVADRA‑R 70 SPOT HI LED L3024 806 70 t 862 x70 806 70 t 805 x70 806 70 t 810 x70 5950 78 58x3010

KVADRA-R 70 SPOT LI LED single recessed luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block with dark-light baffle with lamellas shield or circular dark-light baffle.

type with optics 62 with optics 05 with optics 10 Ф (lm) P (W)
mounting 
hole (mm)

KVADRA-R 70 SPOT LI LED L324 806 71t 862 x71 806 71t 805 x71 806 71t 810 x71 330 6 58x310
KVADRA-R 70 SPOT LI LED L624 806 72t 862 x71 806 72t 805 x71 806 72t 810 x71 670 9 58x610
KVADRA-R 70 SPOT LI LED L924 806 73t 862 x71 806 73t 805 x71 806 73t 810 x71 1000 12 58x910
KVADRA-R 70 SPOT LI LED L1224 806 74t 862 x71 806 74t 805 x71 806 74t 810 x71 1340 16 58x1210
KVADRA-R 70 SPOT LI LED L1524 806 75t 862 x71 806 75t 805 x71 806 75t 810 x71 1670 19 58x1510
KVADRA-R 70 SPOT LI LED L1824 806 76t 862 x71 806 76t 805 x71 806 76t 810 x71 2010 22 58x1810
KVADRA-R 70 SPOT LI LED L2424 806 78t 862 x71 806 78t 805 x71 806 78t 810 x71 2680 29 58x2410
KVADRA-R 70 SPOT LI LED L3024 806 70t 862 x71 806 70t 805 x71 806 70t 810 x71 3350 35 58x3010

Luminous flux is stated for luminaires with light source 840 and optics with 100 mm spacing. Luminous flux is two times higher for lumineires with 50mm optics 
spacing.

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings. 
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Description

Universal modular system of recessed luminaires designed for creating lines or structures. The 
modular system KVADRA-R 70 M is suitable for complex projects of conference and entrance 
halls, reconstructions of old industrial buildings, offices, representational areas, corridors and 
shops.
KVADRA-R 70 M system offers maximal user freedom during the designing of a particular 
lighting solution. 
This modular system is made from 70 mm wide and 70 mm high aluminium profile with 
10 mm wide rims for covering the mounting holes.  The profiles can be joined together with 
connectors. T5 or LED battens with opal or micro prismatic cover, louver, spotlights, SPOT 
luminaires, 3-phase tracks and other elements can be installed into these modular systems.

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – batten
8 	 silver anodised – standard - profile

Installation

Recessed with a rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO - for T5 MAX batten

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

KVADRA-R 70 M
modular recesed luminaires 

LED with cover 07 and 09

LED with louver 99

Order code:

805 74 t 100 x40

LED Electrical equipment

Example:

805 744 100 840
KVADRA 70 M batten HI LED 840,  

L 1145 mm, DALI LED driver

805 743 100 840 
KVADRA 70 M batten HI LED 830,  

L 1145 mm, DALI LED driver
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System options

It is possible to use a wide range of different accessories for KVADRA-R 70 M modular luminaires:
n	 Reflectors SATURN 60 and SATURN MINI LP on KVADRA lid
n	 3-phase non-dimmable and DALI dimmable track
n	 Reflectors SATURN LP and SATURN 104 with track adapter

fully illuminated 
L connector K5 LED

end cap K1

SPOT

X connector K4

direct connector K2 atypical angle connector

L connector K5

T connector K3

SATURN 
MINI LP

SATURN 60

LED batten

micro prismatic cover 07

Al lid 01

opal cover 09

louver 99

batten 
T5 MAX

end cap K1
batten 
T5 MOL

590

SATURN LP

3-phase track SATURN 104

KVADRA-R 70 profile
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Basic KVADRA-R 70 M profile is supplied without end caps

type Order code L (mm)

KVADRA-R 70 M profile L 885 806 139 800 040 885
KVADRA-R 70 M profile L 1185 806 154 800 040 1185
KVADRA-R 70 M profile L 1495 806 705 800 040 1495
KVADRA-R 70 M profile L 2990 806 710 800 040 2990
KVADRA-R 70 M profile L 4485 806 715 800 040 4485

KVADRA 70 M HI LED batten luminaires with high intensity LED light source, dimmable DALI driver, 230V/50Hz, 
IP 20, with two five-pole terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA 70 M)

type Order code Ф (lm) P (W) L (mm)

KVADRA 70 M HI LED L860 DALI 805 73 t 100 840 2370 31 860
KVADRA 70 M HI LED L1145 DALI 805 74 t 100 840 3160 37 1145
KVADRA 70 M HI LED L1490 DALI 805 75 t 100 840 4180 50 1490

KVADRA 70 M LI LED batten luminaires with low intensity LED light source, dimmable DALI driver, 230V/50Hz, 
IP 20, with two five-pole terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA 70 M)

KVADRA 70 M LI LED L860 DALI 805 73t 100 842 1100 16 860
KVADRA 70 M LI LED L1145 DALI 805 74t 100 842 1580 22 1145
KVADRA 70 M LI LED L1490 DALI 805 75t 100 842 2050 28 1490

KVADRA 70 MAX batten luminaires for linear fluorescent T5 lamps situated in axis of the luminaire, G5 lamp 
holders, non-dimmable universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP 20, with two 
five-pole terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA 70 M)

KVADRA 70 MAX 1x21/39W 805 139 100 840 1900/3100 24/41 884
KVADRA 70 MAX 1x28/54W 805 154 100 840 2600/4450 32/58 1184
KVADRA 70 MAX 1x35/49/80W 805 180 100 840 3300/4300/6150 38/53/85 1484

KVADRA 70 MOL batten luminaires for overlapping linear fluorescent T5 lamps, G5 lamp holders,  
non-dimmable universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP 20, with two five-pole 
terminal blocks and through wiring 5x1,5 mm2 (same for KVADRA 70 M) 

KVADRA 70 MOL 1x21/39W 805 139 100 842 1900/3100 24/41 884
KVADRA 70 MOL 1x28/54W 805 154 100 842 2600/4450 32/58 1184
KVADRA 70 MOL 1x35/49/80W 805 180 100 842 3300/4300/6150 38/53/85 1484

Luminous flux is stated for luminaires with light source 840 without covers and louvers. Luminous fluxes of luminaires with 
optical parts are lower.

Optical parts for KVADRA-R 70 M luminaires (same for KVADRA 70 M)  

type Order code L (mm)

KVADRA 70 M silver anodised lid L 884 805 139 801 040 884
KVADRA 70 M silver anodised lid L 1184 805 154 801 040 1184
KVADRA 70 M silver anodised lid L 1494 805 705 801 040 1494
KVADRA 70 M silver anodised lid L 2988 805 710 801 040 2988

KVADRA 70 M micro prismatic cover L 884 805 139 007 040 884
KVADRA 70 M micro prismatic cover L 1184 805 154 007 040 1184
KVADRA 70 M micro prismatic cover L 1494 805 705 007 040 1494
KVADRA 70 M micro prismatic cover L 2988 805 710 007 040 2988

KVADRA 70 M opal cover L 884 805 139 009 040 884
KVADRA 70 M opal cover L 1184 805 154 009 040 1184
KVADRA 70 M opal cover L 1494 805 705 009 040 1494
KVADRA 70 M opal cover L 2988 805 710 009 040 2988

KVADRA 70 M louver 99 L 884 805 139 099 040 884
KVADRA 70 M louver 99 L 1184 805 154 099 040 1184
KVADRA 70 M louver 99 L 1494 805 705 099 040 1494
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Accessories for KVADRA-R 70 M luminaires

pic. type Order code

a KVADRA-R 70 K1 silver anodised end cap with screws 806 901 800 000
b KVADRA 70 M K2 direct connector 805 902 800 040 (same for KVADRA 70 M)
c KVADRA-R 70 KS1 bracket with screw 806 900 800 040

with AI lid 01 with MP cover 07 with OP cover 09

d KVADRA-R 70 M K3 T connector 806 903 801 040 806 903 807 040 806 903 809 040
e KVADRA-R 70 M K4 X connector 806 904 801 040 806 904 807 040 806 904 809 040
f KVADRA-R 70 M K5 L connector 806 905 801 040 806 905 807 040 806 905 809 040
g KVADRA-R 70 M K6 atypical angle connector 806 906 801 040 806 906 807 040 806 906 809 040

h KVADRA-R 70 M K5 HI LED fully illuminated L connector 590x590 mm --- 806 72t 807 x45 806 72t 809 x45
i KVADRA-R 70 M K5 LI LED fully illuminated L connector 590x590 mm --- 806 72t 807 x46 806 72t 809 x46

Accessories

n	 When specifying a recessed luminaire, it is necessary to order brackets with screws.

pic. type
❶ Connecting wires 5x1,5 mm2, length 400 mm 805 900 800 062 --- ---

❶a b c d e

f g

h i

❶
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Order code:

805 74 t abc x81

LED electrical equipment
luminaire colour optical part

Description

Single square or rectangular recessed luminaires suitable for direct illumination of areas such 
as offices, representational areas, corridors, stairs, receptions and shops. The frames of the 
luminaires are produced from an extruded aluminium profile. Luminaires are designed for 
installation into plasterboard ceilings or false ceilings in 600 mm module. Luminaires can be 
manufactured in other sizes than listed below.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with rim for covering mounting hole.

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

KVADRA-R 70 WIN

Example:

806 733 909 881
KVADRA-R 70 WIN LI LED 830, 597x597 mm, 

silver RAL 9006 MS, smooth opal 
polycarbonate cover 09, DALI LED driver

806 731 807 881
KVADRA-R 70 WIN LI LED 930, 597x597 mm, 

silver anodised, micro prismatic cover 07,  
DALI LED driver

LED with cover 07 and 09

09

07
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KVADRA-R 70 WIN HI LED single recessed luminaires with high intensity LED light source, dimmable DALI LED driver, 230V/50HZ, IP 20, with one five-pole 
terminal block, with micro prismatic cover or opal cover.

Order code Luminaire Mounting hole

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm) L3 x L4 (mm)

KVADRA-R 70 WIN HI LED 297x597 806 71t a07 880 806 71t a09 880 3790 44 297 x 597 286 x 586
KVADRA-R 70 WIN HI LED 297x1197 806 72t a07 880 806 72t a09 880 7280 85 297 x 1197 286 x 1186
KVADRA-R 70 WIN HI LED 597x597 806 73t a07 880 806 73t a09 880 5380 64 597 x 597 586 x 586
KVADRA-R 70 WIN HI LED 597x897 806 74t a07 880 806 74t a09 880 6960 80 597 x 897 586 x 886
KVADRA-R 70 WIN HI LED 597x1197 806 75t a07 880 806 75t a09 880 8540 101 597 x 1197 586 x 1186
KVADRA-R 70 WIN HI LED 897x897 806 76t a07 880 806 76t a09 880 9180 108 897 x 897 886 x 886

KVADRA-R 70 WIN LI LED single recessed luminaires with low intensity LED light source, dimmable DALI LED driver, 230V/50HZ, IP 20, with one five-pole 
terminal block, with micro prismatic cover or opal cover. 

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm) L3 x L4 (mm)

KVADRA-R 70 WIN LI LED 297x597 806 71t a07 881 806 71t a09 881 1950 23 297 x 597 286 x 586
KVADRA-R 70 WIN LI LED 297x1197 806 72t a07 881 806 72t a09 881 3740 42 297 x 1197 286 x 1186
KVADRA-R 70 WIN LI LED 597x597 806 73t a07 881 806 73t a09 881 2770 31 597 x 597 586 x 586
KVADRA-R 70 WIN LI LED 597x897 806 74t a07 881 806 74t a09 881 3580 40 597 x 897 586 x 886
KVADRA-R 70 WIN LI LED 597x1197 806 75t a07 881 806 75t a09 881 4400 48 597 x 1197 586 x 1186
KVADRA-R 70 WIN LI LED 897x897 806 76t a07 881 806 76t a09 881 4720 51 897 x 897 886 x 886

Luminous flux stated for luminaire with light source 840 with smooth opal polycarbonate cover 09. Luminaire´s outputs with cover 07 are higher. 

Accessories

n	 Luminaire is supplied with swivel installation brackets for 1-25 mm thick ceilings.
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Description 

Single, 53 mm wide and 106 mm high pendant luminaires suitable for direct-indirect 
illumination of areas such as offices, representational areas, corridors, stairs, receptions and 
shops. Luminaires are produced from an aluminium profile. In silver anodised version the end 
caps are screwed into the profile with four stainless steel screws, in painted version the end cap 
is smooth, without visible screws. Upper low or high cover ensures maximum efficiency and 
uniformity of light for indirect illumination. The luminaires are supplied in version with one or 
two independent circuits for direct and indirect illumination.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO
00 	 aluminum lid 
01 	 3-phase track
02 	 3-phase DALI track

Upper optical part (¨y¨ in order code)

0 	 low opal cover
3 	 high opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

KVADRA 106

Example:

803 763 307 800
KVADRA 106 HI LED 830, L 1776 mm,  

white RAL 9003 matt, lower microprismatic 
cover 07, upper low opal cover, DALI LED drivers, 

two independent circuits

803 764 899 830
KVADRA 106 HI LED 840, L 1776 mm, silver 
anodised, louver 99, upper high opal cover,  

non-dimmable LED drivers,  
two independent circuits

09

99

07

ORDER CODE:

803 76 t abc xy0

LED
electrical equipmentluminaire colour

optical part
upper

optical part
lower
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KVADRA 106 HI LED single pendant luminaires with high intensity LED light source for direct-indirect illumination (one common light circuit), dim-
mable DALI  LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with louver or cover and with upper low opal cover (y=0) or high opal 
cover (y=3)

Order code Luminaire

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 106 HI LED L1200 DALI 803 74t a99 8y0 803 74t a07 8y0 803 74t a09 8y0 6440 74 1200
KVADRA 106 HI LED L1500 DALI 803 75t a99 8y0 803 75t a07 8y0 803 75t a09 8y0 8090 99 1500

KVADRA 106 LI LED single pendant luminaires with low intensity LED light source for direct-indirect illumination (one common light circuit), dimma-
ble DALI  LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with louver or cover and with upper low opal cover (y=0) or upper high opal 
cover (y=3)

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 106 LI LED L1200 DALI 803 74t a99 8y1 803 74t a07 8y1 803 74t a09 8y1 3310 35 1200
KVADRA 106 LI LED L1500 DALI 803 75t a99 8y1 803 75t a07 8y1 803 75t a09 8y1 4380 47 1500
KVADRA 106 LI LED L1776 DALI 803 76t a99 8y1 803 76t a07 8y1 803 76t a09 8y1 4970 52 1776
KVADRA 106 LI LED L2330 DALI 803 78t a99 8y1 803 78t a07 8y1 803 78t a09 8y1 6630 69 2330
KVADRA 106 LI LED L2930 DALI 803 70t a99 8y1 803 70t a07 8y1 803 70t a09 8y1 8290 86 2930

KVADRA 106 HI LED single pendant luminaires with high intensity LED light source for direct and indirect illumination (two independent light circuits), 
non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with louver or cover and with upper low 
opal cover (y=0) or high opal cover (y=3)

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 106 HI LED L1200 803 74t a99 xy2 803 74t a07 xy2 803 74t a09 xy2 6440 77 1200
KVADRA 106 HI LED L1500 803 75t a99 xy2 803 75t a07 xy2 803 75t a09 xy2 8510 104 1500
KVADRA 106 HI LED L1776 803 76t a99 xy2 803 76t a07 xy2 803 76t a09 xy2 9660 116 1776
KVADRA 106 HI LED L2330 803 78t a99 xy2 803 78t a07 xy2 803 78t a09 xy2 12880 147 2330
KVADRA 106 HI LED L2930 803 70t a99 xy2 803 70t a07 xy2 803 70t a09 xy2 16100 183 2930

KVADRA 106 LI LED single pendant luminaires with low intensity LED light source for direct and indirect illumination (two independent light circuits), 
non-dimmable (x=2) and dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with louver or cover and with upper 
low opal cover (y=0) or upper high opal cover (y=3)

type with louver 99 with MP cover 07 with OP cover 09 Ф (lm) P (W) L (mm)

KVADRA 106 LI LED L1200 803 74t a99 xy3 803 74t a07 xy3 803 74t a09 xy3 3310 42 1200
KVADRA 106 LI LED L1500 803 75t a99 xy3 803 75t a07 xy3 803 75t a09 xy3 4380 58 1500
KVADRA 106 LI LED L1776 803 76t a99 xy3 803 76t a07 xy3 803 76t a09 xy3 4970 59 1776
KVADRA 106 LI LED L2330 803 78t a99 xy3 803 78t a07 xy3 803 78t a09 xy3 6630 73 2330
KVADRA 106 LI LED L2930 803 70t a99 xy3 803 70t a07 xy3 803 70t a09 xy3 8290 94 2930

Luminous flux is stated for luminaire with ligh source 840 and smooth opal covers 09. Luminaires´s outputs with covers 07 and louver 99 are higher.

Accessories

n	 Standard luminaires are supplyied with suspensions 901 and 521 (1 200 mm) and power supply cable 5x1 mm2 (2 000 mm) with a squared ceiling rose.
n	 Another type of suspension must be specified in the order.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 901 940 901 500 000 940 901 520 000 940 901 530 000
❷ Wire suspension for supply 521 silver RAL 9006 MS 940 521 901 000 940 521 921 000 940 521 931 000
❸ Power supply cable 5x1 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000

❷❶ ❸
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Description

Single, 80 mm wide and 40 mm high surface mounted, pendant or wall mounted luminaires 
suitable for direct illumination of areas such as corridors, stairs, receptions and shops. Luminaires are 
produced from an extruded aluminium profile. In silver anodised versions the end caps are screwed 
into the profile with two stainless steel screws (on request it is possible to supply a version without 
screws), in painted version the end cap is smooth and without visible screws.

 
Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver
8 	 dimmable DALI LED driver  

with individual setting option

09

07

Order code:

809 74 t abc x70

Example:

809 744 809 870
LINEA 40 HI LED 840, L1191 mm, silver 
anodised, smooth opal polycarbonate 

cover 09, external DALI LED driver

809 743 907 270
LINEA 40 HI LED 830, L1191 mm, silver 
RAL 9006 MS, micro prismatic cover 07, 

external non-dimmable LED driver

LED with cover 07 and 09

LINEA 40
with low cover

LED DRIVER

L

2 
m

external LED driver  
in separate gear box - ceiling box LED electrical equipment

luminaire colour optical part
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LINEA 40 HI LED single luminaires with high intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or low opal cover.

Order code Luminaire

type with cover 07       with cover 09       Ф (lm) P (W) L (mm)

LINEA 40 HI LED L591 809 72 t a07 x70 809 72 t a09 x70 1610 22 591
LINEA 40 HI LED L891 809 73 t a07 x70 809 73 t a09 x70 2430 34 891
LINEA 40 HI LED L1191 809 74 t a07 x70 809 74 t a09 x70 3230 39 1191
LINEA 40 HI LED L1491 809 75 t a07 x70 809 75 t a09 x70 4280 52 1491
LINEA 40 HI LED L1776 809 76 t a07 x70 809 76 t a09 x70 4860 58 1776
LINEA 40 HI LED L2376 809 78 t a07 x70 809 78 t a09 x70 6480 79 2376

LINEA 40 LI LED single luminaires with low intensity LED light source, external non-dimmable (x=2) or DALI (x=8) LED driver in separate gear box – ceiling 
box, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or low opal cover.

type with cover 07 with cover 09       Ф (lm) P (W) L (mm)

LINEA 40 LI LED L591 809 72 t a07 x71 809 72 t a09 x71 800 10 591
LINEA 40 LI LED L891 809 73 t a07 x71 809 73 t a09 x71 1180 18 891
LINEA 40 LI LED L1191 809 74 t a07 x71 809 74 t a09 x71 1610 21 1191
LINEA 40 LI LED L1491 809 75 t a07 x71 809 75 t a09 x71 2140 29 1491
LINEA 40 LI LED L1776 809 76 t a07 x71 809 76 t a09 x71 2430 32 1776
LINEA 40 LI LED L2376 809 78 t a07 x71 809 78 t a09 x71 3330 36 2376
LINEA 40 LI LED L2976 809 70 t a07 x71 809 70 t a09 x71 4400 49 2976

LINEA 40 HI LED single pendant and surface-mounted luminaires with high intensity LED light source, built-in non-dimmable (x=2) or DALI (x=8) LED 
driver behind central lid, 230V/50Hz, IP 20 with one five-pole terminal block, with micro prismatic cover or low opal cover.

type with cover 07       with cover 09       Ф (lm) P (W) L (mm)

LINEA 40 HI LED L1800 809 74t a07 x12 809 74t a09 x12 3230 39 1800
LINEA 40 HI LED L2300 809 76t a07 x12 809 76t a09 x12 4860 58 2300
LINEA 40 HI LED L2900 809 78t a07 x12 809 78t a09 x12 6480 79 2900

Luminous flux is stated for luminaires with light source 840 and smooth polycarbonate opal cover 09. Luminaire's outputs with cover 07 are higher.
 

Accessories

n	 Luminaires with external driver are supplied with 2 m long power supply cable between LED driver and luminaire.
n	 When specifying a pendant luminaire with external driver, it is necessary to order suspensions.
n	 When specifying a pendant luminaire with internal driver, it is necessary to order suspensions and power supply cable. 

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Description

Single, 80 mm wide, 80 mm high surface mounted, pendant or wall mounted luminaires with wide 
light characteristics suitable for direct illumination of areas such as corridors, stairs, receptions and 
shops. Luminaires are produced from an extruded aluminium profile. In silver anodised versions 
the end caps are screwed into the profile with two stainless steel screws (on request it is possible to 
supply version without screws), in painted version the end cap is smooth and without visible screws. 

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

39 	 high smooth opal polycarbonate cover

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

39

Order code:

809 74 t abc x70

Example:

809 744 839 871
LINEA 40 LI LED 840, L1191 mm, silver anodised,  

high smooth polycarbonate opal  
cover 39, DALI LED driver

809 743 939 271
LINEA 40 LI LED 830, L1191 mm,  

silver RAL 9006 MS, high smooth opal 
polycarbonate cover 39, non-dimmable LED 

driver

809 741 339 871
LINEA 40 LI LED 930, L1191 mm,  

white RAL 9003 matt, high smooth opal 
polycarbonate cover 39, DALI LED driver

LED with cover 39

LINEA 40
with high cover

LED electrical equipment
luminaire colour optical part

T5 with cover 39
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LINEA 40 HI LED single luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one 
five-pole terminal block,   with high smooth opal polycarbonate cover.

Order code Luminaire

type with cover 39       Ф (lm) P (W) L (mm)

LINEA 40 HI LED L591 809 72t a39 x70 2140 22 591
LINEA 40 HI LED L891 809 73t a39 x70 3230 34 891
LINEA 40 HI LED L1191 809 74t a39 x70 4300 39 1191
LINEA 40 HI LED L1491 809 75t a39 x70 5690 52 1491
LINEA 40 HI LED L1776 809 76t a39 x70 6460 58 1776
LINEA 40 HI LED L2376 809 78t a39 x70 8620 79 2376
LINEA 40 HI LED L2976 809 70t a39 x70 10770 100 2976

LINEA 40 HI LED single luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one 
five-pole terminal block, with high smooth opal polycarbonate cover.

type with cover 39       Ф (lm) P (W) L (mm)

LINEA 40 LI LED L591 809 72t a39 x71 1070 10 591
LINEA 40 LI LED L891 809 73t a39 x71 1570 18 891
LINEA 40 LI LED L1191 809 74t a39 x71 2140 21 1191
LINEA 40 LI LED L1491 809 75t a39 x71 2840 29 1491
LINEA 40 LI LED L1776 809 76t a39 x71 3230 32 1776
LINEA 40 LI LED L2376 809 78t a39 x71 4430 36 2376
LINEA 40 LI LED L2976 809 70t a39 x71 5850 49 2976

LINEA 40 single luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8) or non-dimmable 
universal multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole or five-pole terminal block, with high smooth opal polycarbonate cover.

type with cover 39       Ф (lm) P (W) L (mm)

LINEA 40 1x14/24W 809 124 a39 x10 630/920 16/26 591
LINEA 40 1x21/39W 809 139 a39 x10 1000/1640 24/41 891
LINEA 40 1x28/54W 809 154 a39 x10 1370/2350 32/58 1191
LINEA 40 1x35/49/80W 809 180 a39 x10 1740/2270/3260 38/53/85 1491
LINEA 40 2x1x21/39W 809 239 a39 x71 2010/3280 45/81 1776
LINEA 40 2x1x28/54W 809 254 a39 x71 2750/4710 61/115 2376
LINEA 40 2x1x35/49W 809 249 a39 x71 3490/4550 76/105 2976

Luminous flux is stated for luminaires with light source 840.
 

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

li
n

ea
 4

0

❷❶ ❸ ❹

LINEA 40.......................page 52
133



80

80
80

10
0

80

30° 30°

80

80

09

99

07

LINEA 80
LED with cover 07 and 09

LED with louver 99

LED with tiltable optics 57

Order code:

807 74 t abc x70

LED electrical equipment
luminaire colour optical part

Description

Single, 80 mm wide and 80 mm high surface mounted, pendant and wall mounted luminaires 
suitable for direct illumination of areas such as offices, representational areas, corridors, stairs, 
receptions and shops. Luminaires are produced from an extruded aluminum profile. In silver 
anodised version the end caps are screwed into the profile with four stainless steel screws (on 
request it is possible to supply version without screws). In painted version the end cap is smooth, 
without visible screws.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
50 	 asymmetric reflector for T5
57 	 tiltable optics ± 30˚ for LED
99 	 high efficiency double parabolic louver  

made of MIRO

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

Example:

807 744 857 870
LINEA 80 HI LED 840, L1191 mm, silver 
anodised, tiltable optics 57, DALI LED 

driver

807 743 909 270
LINEA 80 HI LED 830, L1191 mm, 
silver RAL 9006 MS, smooth opal 

polycarbonate cover 09, non-dimmable 
LED driver

807 741 307 870
LINEA 80 HI LED 930, L1191 mm,  

white RAL 9003 matt, micro prismatic 
cover 07, DALI LED driver
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LINEA 80 HI LED single luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-
-pole terminal block, with louver, tiltable optics or cover.

Order code Luminaire

type with louver 99 with tiltable optics 57 with MP cover 07 with OP cover 09 Ф (lm) P (W) L(mm)

LINEA 80 HI LED L591 807 72 t a99 x70 807 72 t a57 x70 807 72 t a07 x70 807 72 t a09 x70 1610 22 591
LINEA 80 HI LED L891 807 73 t a99 x70 807 73 t a57 x70 807 73 t a07 x70 807 73 t a09 x70 2420 34 891
LINEA 80 HI LED L1191 807 74 t a99 x70 807 74 t a57 x70 807 74 t a07 x70 807 74 t a09 x70 3220 39 1191
LINEA 80 HI LED L1491 807 75 t a99 x70 807 75 t a57 x70 807 75 t a07 x70 807 75 t a09 x70 4260 52 1491
LINEA 80 HI LED L1776 807 76 t a99 x70 807 76 t a57 x70 807 76 t a07 x70 807 76 t a09 x70 4840 58 1776
LINEA 80 HI LED L2376 807 78 t a99 x70 807 78 t a57 x70 807 78 t a07 x70 807 78 t a09 x70 6460 79 2376
LINEA 80 HI LED L2976 807 70 t a99 x70 807 70 t a57 x70 807 70 t a07 x70 807 70 t a09 x70 8070 100 2976

LINEA 80 LI LED single luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-
-pole terminal block, with louver, tiltable optics or cover.

type with louver 99 with tiltable optics 57 with MP cover 07 with OP cover 09 Ф (lm) P (W) L(mm)

LINEA 80 LI LED L591 807 72 t a99 x71 807 72 t a57 x71 807 72 t a07 x71 807 72 t a09 x71 800 10 591
LINEA 80 LI LED L891 807 73 t a99 x71 807 73 t a57 x71 807 73 t a07 x71 807 73 t a09 x71 1180 18 891
LINEA 80 LI LED L1191 807 74 t a99 x71 807 74 t a57 x71 807 74 t a07 x71 807 74 t a09 x71 1610 21 1191
LINEA 80 LI LED L1491 807 75 t a99 x71 807 75 t a57 x71 807 75 t a07 x71 807 75 t a09 x71 2130 29 1491
LINEA 80 LI LED L1776 807 76 t a99 x71 807 76 t a57 x71 807 76 t a07 x71 807 76 t a09 x71 2420 32 1776
LINEA 80 LI LED L2376 807 78 t a99 x71 807 78 t a57 x71 807 78 t a07 x71 807 78 t a09 x71 3320 36 2376
LINEA 80 LI LED L2976 807 70 t a99 x71 807 70 t a57 x71 807 70 t a07 x71 807 70 t a09 x71 4380 49 2976

LINEA 80 single luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8) or non-dimmable  
universal multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole terminal block, with louver asymetrics reflector or cover.

type with louver 99 with asym. refl. 50 with MP cover 07 with OP cover 09 Ф (lm) P (W) L(mm)

LINEA 80 1x14/24 W 807 124 a99 x10 807 124 a50 x10 807 124 a07 x10 807 124 a09 x10 630/930 16/26 591
LINEA 80 1x21/39 W 807 139 a99 x10 807 139 a50 x10 807 139 a07 x10 807 139 a09 x10 1010/1640 24/41 891
LINEA 80 1x28/54 W 807 154 a99 x10 807 154 a50 x10 807 154 a07 x10 807 154 a09 x10 1380/2360 32/58 1191
LINEA 80 1x35/49/80 W 807 180 a99 x10 807 180 a50 x10 807 180 a07 x10 807 180 a09 x10 1750/2280/3270 38/53/85 1491
LINEA 80 2x1x21/39 W 807 239 a99 x11 807 239 a50 x11 807 239 a07 x11 807 239 a09 x11 2020/3290 45/81 1776
LINEA 80 2x1x28/54 W 807 254 a99 x11 807 254 a50 x11 807 254 a07 x11 807 254 a09 x11 2760/4730 61/115 2376
LINEA 80 2x1x35/49 W 807 249 a99 x11 807 249 a50 x11 807 249 a07 x11 807 249 a09 x11 3510/4570 76/105 2976

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire´s outputs with cover 07 are higher. 

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 When specifying a wall mountig luminaire, it is necessary to order KVADRA 70 KN2 bracket.
n	 When specifying a trimless installation, it is necessary to order luminaires together with installation set.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
❺ Wall bracket KVADRA 70 KN2 silver anodised (1 pc) 805 900 800 062 --- ---

❻ Trimless installation set (please specify type of ceiling and order 
together with the luminaire)

--- --- ---

LINEA 80.......................page 54
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Description

Universal modular system of luminaires designed for creating lines or structures. The modular 
system LINEA 80 M is suitable for complex projects of conference and entrance halls, 
reconstructions of old industrial buildings, offices, representational areas, corridors and shops.
LINEA 80 M system offers maximal user freedom during the designing of a particular lighting 
solution. 
This modular system is made from 80 mm wide and 80 mm high aluminium profile. The profiles 
can be joined together with connectors. T5 or LED battens with opal or micro prismatic cover, 
louver, spotlights, SPOT luminaires, 3-phase tracks and other elements can be installed into 
these modular systems.

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – batten
8 	 silver anodised – standard - profile

Installation

Recessed with a rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO - for T5 MAX batten

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

LINEA 80 M
modular pendant and surface mounted luminaires 

09

99

07

LINEA 80

LED with cover 07 and 09

LED with louver 99

Example:

807 744 100 840
LINEA 80 M batten HI LED 840,  

L 1145 mm, DALI LED driver

807 743 100 840 
LINEA 80 M batten HI LED 830,  

L 1145 mm, DALI LED driver

Order code:

807 74 t 100 x40

LED Electrical equipment
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System options

It is possible to use a wide range of different accessories for LINEA 80 M modular luminaires:
n	 Reflectors SATURN 60 and SATURN MINI LP on LINEA lid
n	 3-phase non-dimmable and DALI dimmable track
n	 Reflectors SATURN LP and SATURN 104 with track adapter

fully illuminated 
L connector K5 LED

end cap K1 SL

SPOT

X connector K4

direct connector K2 atypical angle connector

L connector K5

T connector K3

SATURN 
MINI LP

SATURN 60

LED batten

micro prismatic cover 07

Al lid 01

opal cover 09

louver 99

batten 
T5 MAX

end cap K1
batten 
T5 MOL

580

SATURN LP

3-phase track SATURN 104

LINEA 80 profile

139



Basic LINEA 80 M profile is supplied without end caps

type Order code L(mm)

LINEA 80 M profile L 885 807 139 800 040 885
LINEA 80 M profile L 1185 807 154 800 040 1185
LINEA 80 M profile L 1495 807 705 800 040 1495
LINEA 80 M profile L 2990 807 710 800 040 2990
LINEA 80 M profile L 4485 807 715 800 040 4485

LINEA 80 M HI LED batten luminaires with high intensity LED light source, dimmable DALI LED driver, 
230V/50Hz, IP 20, two five-pole terminal blocks and through wiring 5x1,5 mm2  (same for LINEA-R 80 M) 

type Order code Ф (lm) P (W) L (mm)

LINEA 80 M HI LED L860 DALI 807 73 t 100 840 4030 31 860
LINEA 80 M HI LED L1145 DALI 807 74 t 100 840 5370 37 1145
LINEA 80 M HI LED L1490 DALI 807 75 t 100 840 7100 50 1490

LINEA 80 M LI LED batten luminaires with low intensity LED light source, dimmable DALI LED driver, 
230V/50Hz, IP 20, two five-pole terminal blocks and through wiring 5x1,5 mm2  (same for LINEA-R 80 M) 

LINEA 80 M LI LED L860 DALI 807 73t 100 842 1880 16 860
LINEA 80 M LI LED L1145 DALI 807 74t 100 842 2680 22 1145
LINEA 80 M LI LED L1490 DALI 807 75t 100 842 3490 28 1490

LINEA 80 MAX batten luminaires for linear fluorescent T5 lamps situated in axis of the luminaire, G5 lamp 
holders, non-dimmable universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP 20, with two 
five-pole terminal blocks and through wiring 5x1,5 mm2 (same for LINEA-R 80 M) 

LINEA 80 MAX 1x21/39W 807 139 100 x40 1900/3100 24/41 884
LINEA 80 MAX 1x28/54W 807 154 100 x40 2600/4450 32/58 1184
LINEA 80 MAX 1x35/49/80W 807 180 100 x40 3300/4300/6150 38/53/85 1484

LINEA 80 MOL batten luminaires for overlapping linear fluorescent T5 lamps, G5 lamp holders, non-dimma-
ble universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP 20, with two five-pole terminal 
blocks and through wiring 5x1,5 mm2 (same for LINEA-R 80 M) 

LINEA 80 MOL 1x21/39W 807 139 100 x42 1900/3100 24/41 884
LINEA 80 MOL 1x28/54W 807 154 100 x42 2600/4450 32/58 1184
LINEA 80 MOL 1x35/49/80W 807 180 100 x42 3300/4300/6150 38/53/85 1484

Luminous flux is stated for luminaires with light source 840 without covers and louvers. Luminous fluxes of luminaires with 
optical parts are lower.

Optical parts for luminaires LINEA 80 M (same for LINEA-R 80 M) 

type Order code L (mm)

LINEA 80 M silver anodised lid L 884 807 139 801 040 884
LINEA 80 M silver anodised lid L 1184 807 154 801 040 1184
LINEA 80 M silver anodised lid L 1494 807 705 801 040 1494
LINEA 80 M silver anodised lid L 2988 807 710 801 040 2988

LINEA 80 M micro prismatic cover L 884 807 139 007 040 884
LINEA 80 M micro prismatic cover L 1184 807 154 007 040 1184
LINEA 80 M micro prismatic cover L 1494 807 705 007 040 1494
LINEA 80 M micro prismatic cover L 2988 807 710 007 040 2988

LINEA 80 M opal cover L 884 807 139 009 040 884
LINEA 80 M opal cover L 1184 807 154 009 040 1184
LINEA 80 M opal cover L 1494 807 705 009 040 1494
LINEA 80 M opal cover L 2988 807 710 009 040 2988

LINEA 80 M louver 99 L 884 807 139 099 040 884
LINEA 80 M louver 99 L 1184 807 154 099 040 1184
LINEA 80 M louver 99 L 1494 807 705 099 040 1494
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Accessories for LINEA 80 M luminaires

pic. type Order code

a LINEA 80 K1 silver anodised end cap with screws 807 901 800 000
b LINEA 80 M K2 direct connector 807 902 800 040 (same for LINEA-R 80 M)
c LINEA 80 K1 SL silver anodised  end cap without screws 807 911 800 000

with AI lid 01 with MP cover 07 with OP cover 09

d LINEA 80 M K3 T connector 807 903 801 040 807 903 808 040 807 903 809 040
e LINEA 80 M K4 X connector 807 904 801 040 807 904 808 040 807 904 809 040
f LINEA 80 M K5 L connector 807 905 801 040 807 905 808 040 807 905 809 040
g LINEA 80 M K6 atypical angle connector 807 906 801 040 807 906 808 040 807 906 809 040

h LINEA 80 M K5 HI LED fully illuminated L connector 580x580 mm --- 807 72t 808 x45 807 72t 809 x45
i LINEA 80 M K5 LI LED fully illuminated L connector 580x580 mm --- 807 72t 808 x46 807 72t 809 x46

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 When specifying a wall mounted luminaire, it is necessary to order KVADRA 70 KN2 bracket.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
❺ Wall bracket KVADRA 70 KN2 silver anodised (1 pc) 805 900 800 062 --- ---
❻ Connecting wires 5x1,5 mm2, length 400 mm 805 900 800 062 --- ---

❶a b c d e

f g h i

❷❶ ❸ ❹ ❺

❻
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Description

Single square or rectangular pendant, surface and wall mounted luminaires suitable for 
direct illumination of areas such as offices, representational areas, corridors, stairs, receptions 
and shops. The frames of the luminaires are produced from an extruded aluminum profile. 
Luminaires can be manufactured in other sizes than listed below.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

linea 80 WIN

Example:

807 733 909 881
LINEA 80 WIN LI LED 830, 577x577, 
silver RAL 9006 MS, smooth opal 

polycarbonate cover 09, DALI LED driver

807 731 807 881
LINEA 80 WIN LI LED 930, 577x577, silver 
anodised, micro prismatic cover 07, DALI 

LED driver

LED with cover 07 and 09

09

07

Order code:

805 74 t abc x81

LED electrical equipment
luminaire colour optical part
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LINEA 80 WIN HI LED single luminaires with high intensity LED light source, dimmable DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal 
block, with micro prismatic cover or opal cover.

Order code Luminaire

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm)

LINEA 80 WIN HI LED 277x577 807 71t a07 880 807 71t a09 880 3870 44 277 x 577
LINEA 80 WIN HI LED 277x1177 807 72t a07 880 807 72t a09 880 7430 85 277 x 1177
LINEA 80 WIN HI LED 577x577 807 73t a07 880 807 73t a09 880 5490 64 577 x 577
LINEA 80 WIN HI LED 577x877 807 74t a07 880 807 74t a09 880 7100 80 577 x 877
LINEA 80 WIN HI LED 577x1177 807 75t a07 880 807 75t a09 880 8720 101 577 x 1177
LINEA 80 WIN HI LED 877x877 807 76t a07 880 807 76t a09 880 9360 108 877 x 877

LINEA 80 WIN LI LED single luminaires with low intensity LED light source, dimmable DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal 
block, with micro prismatic cover or opal cover.

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm)

LINEA 80 WIN LI LED 277x577 807 71t a07 881 807 71t a09 881 1990 23 277 x 577
LINEA 80 WIN LI LED 277x1177 807 72t a07 881 807 72t a09 881 3820 42 277 x 1177
LINEA 80 WIN LI LED 577x577 807 73t a07 881 807 73t a09 881 2820 31 577 x 577
LINEA 80 WIN LI LED 577x877 807 74t a07 881 807 74t a09 881 3660 40 577 x 877
LINEA 80 WIN LI LED 577x1177 807 75t a07 881 807 75t a09 881 4490 48 577 x 1177
LINEA 80 WIN LI LED 877x877 807 76t a07 881 807 76t a09 881 4820 51 877 x 877

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire´s outputs with cover 07 are higher. 

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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LINEA-R 80
LED with cover 07 and 09

LED with louver 99

Description

Single, 100 mm wide recessed luminaires suitable for direct illumination of areas such as offices, 
representational areas, corridors, stairs, receptions and shops. Luminaires are produced from 
100 mm wide extruded aluminum profile with 12 mm wide rims for covering the mounting 
holes. Luminaires are supplied with installation brackets for plasterboard or other 1-25 mm thick 
ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with rim for covering mounting hole.

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
50 	 asymmetric reflector for T5
57 	 tiltable optics ± 30˚ for LED
99 	 high efficiency double parabolic louver  

made of MIRO

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual settings option

9 	 non-dimmable universal multiwatt  
ECG for T5

LED with tiltable adjustable optics  57

Order code:

808 74 t abc x70

LED electrical equipment
luminaire colour optical part

Examples:

808 744 857 870
LINEA‑R 80 HI LED 840, L1209 mm, silver 

anodised, tiltable optics 57, DALI LED 
driver

808 743 909 270
LINEA‑R 80 HI LED 830, L1209 mm, 
silver RAL 9006 MS, smooth opal 

polycarbonate cover 09, non-dimmable 
LED driver

808 741 307 270
LINEA‑R 80 HI LED 930, L1209 mm, white 
RAL 9003 matt, micro prismatic cover 07, 

DALI LED driver
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LINEA-R 80 HI LED single recessed luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with 
one five-pole terminal block, with louver, tiltable optics or cover.

Order code Luminaire

type with louver 99 with tiltable optics 57 with MP cover 07 with OP cover 09 Ф (lm) P (W)
mounting hole 

(mm)

LINEA‑R 80 HI LED L609 808 72 t a99 x70 808 72 t a57 x70 808 72 t a07 x70 808 72 t a09 x70 1610 22 88x595
LINEA‑R 80 HI LED L909 808 73 t a99 x70 808 73 t a57 x70 808 73 t a07 x70 808 73 t a09 x70 2420 34 88x895
LINEA‑R 80 HI LED L1209 808 74 t a99 x70 808 74 t a57 x70 808 74 t a07 x70 808 74 t a09 x70 3220 39 88x1195
LINEA‑R 80 HI LED L1509 808 75 t a99 x70 808 75 t a57 x70 808 75 t a07 x70 808 75 t a09 x70 4260 52 88x1495
LINEA‑R 80 HI LED L1794 808 76 t a99 x70 808 76 t a57 x70 808 76 t a07 x70 808 76 t a09 x70 4840 58 88x1780
LINEA‑R 80 HI LED L2394 808 78 t a99 x70 808 78 t a57 x70 808 78 t a07 x70 808 78 t a09 x70 6460 79 88x2380
LINEA‑R 80 HI LED L2994 808 70 t a99 x70 808 70 t a57 x70 808 70 t a07 x70 808 70 t a09 x70 8070 100 88x2980

LINEA-R 80 LI LED single recessed luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with 
one five-pole terminal block, with louver, tiltable optics or cover.

type with louver 99 with tiltable optics 57 with MP cover 07 with OP cover 09 Ф (lm) P (W)
mounting hole 

(mm)

LINEA‑R 80 LI LED L609 808 72 t a99 x71 808 72 t a57 x71 808 72 t a07 x71 808 72 t a09 x71 800 10 88x595
LINEA‑R 80 LI LED L909 808 73 t a99 x71 808 73 t a57 x71 808 73 t a07 x71 808 73 t a09 x71 1180 18 88x895
LINEA‑R 80 LI LED L1209 808 74 t a99 x71 808 74 t a57 x71 808 74 t a07 x71 808 74 t a09 x71 1610 21 88x1195
LINEA‑R 80 LI LED L1509 808 75 t a99 x71 808 75 t a57 x71 808 75 t a07 x71 808 75 t a09 x71 2130 29 88x1495
LINEA‑R 80 LI LED L1794 808 76 t a99 x71 808 76 t a57 x71 808 76 t a07 x71 808 76 t a09 x71 2420 32 88x1780
LINEA‑R 80 LI LED L2394 808 78 t a99 x71 808 78 t a57 x71 808 78 t a07 x71 808 78 t a09 x71 3320 36 88x2380
LINEA‑R 80 LI LED L2994 808 70 t a99 x71 808 70 t a57 x71 808 70 t a07 x71 808 70 t a09 x71 4380 49 88x2980

LINEA-R 80 single recessed luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8) or non-
-dimmable universal multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole or five-pole terminal block, with louver, asymetric reflector or cover.

type with louver 99 with as. refl. 50 with MP cover 07 with OP cover 09 Ф (lm) P (W)
mounting hole 

(mm)

LINEA‑R 80 1x14/24 W 808 124 a99 x10 808 124 a50 x10 808 124 a07 x10 808 124 a09 x10 630/930 16/26 88x595
LINEA‑R 80 1x21/39 W 808 139 a99 x10 808 139 a50 x10 808 139 a07 x10 808 139 a09 x10 1010/1640 24/41 88x895
LINEA‑R 80 1x28/54 W 808 154 a99 x10 808 154 a50 x10 808 154 a07 x10 808 154 a09 x10 1380/2360 32/58 88x1195
LINEA‑R 80 1x35/49/80 W 808 180 a99 x10 808 180 a50 x10 808 180 a07 x10 808 180 a09 x10 1750/2280/3270 38/53/85 88x1495
LINEA‑R 80 2x1x21/39 W 808 239 a99 x11 808 239 a50 x11 808 239 a07 x11 808 239 a09 x11 2020/3290 45/81 88x1780
LINEA‑R 80 2x1x28/54 W 808 254 a99 x11 808 254 a50 x11 808 254 a07 x11 808 254 a09 x11 2760/4730 61/115 88x2380
LINEA‑R 80 2x1x35/49 W 808 249 a99 x11 808 249 a50 x11 808 249 a07 x11 808 249 a09 x11 3510/4570 76/105 88x2980

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire´s outputs with louver, asymmetric 
reflector or cover 07 and 57 are higher. 

Accessories

n	 Luminaire is supplied with swivel installation brackets for 1-25 mm thick ceilings.

LINEA-R 80...............page 102
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LINEA-R 80 SPOT

LED with circular dark-light baffle reflector 

Order code:

808 74 t abc x70

LED electrical equipment
luminaire colour optical part

Description

Single recessed luminaires for direct illumination of areas such as meeting rooms, 
representational areas, corridors, stairs, receptions and shops. Luminaires are produced from 100 
mm wide silver anodised extruded aluminium profile with 12 mm wide rims for covering the 
mounting holes. Luminaires are supplied with installation brackets for  plasterboard or other 
1-25 mm thick ceilings.

Luminaire colour (¨a¨ in order code)

8 	 silver anodised – standard

Installation

Recessed with rim for covering mounting hole.

Lower optical part (¨bc¨ in order code)

00 	 reflector with black circular dark-light baffle 
04 	 optics 36° with black circular dark-light baffle 
05 	 optics 16° with black circular dark-light baffle 

Light sources

- LED ("t" in order code)
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

Example:

808 744 800 870
LINEA-R 80 SPOT LED 840, L1209 mm,  

silver anodised, reflector with black circular 
dark-light baffle 00, DALI LED driver

808 743 805 870
LINEA-R 80 SPOT LED 830, L1209 mm,  

silver anodised, optics 16° with black circular  
dark-light baffle 05,  DALI LED driver

808 743 804 870
LINEA-R 80 SPOT LED 830, L1209 mm,  

silver anodised, optics 36° with black circular 
dark-light baffle 04, DALI LED driver
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LINEA-R 80 SPOT LED single recessed luminaires, dimmable DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block.

Order code Luminaire

type with reflector 00 with optics 04 with optics 05 Ф (lm) P (W)
mounting 
hole (mm)

LINEA-R 80 SPOT LED L1209 808 74t 800 870 808 74t 804 870 808 74t 805 870 2750 36 1209
LINEA-R 80 SPOT LED L1509 808 75t 800 870 808 75t 804 870 808 75t 805 870 3670 46 1509

Luminous flux is stated for luminaires with light source 840 and optics 04 and 05. Parameters of luminaries with reflectors are higher.

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.

LINEA-R 80 SPOT......page 56
Realizations..................... page 8 147
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Description

Universal modular system of recessed luminaires designed for creating lines or structures. The 
LINEA-R 80 M modular system is suitable for complex projects of conference and entrance halls, 
reconstructions of old industrial buildings, offices, representational areas, corridors and shops. 
LINEA-R 80 M system offers maximal user freedom during the designing of a particular lighting 
solution. This modular system is made from 100 mm wide and 80 mm high aluminium profile 
with 12 mm wide rims for covering the mounting holes.  The profiles can be joined together 
with connectors. T5 or LED battens with opal or micro prismatic cover, louver, spotlights, SPOT 
luminaires, 3-phase circuit tracks and other elements can be installed into these modular 
systems.

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – batten
8 	 silver anodised – standard - profile

Installation

Recessed with a rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover
99 	 high efficiency double parabolic louver  

made of MIRO - for T5 MAX batten

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

LINEA-R 80 M
modular recesed luminaires 

09

99

07

LED with cover 07 and 09

T5 with louver 99

Example:

807 744 100 840
LINEA 80 M batten HI LED 840,  

L 1145 mm, DALI LED driver

807 743 100 840 
LINEA 80 M batten HI LED 830,  

L 1145 mm, DALI LED driver

Order code:

807 74 t 100 x40

LED Electrical equipment
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System options

It is possible to use a wide range of different accessories for LINEA-R 80 M modular luminaires:
n	 Reflectors SATURN 60 and SATURN MINI LP on LINEA lid
n	 3-phase non-dimmable and DALI dimmable track
n	 Reflectors SATURN LP and SATURN 104 with track adapter

fully illuminated 
L connector K5 LED

end cap K1

SPOT

X connector K4

direct connector K2 atypical angle connector

L connector K5

T connector K3

SATURN 
MINI LP

SATURN 60

LED batten

micro prismatic cover 07

Al lid 01

opal cover 09

louver 99

batten 
T5 MAX

end cap K1
batten 
T5 MOL

590

SATURN LP

3-phase track SATURN 104

LINEA-R 80 profile
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Basic LINEA 80 M profile is supplied without end caps

type Order code L (mm)

LINEA-R 80 M profile L 885 808 139 800 040 885
LINEA-R 80 M profile L 1185 808 154 800 040 1185
LINEA-R 80 M profile L 1495 808 705 800 040 1495
LINEA-R 80 M profile L 2990 808 710 800 040 2990
LINEA-R 80 M profile L 4485 808 715 800 040 4485

LINEA 80 M HI LED batten luminaires with high intensity LED light source, dimmable DALI LED driver, 
230V/50Hz, IP20, two five-pole terminal blocks and through wiring 5x1,5 mm2  (same for LINEA 80 M)

type Order code Ф (lm) P (W) L (mm)

LINEA 80 M HI LED L860 DALI 807 73 t 100 840 2370 31 860
LINEA 80 M HI LED L1145 DALI 807 74 t 100 840 3160 37 1145
LINEA 80 M HI LED L1490 DALI 807 75 t 100 840 4180 50 1490

LINEA 80 M LI LED batten luminaires with low intensity LED light source, dimmable DALI LED driver, 
230V/50Hz, IP20, two five-pole terminal blocks and through wiring 5x1,5 mm2  (same for LINEA 80 M)

LINEA 80 M LI LED L860 DALI 807 73t 100 842 1100 16 860
LINEA 80 M LI LED L1145 DALI 807 74t 100 842 1580 22 1145
LINEA 80 M LI LED L1490 DALI 807 75t 100 842 2050 28 1490

LINEA 80 MAX batten luminaires for linear fluorescent T5 lamps situated in axis of the luminaire, G5 lamp 
holders, non-dimmable universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP20, with two 
five-pole terminal blocks and through wiring 5x1,5 mm2 (same for LINEA 80 M)

LINEA 80 MAX 1x21/39W 807 139 100 x40 1900/3100 24/41 884
LINEA 80 MAX 1x28/54W 807 154 100 x40 2600/4450 32/58 1184
LINEA 80 MAX 1x35/49/80W 807 180 100 x40 3300/4300/6150 38/53/85 1484

LINEA 80 MOL batten luminaires for overlapping linear fluorescent T5 lamps, G5 lamp holders, non-dimma-
ble universal multiwatt (x=9) or dimmable (x=8) DALI ECG, 230V/50Hz, IP 20, with two five-pole terminal 
blocks and through wiring 5x1,5 mm2 (same for LINEA 80 M) 

LINEA 80 MOL 1x21/39W 807 139 100 x42 1900/3100 24/41 884
LINEA 80 MOL 1x28/54W 807 154 100 x42 2600/4450 32/58 1184
LINEA 80 MOL 1x35/49/80W 807 180 100 x42 3300/4300/6150 38/53/85 1484

Luminous flux is stated for luminaires with light source 840 without covers and louvers. Luminous fluxes of luminaires with 
optical parts are lower.

Optical parts for LINEA-R 80 M luminaires (same for LINEA 80 M) 

type Order code L (mm)

LINEA 80 M silver anodised lid L 884 807 139 801 040 884
LINEA 80 M silver anodised lid L 1184 807 154 801 040 1184
LINEA 80 M silver anodised lid L 1494 807 705 801 040 1494
LINEA 80 M silver anodised lid L 2988 807 710 801 040 2988

LINEA 80 M micro prismatic cover L 884 807 139 007 040 884
LINEA 80 M micro prismatic cover L 1184 807 154 007 040 1184
LINEA 80 M micro prismatic cover L 1494 807 705 007 040 1494
LINEA 80 M micro prismatic cover L 2988 807 710 007 040 2988

LINEA 80 M opal cover L 884 807 139 009 040 884
LINEA 80 M opal cover L 1184 807 154 009 040 1184
LINEA 80 M opal cover L 1494 807 705 009 040 1494
LINEA 80 M opal cover L 2988 807 710 009 040 2988

LINEA 80 M louver 99 L 884 807 139 099 040 884
LINEA 80 M louver 99 L 1184 807 154 099 040 1184
LINEA 80 M louver 99 L 1494 807 705 099 040 1494
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Accessories for LINEA-R 80 M luminaires

pic. type Order code

a LINEA-R 80 K1 silver anodised end cap with screws 808 901 800 000
b LINEA 80 M K2 direct connector 807 902 800 040 (same for LINEA 80 M)
c LINEA-R 80 KS1 brackets with screw 808 900 800 040

with AI lid 01 with MP cover 07 with OP cover 09

d LINEA-R 80 M K3 T connector 808 903 801 040 808 903 808 040 808 903 809 040
e LINEA-R 80 M K4 X connector 808 904 801 040 808 904 808 040 808 904 809 040
f LINEA-R 80 M K5 L connector 808 905 801 040 808 905 808 040 808 905 809 040
g LINEA-R 80 M K6 atypical angle connector 808 906 801 040 808 906 808 040 808 906 809 040

h LINEA-R 80 M K5 HI LED fully illuminated L connector 590x590 mm --- 808 72t 809 x45 806 72t 809 x45
i LINEA-R 80 M K5 LI LED fully illuminated L connector 590x590 mm --- 808 72t 809 x46 806 72t 809 x46

Accessories

n	 When specifying a recessed luminaire, it is necessary to order brackets with screws.

pic. type
❶ Connecting wires 5x1,5 mm2, length 400 mm 805 900 800 062 --- ---

❶a

❶

b c d e

f g

h i
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Description

Single square or rectangular recessed luminaires suitable for direct illumination of areas such 
as offices, representational areas, corridors, stairs, receptions and shops. The frames of the 
luminaires are produced from an extruded aluminium profile. Luminaires are designed for 
installation into plasterboard ceilings or false ceilings in 600 mm module. Luminaires can be 
manufactured in other sizes than listed below.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with rim for covering mounting hole.

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
09 	 smooth opal polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

linea-R 80 WIN

Example:

808 743 909 881
LINEA‑R 80 WIN LI LED 830, 597x597 

mm, silver RAL 9006 MS, smooth opal 
polycarbonate cover 09, DALI LED driver

808 741 807 881
LINEA‑R 80 WIN LI LED 930, 597x597 mm, 
silver anodised, micro prismatic cover 07, 

DALI LED driver

LED with cover 07 and 09

09

07
Order code:

805 74 t abc x81

LED electrical equipment
luminaire colour optical part
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LINEA-R 80 WIN HI LED single recessed luminaires with high intensity LED light source, dimmable DALI LED driver, 230V/50HZ, IP 20, with one five-pole 
terminal block, with micro prismatic cover or opal cover.

Order code Luminaire Mounting hole

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm) L3 x L4 (mm)

LINEA‑R 80 WIN HI LED 297x597 808 71 t a07 880 808 71 t a09 880 3870 44 297 x 597 285 x 585
LINEA‑R 80 WIN HI LED 297x1197 808 72 t a07 880 808 72 t a09 880 7430 85 297 x 1197 285 x 1185
LINEA‑R 80 WIN HI LED 597x597 808 73 t a07 880 808 73 t a09 880 5490 64 597 x 597 585 x 585
LINEA‑R 80 WIN HI LED 597x897 808 74 t a07 880 808 74 t a09 880 7100 80 597 x 897 585 x 885
LINEA‑R 80 WIN HI LED 597x1197 808 75 t a07 880 808 75 t a09 880 8720 101 597 x 1197 585 x 1185
LINEA‑R 80 WIN HI LED 897x897 808 76 t a07 880 808 76 t a09 880 9360 108 897 x 897 885 x 885

LINEA-R 80 WIN LI LED single recessed luminaires with low intensity LED light source, dimmable DALI LED driver, 230V/50HZ, IP 20, with one five-pole 
terminal block, with micro prismatic cover or opal cover.

type with MP cover 07 with OP cover 09 Ф (lm) P (W) L1 x L2 (mm) L3 x L4 (mm)

LINEA‑R 80 WIN LI LED 297x597 808 71 t a07 881 808 71 t a09 881 1990 23 297 x 597 285 x 585
LINEA‑R 80 WIN LI LED 297x1197 808 72 t a07 881 808 72 t a09 881 3820 42 297 x 1197 285 x 1185
LINEA‑R 80 WIN LI LED 597x597 808 73 t a07 881 808 73 t a09 881 2820 31 597 x 597 585 x 585
LINEA‑R 80 WIN LI LED 597x897 808 74 t a07 881 808 74 t a09 881 3660 40 597 x 897 585 x 885
LINEA‑R 80 WIN LI LED 597x1197 808 75 t a07 881 808 75 t a09 881 4490 48 597 x 1197 585 x 1185
LINEA‑R 80 WIN LI LED 897x897 808 76 t a07 881 808 76 t a09 881 4820 51 897 x 897 885 x 885

Luminous flux stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaire´s outputs with cover 07 are higher. 

Accessories

n	 Luminaires are supplied with brackets for installation into 1-25 mm thick ceilings.
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06

TLS

LED with cover 06

T5 with cover 06

Description

Single, 136 mm wide and 48 mm high surface mounted, pendant and wall mounted luminaires 
with wide light characteristics suitable for direct illumination of areas such as representational areas, 
corridors, stairs, receptions and shops. Luminaires are produced from an extruded aluminium profile.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
9	 silver RAL 9006 MS (microstructure) – standard

Installation

Lower optical part (¨bc¨ in order code)

06 	 polycarbonate prismatic satin cover

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting options

9 	 non-dimmable universal multiwatt  
ECG for T5

Example:

813 744 406 870
TLS HI LED 840, L1191 mm, another RAL, 
polycarbonate prismatic satin cover 06, 

DALI LED driver

813 743 906 270
TLS HI LED 830, L1191 mm, silver RAL 

9006 MS, polycarbonate prismatic satin 
cover 06, non-dimmable LED driver

813 741 306 870
TLS HI LED 930, L1191 mm, white RAL 

9003 matt, polycarbonate prismatic satin 
cover 06, DALI LED driver

Order code:

805 74 t abc x70

LED electrical equipment
luminaire colour optical part
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TLS HI LED single luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block, with polycarbonate prismatic satin cover.

Order code Luminaire

type with cover 06 Ф (lm) P (W) L (mm)

TLS HI LED L591 813 72 t a06 x70 2010 22 591
TLS HI LED L891 813 73 t a06 x70 3020 34 891
TLS HI LED L1191 813 74 t a06 x70 4020 39 1191
TLS HI LED L1491 813 75 t a06 x70 5320 52 1491
TLS HI LED L1776 813 76 t a06 x70 6040 58 1776
TLS HI LED L2376 813 78 t a06 x70 8060 79 2376
TLS HI LED L2976 813 70 t a06 x70 10080 100 2976

TLS LI LED single luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block, with polycarbonate prismatic satin cover.

type with cover 06 Ф (lm) P (W) L (mm)

TLS LI LED L591 813 72 t a06 x71 1000 10 591
TLS LI LED L891 813 73 t a06 x71 1470 18 891
TLS LI LED L1191 813 74 t a06 x71 2010 21 1191
TLS LI LED L1491 813 75 t a06 x71 2660 29 1491
TLS LI LED L1776 813 76 t a06 x71 3020 32 1776
TLS LI LED L2376 813 78 t a06 x71 4140 36 2376
TLS LI LED L2976 813 70 t a06 x71 5470 49 2976

TLS single pendant luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8) or non-dimmable 
universal multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole or five-pole terminal block, with polycarbonate prismatic satin cover.

type with cover 06 Ф (lm) P (W) L (mm)

TLS 1x14/24 W 813 124 a06 x10 620/900 16/26 591
TLS 1x21/39 W 813 139 a06 x10 980/1600 24/41 891
TLS 1x28/54 W 813 154 a06 x10 1340/2300 32/58 1191
TLS 1x35/49/80 W 813 180 a06 x10 1710/2230/3190 38/53/85 1491
TLS 2x1x21/39 W 813 239 a06 x11 1970/3210 45/81 1776
TLS 2x1x28/54 W 813 254 a06 x11 2690/4610 61/115 2376
TLS 2x1x35/49 W 813 248 a06 x11 3420/4460 76/105 2976

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 317 with nickel ceiling rose 940 317 500 150 940 317 520 150 940 317 530 150
❷ Wire suspension for supply 517 silver RAL 9006 MS 940 517 901 150 940 517 921 150 940 517 931 150
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

❷❶ ❸ ❹

TLS...................................page 58
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Description

Single, 136 mm wide and 56 mm high asymmetric wall mounted luminaires with wide light 
characteristics suitable for direct illumination of areas such as representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced from an extruded aluminium profile. 

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
9	 silver RAL 9006 MS (microstructure) – standard

Installation

Lower optical part (¨bc¨ in order code)

06 	 polycarbonate prismatic satin cover

Light sources

- linear fluorescent T5 lamps
- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver  
or ECG for T5

8 	 dimmable DALI LED driver  
or ECG for T5 with individual setting option

9 	 non-dimmable universal multiwatt  
ECG for T5

Example:

811 744 106 870
TLC HI LED 840, L1191 mm, white RAL 9003 

gloss, polycarbonate prismatic satin cover 06, 
DALI LED driver

811 743 906 270
TLC HI LED 830, L1191 mm, silver RAL 9006 
MS, polycarbonate prismatic satin cover 06, 

non-dimmable LED driver

811 741 306 870
TLC HI LED 930, L1191 mm, white RAL 9003 

matt, polycarbonate prismatic satin cover 06,  
DALI LED driver

06

Order code:

805 74 t abc x70

LED electrical equipment
luminaire colour optical part

LED with cover 06

T5 with cover 06
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TLC HI LED single luminaires with high intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block, with polycarbonate prismatic satin cover.

Order code Luminaire

type with cover 06 Ф (lm) P (W) L (mm)

TLC HI LED L591 811 72 t a06 x70 1720 22 591
TLC HI LED L891 811 73 t a06 x70 2580 34 891
TLC HI LED L1191 811 74 t a06 x70 3440 39 1191
TLC HI LED L1491 811 75 t a06 x70 4550 52 1491
TLC HI LED L1776 811 76 t a06 x70 5170 58 1776
TLC HI LED L2376 811 78 t a06 x70 6890 79 2376
TLC HI LED L2976 811 70 t a06 x70 8620 100 2976

TLC LI LED single luminaires with low intensity LED light source, non-dimmable (x=2) or DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block, with polycarbonate prismatic satin cover.

type with cover 06 Ф (lm) P (W) L (mm)

TLC LI LED L591 811 72 t a06 x71 860 10 591
TLC LI LED L891 811 73 t a06 x71 1260 18 891
TLC LI LED L1191 811 74 t a06 x71 1720 21 1191
TLC LI LED L1491 811 75 t a06 x71 2270 29 1491
TLC LI LED L1776 811 76 t a06 x71 2580 32 1776
TLC LI LED L2376 811 78 t a06 x71 3540 36 2376
TLC LI LED L2976 811 70 t a06 x71 4680 49 2976

TLC single pendant luminaires for direct illumination, for linear fluorescent T5 lamps, G5 lamp holders, non-dimmable (x=2), DALI (x=8) or non-dimmable 
universal multiwatt (x=9) ECG, 230V/50Hz, IP 20, with one three-pole or five-pole terminal block, with polycarbonate prismatic satin cover.

type with cover 06 Ф (lm) P (W) L (mm)

TLC 1x14/24 W 811 124 a06 x10 470/680 16/26 591
TLC 1x21/39 W 811 139 a06 x10 740/1210 24/41 891
TLC 1x28/54 W 811 154 a06 x10 1020/1740 32/58 1191
TLC 1x35/49/80 W 811 180 a06 x10 1290/1680/2410 38/53/85 1491
TLC 2x1x21/39 W 811 239 a06 x11 1490/2430 45/81 1776
TLC 2x1x28/54 W 811 254 a06 x11 2040/3490 61/115 2376
TLC 2x1x35/49W 811 249 a06 x11 2590/3370 76/105 2976

TLC...................................page 58
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Description

Single, 52 mm high, surface mounted and pendant luminaires for direct and direct-indirect 
illumination of areas such as representational areas, corridors, stairs, receptions and shops. 
Luminaire’s frame made of aluminium profile with lower narrow rim is silver anodised  
or powder coated.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – on request
9 	 silver RAL 9006 MS (microstructure) – standard

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
08 	 prismatic satine cover
09 	 smooth opal cover 

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

SIGMA 150 

Example:

919 744 807 813
SIGMA 150 HI LED 840 D/I, L 1200 mm, 

silver anodised, micro prismatic cover 07, 
DALI LED driver

919 743 907 213
SIGMA 150 HI LED 830 D/I, L 1200 mm, 

silver RAL 9006 MS, micro prismatic 
 cover 07, non-dimmable LED driver

Order code:

919 74 t abc x13

LED
electrical equipmentluminaire colour

optical part

LED with cover 07, 08 and 09

LED with cover 07, 08 and 09

SIGMA 600 

09

08

07
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SIGMA HI LED D/I single pendant luminaires with high intensity LED light source, for direct-indirect illumination, non-dimmable (x=2) or dimmable 
(x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with lower  micro prismatic or opal cover and upper clear polycarbonate 
cover

Order code Luminaire

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) Ф D/I (lm) P (W) L1xL2 (mm)

SIGMA 150 HI LED D/I L900 919 73t a07 x13 919 73t a08 x13 919 73t a09 x13 7080 3180/3890 58 150x900
SIGMA 150 HI LED D/I L1200 919 74t a07 x13 919 74t a08 x13 919 74t a09 x13 9440 4240/5190 79 150x1200
SIGMA 150 HI LED D/I L1500 919 75t a07 x13 919 75t a08 x13 919 75t a09 x13 12480 5520/6750 104 150x1300
SIGMA 150 HI LED D/I L2400 919 78t a07 x13 919 78t a08 x13 919 78t a09 x13 18890 8500/10380 157 150x2400
SIGMA 150 HI LED D/I L3000 919 70t a07 x13 919 70t a08 x13 919 70t a09 x13 24900 10690/13060 208 150x3000
SIGMA 600 HI LED D/I L600 919 74t a07 x43 919 74t a08 x43 919 74t a09 x43 6760 6080/670 58 600x600

SIGMA LI LED D/I single pendant luminaires with low intensity LED light source, for direct-indirect illumination, non-dimmable (x=2) or dimmable 
(x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with lower micro prismatic or opal cover and upper clear polycarbonate 
cover 

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) Ф D/I (lm) P (W) L1xL2 (mm)

SIGMA 150 LI LED D/I L900 919 73t a07 x14 919 73t a08 x14 919 73t a09 x14 3470 1560/1900 28 150x900
SIGMA 150 LI LED D/I L1200 919 74t a07 x14 919 74t a08 x14 919 74t a09 x14 4860 2180/2670 36 150x1200
SIGMA 150 LI LED D/I L1500 919 75t a07 x14 919 75t a08 x14 919 75t a09 x14 6420 2880/3530 49 150x1300
SIGMA 150 LI LED D/I L2400 919 78t a07 x14 919 78t a08 x14 919 78t a09 x14 9730 4370/5350 74 150x2400
SIGMA 150 LI LED D/I L3000 919 70t a07 x14 919 70t a08 x14 919 70t a09 x14 12850 5690/6950 98 150x3000
SIGMA 600 LI LED D/I L600 919 74t a07 x44 919 74t a08 x44 919 74t a09 x44 2970 2970/330 28 600x600

SIGMA HI LED D single pendant or surface mounted luminaires with high intensity LED light source, for direct illumination, non-dimmable (x=2)  
or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm)

SIGMA 150 HI LED D L900 919 73t a07 x11 919 73t a08 x11 919 73t a09 x11 3140 34 150x900
SIGMA 150 HI LED D L1200 919 74t a07 x11 919 74t a08 x11 919 74t a09 x11 4180 39 150x1200
SIGMA 150 HI LED D L1500 919 75t a07 x11 919 75t a08 x11 919 75t a09 x11 5530 52 150x1300
SIGMA 150 HI LED D L2400 919 78t a07 x11 919 78t a08 x11 919 78t a09 x11 8370 79 150x2400
SIGMA 150 HI LED D L3000 919 70t a07 x11 919 70t a08 x11 919 70t a09 x11 11060 104 150x3000
SIGMA 600 HI LED D L600 919 74t a07 x41 919 74t a08 x41 919 74t a09 x41 6770 58 600x600

SIGMA LI LED D single pendant or surface mounted luminaires with low intensity LED light source, for direct illumination, non-dimmable (x=2)  
or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm)

SIGMA 150 LI LED D L900 919 73t a07 x12 919 73t a08 x12 919 73t a09 x12 1540 17 150x900
SIGMA 150 LI LED D L1200 919 74t a07 x12 919 74t a08 x12 919 74t a09 x12 2150 21 150x1200
SIGMA 150 LI LED D L1500 919 75t a07 x12 919 75t a08 x12 919 75t a09 x12 2840 29 150x1300
SIGMA 150 LI LED D L2400 919 78t a07 x12 919 78t a08 x12 919 78t a09 x12 4300 36 150x2400
SIGMA 150 LI LED D L3000 919 70t a07 x12 919 70t a08 x12 919 70t a09 x12 5690 49 150x3000
SIGMA 600 LI LED D L600 919 74t a07 x42 919 74t a08 x42 919 74t a09 x42 3320 28 600x600

Luminous flux is stated for luminaires with light source 840 and micro prismatic cover 07. Luminaire´s outputs with covers 08 and 09 are lower.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 519 silver RAL 9006 MS 940 519 901 000 940 519 921 000 940 519 931 000
❸ Wire suspension 317 with nickel ceiling rose 940 317 500 000 940 317 520 000 940 317 530 000
❹ Wire suspension for supply 517 silver RAL 9006 MS 940 517 901 000 940 517 921 000 940 517 931 000
❺ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❻ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Description

Free standing luminaires for direct-indirect illumination of workplaces. 
Given their significant ratio of indirect light, the luminaires are also suitable 
for general illumination of offices and representational areas. High light 
output is sufficient not only for standard office work but also for visually 
demanding activities such as small assembly, sewing, creative and restoring 
works, drawing or control operations. The flat luminaire head and pole 
are made from an aluminium profile. Pole and head are powder coated or 
anodized. The solid U-shaped base is standardly powder coated in silver 
“antique” colour.

Luminaire colour (¨a¨ in order code)

2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised head and pole, "antique" silver base - on request
9 	 silver RAL 9006 MS head and pole, "antique" silver base - standard

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover

Upper optical part (¨y¨ in order code)

9 	 clear polycarbonate cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver with push button
6 	 dimmable LED driver with push button  
	 on the pole for switching on/off, dimming  
	 and setting required level of illumination 
8	 dimmable LED driver with push button  
	 on the pole for manual switching on/off, dimming  
	 and setting required level of illumination,  
	 with LS/PD sensor and presence detector for  
	 automatic luminaire control.

SIGMA FSL

Examples:

919 764 907 894
SIGMA FSL HI LED 840 D/I LSPD,  

silver RAL 9006 MS, dimmable LED driver 
with push button and LS/PD sensor.

919 763 207 694
SIGMA FSL HI LED 830 D/I DIM,  

black RAL 9005 matt, dimmable LED 
driver with push button. 

optical part
upper

Order code:

919 76 t a07 x94

LED
electrical equipmentluminaire colour

optical part
lower
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SIGMA FSL HI LED free standing luminaires with high intensity LED light source, for direct-indirect illumination, non-dimmable or dimmable DALI LED 
driver with push button or sensor LS/PD, 230V/50Hz, IP 20, with 3m long power supply cable with plug, with lower micro prismatic cover and upper 
clear cover.

Order code Luminaire

type with MP cover 07 Ф (lm) Ф D/I (lm) L (mm)

SIGMA FSL HI LED D/I 919 76t a07 294 10220 6230/3990 84
SIGMA FSL HI LED D/I DIM 919 76t a07 694 10220 6230/3990 79
SIGMA FSL HI LED D/I LS/PD 919 76t a07 894 10220 6230/3990 80

SIGMA FSL LI LED free standing luminaires with low intensity LED light source, for direct-indirect illumination, non-dimmable or dimmable DALI LED 
driver with push button or LS/PD sensor, 230V/50Hz, IP 20, with 3m long power supply cable with plug, with lower micro prismatic cover and upper 
clear cover.

type with MP cover 07 Ф (lm) Ф D/I (lm) L (mm)

SIGMA FSL LI LED D/I 919 76t a07 293 8370 5100/3270 70
SIGMA FSL LI LED D/I DIM 919 76t a07 693 8370 5100/3270 65
SIGMA FSL LI LED D/I LS/PD 919 76t a07 893 8370 5100/3270 66
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Description

Pendant, recessed, surface or wall mounted luminaires and spotlights suitable for illumination 
of representational areas, galleries, boutiques and receptions. SATURN luminaire body is made 
of smooth or ribbed aluminium, anodised or powder-coated. Luminaires are produced in many 
versions – with straight or bevelled lower edge and in a combination of various surface 
finishings and optical parts.

Luminaire colour (¨a¨ in order code)

2 	 black RAL 9005 matt – standard 
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – on request
9 	 silver RAL 9006 MS (microstructure) – on request
0	 black anodised – on request

Installation

with a track adaptor 

Lower optical part (¨bc¨ in order code)

bc 		
	 1c 	 complete luminaire body is powder-coated in the same colour
	 2c  	 black anodised inner part of the luminaire body or black inner ring
	 4c  	 gold anodised inner part of the luminaire body
	 8c  	 silver anodised inner part of the luminaire body

bc
	 b0  	 reflector with inner ring, without cover
	 b9  	 reflector with opal cover
59 	 reflector with dropped opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

59

20

29

SATURN 50

SATURN 104

Order code:

993 72t ab9 x14

Example:

993 724 249 814
SATURN 104 P LED 2/840 L400/45,  

L 400 mm, bevelled, 840, black matt, 
gold anodised inner part, opal cover, 

dimmable DALI LED driver

993 723 889 214 
SATURN 104 P LED 2/830 L400/45, 

L400mm, bevelled, 830, silver  
anodised body, opal cover,  
non-dimmable LED driver

LED electrical equipment
luminaire colour optical part
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SATURN 50 P LED pendant luminaires with external LED driver and SATURN 104 P pendant luminaires with non-dimmable (x=2) or dimmable (x=8) 
internal DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block in a ceiling rose 

type
Order code Luminaire

with reflector with reflector and OP cover Ф (lm) P (W) L (mm)

SATURN 50 P D LED 1 L200 992 71t a20 x02 992 71t a29 x02 370 7 200
SATURN 50 P D/I LED 1 L200 992 72t a20 x02 992 72t a29 x02 640 11 200

SATURN 104 P LED 1 L300 993 71t a20 x03 993 71t a29 x03 1000 12 300
SATURN 104 P LED 1 L400 993 71t ab0 x04 993 71t ab9 x04 1000 12 400
SATURN 104 P LED 1 L500 993 71t ab0 x05 993 71t ab9 x05 1000 12 500
SATURN 104 P LED 2 L300 993 72t a20 x03 993 72t a29 x03 1820 23 300
SATURN 104 P LED 2 L400 993 72t ab0 x04 993 72t ab9 x04 1820 23 400
SATURN 104 P LED 2 L500 993 72t ab0 x05 993 72t ab9 x05 1820 23 500

SATURN 50 P LED pendant bevelled luminaires with external LED driver and SATURN 104 P pendant bevelled luminaires with non-dimmable (x=2) or 
dimmable (x=8) internal DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block in a ceiling rose

type with reflector with reflector and OP cover Ф (lm) P (W) L (mm)

SATURN 50 P D LED 1 L200/45 992 71t a20 x12 992 71t a29 x12 370 7 200
SATURN 50 P D/I LED 1 L200/45 992 72t a20 x12 992 72t a29 x12 640 11 200

SATURN 104 P LED 1 L400/45 993 71t ab0 x14 993 71t ab9 x14 960 12 400
SATURN 104 P LED 1 L500/45 993 71t ab0 x15 993 71t ab9 x15 960 12 500
SATURN 104 P LED 2 L400/45 993 72t ab0 x14 993 72t ab9 x14 1730 23 400
SATURN 104 P LED 2 L500/45 993 72t ab0 x15 993 72t ab9 x15 1730 23 500
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SATURN 104 S LED surface mounted luminaires with non-dimmable (x=2) or dimmable (x=8) internal DALI LED driver, 230V/50Hz, IP 20, with one 
five-pole terminal block  

type with reflector
with reflector  
and OP cover

with reflector  
and OP cover 59

Ф (lm) P (W) L (mm)

SATURN 104 S LED 1 L300 993 71t a20 x23 993 71t a29x23 993 71t a59 x23 1000 12 300
SATURN 104 S LED 1 L400 993 71t ab0 x24 993 71t ab9x24 993 71t a59 x24 1000 12 400
SATURN 104 S LED 1 L500 993 71t ab0 x25 993 71t ab9x25 993 71t a59 x25 1000 12 500
SATURN 104 S LED 2 L300 993 72t a20 x23 993 72t a29x23 993 72t a59 x23 1820 23 300
SATURN 104 S LED 2 L400 993 72t ab0 x24 993 72t ab9x24 993 72t a59 x24 1820 23 400
SATURN 104 S LED 2 L500 993 72t ab0 x25 993 72t ab9x25 993 72t a59 x25 1820 23 500

SATURN 104 S LED surface mounted bevelled luminaires with non-dimmable (x=2) or dimmable (x=8) internal DALI LED driver, 230V/50Hz, IP 20, 
with one five-pole terminal block

type with reflector b0
with reflector  

and OP cover b9
Ф (lm) P (W) L (mm)

SATURN 104 S LED 1 L400/45 993 71t ab0 x34 993 71t ab9 x34 960 12 400
SATURN 104 S LED 1 L500/45 993 71t ab0 x35 993 71t ab9 x35 960 12 500
SATURN 104 S LED 2 L400/45 993 72t ab0 x34 993 72t ab9 x34 1730 23 400
SATURN 104 S LED 2 L500/45 993 72t ab0 x35 993 72t ab9 x35 1730 23 500

SATURN 104 W LED wall mounted luminaires, with non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block 

type with reflector 20
with reflector  

and OP cover 29
with reflector  

and OP cover 59
Ф (lm) P (W) L (mm)

SATURN 104 W D LED 1 L200 993 71t a20 x61 993 71t a29 x61 993 71t a59 x61 1000 12 200
SATURN 104 W D LED 2 L200 993 72t a20 x61 993 72t a29 x61 993 72t a59 x61 1820 23 200

SATURN 104 W D/I LED 1 L200 --- --- 993 73t a59 x62 1410 17 200

Surface mounted luminaires 

Wall mounted luminaires
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SATURN 104 R LED recessed trimless luminaires, with non-dimmable (x=2) or dimmable (x=8) external DALI LED driver, 230V/50Hz, IP 20, with one 
five-pole terminal block   

type with reflector
with reflector  
and OP cover

with reflector  
and OP cover 59

Ф (lm) P (W) L (mm)

SATURN 104 R LED 1 L150 993 71t a20 x41 993 71t a29 x41 ------ 1000 12 150
SATURN 104 R LED 1 L300 993 71t ab0 x43 993 71t ab9 x43 993 71t a59 x43 1000 12 300
SATURN 104 R LED 2 L150 993 72t a20 x41 993 72t a29 x41 ------ 1820 23 150
SATURN 104 R LED 2 L300 993 72t ab0 x43 993 72t ab9 x43 993 72t a59 x43 1820 23 300

SATURN 104 R LED recessed bevelled trimless luminaires, with non-dimmable (x=2) or dimmable (x=8) external DALI LED driver, 230V/50Hz, IP 20, 
with one five-pole terminal block   

type with reflector b0
with reflector  

and OP cover b9
Ф (lm) P (W) L (mm)

SATURN 104 R LED 1 L250/45 993 71t ab0 x52 993 71t ab9 x52 960 12 250
SATURN 104 R LED 1 L400/45 993 71t ab0 x54 993 71t ab9 x54 960 12 400
SATURN 104 R LED 2 L250/45 993 72t ab0 x52 993 72t ab9 x52 1730 23 250
SATURN 104 R LED 2 L400/45 993 72t ab0 x54 993 72t ab9 x54 1730 23 400

SATURN 104 SPOT LED track spotlights with 3-phase track or 3-phase DALI track adaptor, non-dimmable or dimmable internal DALI LED driver, 
230V/50Hz, IP 20  

type with reflector 20 with reflector and OP cover 29 Ф (lm) P (W) L (mm)

SATURN 104 SPOT LED 1 L210 993 71t a20 272 993 71t a29 272 1000 12 210
SATURN 104 SPOT LED 1 L210 DALI 993 71t a20 872 993 71t a29 872 1000 11 210

SATURN 104 SPOT LED 2 L210 993 72t a20 272 993 72t a29 272 1820 23 210
SATURN 104 SPOT LED 2 L210 DALI 993 72t a20 872 993 72t a29 872 1820  23 210

Luminous flux is stated for luminaires with light source 840.

SATURN 50, 104.....page 64, 66
Realizations.................page 32

Pendant luminaires

Track spotlights
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Description

Spotlights for an accent illumination of exhibits in museums, galleries, sacral buildings, entrance 
halls, showrooms and shops. Aluminium anodised luminaire body with suspension or a joint. 
SATURN 60 spotlights can be used as an accessory for modular MIKRA, KVADRA and LINEA 
luminaires. These spotlights are installed onto a chosen profile lid and LED driver is placed inside 
the profile under the lid.

Luminaire colour (¨a¨ in order code)

2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request
0	 black anodised – standard

Installation

with a joint for installation onto MIKRA, KVADRA or LINEA profile

Lower optical part (¨bc¨ in order code)

00 		  reflector
04 	 lens optics 16°
05 	 lens optics 36°

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option
0	 without driver

SATURN 60

Order code:

989 71 t a00 x40

LED electrical equipment
luminaire colour optical part

Example:

989 714 300 840
SATURN 60 S2 LED 840 with 

a reflector with twin joint, white RAL 
9003 matt, DALI LED driver

989 713 900 240
SATURN 60 S2 LED 830 with 

a reflector with twin joint, silver RAL 
9006 MS, non-dimmable LED driver

00

05
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SATURN 60 S2 LED surface and wall mounted spotlights with two reflectors and twin joint, non-dimmable or dimmable DALI LED driver placed inside 
the luminaire, 230V/50Hz, IP 20, with one five-pole terminal block, available only in powder coated version  

type
Order code Luminaire

with reflector 00  with optics 16°  with optics 36° Ф (lm) P (W)

SATURN 60 S2 LED SL 989 71t a00 x40 989 72t a04 x40 989 72t a05 x40 1290 18
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SATURN 60 S2 LED surface and wall mounted spotlights with two reflectors and a joint, non-dimmable or dimmable DALI LED driver placed inside the 
luminaire, 230V/50Hz, IP 20, with one five-pole terminal block, available only in powder coated version   

type with reflector 00  with optics 16°  with optics 36° Ф (lm) P (W)

SATURN 60 S LED SL 989 71t a00 x50 989 72t a04 x50 989 72t a05 x50 1290 18

SATURN 60 P LED spotlight with 1,2 m long power supply cable for suspension, without LED driver, for constant current 320mA or 350mA or constant 
voltage 24V DC, available only in silver anodised version (a=8 or 0) 

type with reflector 00  with optics 16°  with optics 36° Ф (lm) P (W)

SATURN 60 P LED 320mA 992 71t a00 080 ---- --- 680 8
SATURN 60 P LED 350mA ---- 992 72t a04 080 992 72t a05 080 640 7
SATURN 60 P LED 24V ---- 992 73t a04 080 992 73t a05 080 540 10

SATURN 60 LED spotlight with a joint and 0,5 m long power supply for installation onto MIKRA, KVADRA or LINEA profile lid, non-dimmable or dimma-
ble DALI LED driver placed inside MIKRA, KVADRA or LINEA profile, for constant current 320mA or 350mA or constant voltage 24V DC, available only 
in silver anodised version (a=8 or 0)  

type with reflector 00  with optics 16°  with optics 36° Ф (lm) P (W)

SATURN 60 LED 320mA 992 71t a00 x90 --- --- 680 13
SATURN 60 LED 350mA --- 992 72t a04 x90 992 72t a05 x90 640 10
SATURN 60 LED 24V --- 992 73t a04 x90 992 73t a05 x90 540 14

Luminous flux is stated for luminaires with light source 840. 

SATURN 60...............  page 64 
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Description

Pendant luminaires made of anodized aluminium profile in a diameter of 180 mm, suitable 
for illumination of shops, social and representational areas, corridors, stairs, entrance halls 
and receptions. SATURN 180 luminaires with narrow 16° optics are designed for spaces 
where luminaires must be suspended at heights up to 25 m and where maintenance and 
operation costs of the luminaires must be minimized. The luminaires are fully controlled with 
DALI signal and passively cooled; therefore, they are suitable for illumination of congress and 
multifunctional halls and auditoriums. Luminaires could be equipped with the independently 
powered decorative and orientational light.  

Luminaire colour (¨a¨ in order code)

2	 black anodized luminaire body and shade – standard
8	 silver anodised luminaire body with polished reflector - standard

Installation

Lower optical part (¨bc¨ in order code)

00 		  LED with clear protective glass
01 	 LED with optics 16° and protective glass
03 	 LED with optics 36° and protective glass

Light sources

- LED ("t" in order code)
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80
	 8 - TW - turneable white LED Module
		  3000K, 4000K and 6000K (4x10W)
	 9 - RGBW LED Module 
		  red, green, blue, white 4000K (4x10W) 

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

SATURN 180

Example:

991 733 801 200
SATURN 180 42W LED 830,  
silver anodised, 16° optics,  
non-dimmable LED driver

991 739 803 800 
 SATURN 180 42W LED RGBW, 

silver anodised, 36° optics,  
DALI LED driver

Order code:

991 73 t abc x00

LED
electrical equipmentluminaire colour

optical part

t=9

t=8

t=4
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SATURN 180 single pendant luminaires, non-dimmable (x=2) or dimmable (x=8) DALI LED driver inside the luminaire body, 230V/50HZ, IP 20, with 
connector for easy connection

type
Order code Luminaire

black anodized luminaire body  
and shade

silver anodised luminaire body  
with polished reflector

Ф (lm) P (W) L (mm)

SATURN 180 42W 991 73t 2bc x00 991 73t 8bc x00 4020 50 470
SATURN 180 42W + 1W 991 74t 2bc x00 991 74t 8bc x00 4210 55 470

Accessories

n	 Luminaires are ready for suspension and supplied with 1,2 m long power supply cable and five-pole Wieland connector.
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Description

Small flat spolights for an accent illumination of exhibits in museums, galleries, sacral buildings, 
entrance halls, showrooms and shops. Aluminium silver anodised luminaire body with a joint.  
SATURN MINI LP spotlights can be used as an accessory for modular pendant, surface mounted 
and recessed MIKRA, KVADRA and LINEA luminaires. These spotlights are installed onto a chosen 
profile lid and LED driver is placed inside the profile under the lid.
 

Luminaire colour (¨a¨ in order code)

0	 SATURN - black anodised, bearing profile – black matt painted – standard
8	 SATURN silver anodised, bearing profile – silver anodised – standard

Installation

with a joint for installation onto MIKRA, KVADRA or LINEA profile lid

Lower optical part (¨bc¨ in order code)

04 		  lens optics 16°
05 	 lens optics 36°

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

SATURN MINI LP

Order code:

997 72t a04 x22

LED electrical equipment
luminaire colour optical part

Example:

997 724 804 822
MIKRA profile L591mm with 2 SATURN MINI LP 

LED 840 16° spotlights with joint, silver anodised, 
DALI LED driver

997 723 004 222
MIKRA profile L591mm with 2 SATURN MINI LP 

LED 840 16° spotlights with joint, black anodised 
SATURN MINI LP, black matt powder coated 

MIKRA profile, non-dimmable LED driver170
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MIKRA surface mounted and pendant luminaires with SATURN MINI LP LED spotlights with joints fixed on MIKRA lid, non-dimmable (x=2) or DALI 
(x=8) LED driver placed inside the luminaire, 230V/50Hz, IP 20, with one five-pole terminal block  

type
Order code Luminaire

with optics 16° with optics 36° Ф (lm) P (W) L (mm)

MIKRA + 2xSATURN MINI LP L591 997 72t a04 x22 997 72t a05 x22 950 16 591
MIKRA + 4xSATURN MINI LP L1191 997 72t a04 x24 997 72t a05 x24 1910 26 1191
MIKRA + 6xSATURN MINI LP L1776 997 72t a04 x26 997 72t a05 x26 3030 41 1776
MIKRA + 8xSATURN MINI LP L2376 997 72t a04 x28 997 72t a05 x28 4010 50 2376

MIKRA-R recessed luminaires with SATURN MINI LP LED spotlights with joints fixed on MIKRA lid, non-dimmable (x=2) or DALI (x=8) LED driver placed 
inside the luminaire, 230V/50Hz, IP 20, with one five-pole terminal block  

type
Order code Luminaire Mounting hole

with optics 16° with optics 36° Ф (lm) P (W) L (mm) L1 x L2 (mm)

MIKRA-R + 2xSATURN MINI LP L609 997 72t a04 x32 997 72t a05 x32 950 16 609 40x595
MIKRA-R + 4xSATURN MINI LP L1209 997 72t a04 x34 997 72t a05 x34 1910 26 1209 40x1195
MIKRA-R + 6xSATURN MINI LP L1794 997 72t a04 x36 997 72t a05 x36 3030 41 1794 40x1780
MIKRA-R + 8xSATURN MINI LP L2394 997 72t a04 x38 997 72t a05 x38 4010 50 2394 40x2380

SATURN MINI LP LED spotlight with a joint and 0,5 m long power supply cable for installation onto MIKRA, KVADRA or LINEA profile lid, non-dimmable 
(x=2) or DALI (x=8) LED driver placed inside MIKRA, KVADRA or LINEA profile, for constant current 350mA or constant voltage 24V DC

with optics 16° with optics 36° Ф (lm) P (W) L (mm)

SATURN MINI LP LED 250mA 997 72t a04 x90 997 72t a05 x90 470 8 115
SATURN MINI LP LED 24V 997 73t a04 x90 997 73t a05 x90 540 10 115

Luminous flux is stated for luminaires with light source 840.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 Recessed luminaire is supplied with swivel installation brackets for 1-25 mm thick ceilings.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 silver RAL 9006 MS 940 518 901 000 940 518 921 000 940 518 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

.
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MIKRA + 2x SATURN MINI  LP

MIKRA-R + 2x SATURN MINI LP

❷❶ ❸ ❹
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Description

Track spotlights suitable for direct illumination of museums and gallery exhibits and interiors, 
exhibition pavilions, multifunctional halls, cultural monuments and historical and industrial 
buildings. 
Aluminium luminaire body is powder-coated, fitted with a two axis joint and a 3-phase  
non-dimmable or 3-phase DALI tracks adaptor. High efficiency LED modules with special 
focusing optical part that enables fluent beam angle change in a range of 15 - 45°. It is possible 
to change the shape of light foot print from circular to horizontally or vertically eliptical  
or to asymmetrical (wall washing) by inserting proper prismatic cover. Luminaires are supplied 
with a set of prismatic covers.
  

Luminaire colour (¨a¨ in order code)

2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

with 3-phase non-dimmable or 3-phase DALI track adaptor

Lower optical part (¨bc¨ in order code)

11 	 fluently adjustable lens optics 16°

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

SATURN LP

Example:

994 722 311 800
SATURN LP 6LED 940 DALI , white 

RAL 9003 matt, DALI LED driver  
and 3-phase DALI track adaptor

994 721 911 200
SATURN LP 6LED 930, stříbrný 

RAL 9006 MS, non-dimmable LED 
driver and 3-phase non-dimmable 

track adaptor

Order code:

994 72t a11 x00

LED
electrical equipmentluminaire colour

optical part

LED with cover 11
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SATURN LP LED track spotlights with a joint and 3-phase non-dimmable or 3-phase DALI track adaptor, non-dimmable or dimmable DALI LED driver 
in luminaire body, 230V/50Hz, IP 20  

type
Order code Luminaire

infinitely adjustable lens optics 16 Ф (lm) P (W)

SATURN LP 2 LED 994 71t a11 200 330 7
SATURN LP 6 LED 994 72t a11 200 1000 15
SATURN LP 12 LED 994 73t a11 200 2010 27

SATURN LP 2 LED DALI 994 71t a11 800 330 7
SATURN LP 6 LED DALI 994 72t a11 800 1000 15
SATURN LP 12 LED DALI 994 73t a11 800 2010 27

Luminous flux is stated for luminaires with light source 840.

Accessories

n	 Luminaires are supplied with a set of prismatic covers that enable the change of the shape of light foot print from circular to horizontally or vertically eliptical 
or to asymmetrical (wall washing).  

SATURN LP.................page 70
Realizations.........page 12, 34 173
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Description

Pendant, recessed, surface and wall mounted luminaires for illumination of representational 
interiors, galleries, boutiques and receptions. Aluminium body of CUBE luminaire is silver 
anodised or powder coated. 

Luminaire colour (¨a¨ in order code)

2 	 black RAL 9005 matt – standard
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request
0	 black anodised – on request

Installation

Lower optical part (¨bc¨ in order code)

09 	 flushed opal cover
19 	 dropped opal cover
20 	 reflector with black ring, without cover
29 	 reflector with black ring and opal cover
59 	 reflector with dropped opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver with setting option

19

20

59

09

29

CUBE 104

Order code:

893 72t a29 x03

LED elektrická výbava
barva svítidla optická část

Example:

893 724 229 803
CUBE 104 P LED 2/840 L 300 mm, black matt, 

reflector with black ring and opal cover, 
dimmable DALI LED driver

893 723 829 203
CUBE 104 P LED 2/830 L 300 mm, silver 

anodised, reflector with black ring and opal 
cover, non-dimmable LED driver
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CUBE 104 P LED pendant luminaires with internal non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole 
terminal block in a ceiling rose 

Order code Luminaire

type with reflector 20 with reflector 29 Ф (lm) P (W) L (mm)

CUBE 104 P LED 1 L200 893 71t a20 x02 893 71t a29 x02 1000 12 200
CUBE 104 P LED 1 L300 893 71t a20 x03 893 71t a29 x03 1000 12 300
CUBE 104 P LED 1 L400 893 71t a20 x04 893 71t a29 x04 1000 12 400
CUBE 104 P LED 2 L200 893 72t a20 x02 893 72t a29 x02 1820 23 200
CUBE 104 P LED 2 L300 893 72t a20 x03 893 72t a29 x03 1820 23 300
CUBE 104 P LED 2 L400 893 72t a20 x04 893 72t a29 x04 1820 23 400

CUBE 104 S LED surface mounted luminaires with internal non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one  
five-pole terminal block 

type with reflector 20 with OP cover 29 with OP cover 09,19,59 Ф (lm) P (W) L (mm)

CUBE 104 S LED 1 L200 893 71t a20 x22 893 71t a29 x22 893 71t abc x22 1000 12 200
CUBE 104 S LED 1 L300 893 71t a20 x23 893 71t a29 x23 893 71t abc x23 1000 12 300
CUBE 104 S LED 1 L400 893 71t a20 x24 893 71t a29 x24 893 71t abc x24 1000 12 400
CUBE 104 S LED 2 L200 893 72t a20 x22 893 72t a29 x22 893 72t abc x22 1820 23 200
CUBE 104 S LED 2 L300 893 72t a20 x23 893 72t a29 x23 893 72t abc x23 1820 23 300
CUBE 104 S LED 2 L400 893 72t a20 x24 893 72t a29 x24 893 72t abc x24 1820 23 400

CUBE 104 R LED recessed trimless luminaires with external non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one  
five-pole terminal block 

type with reflector 20 with OP cover 29 with OP cover 09,19,59 Ф (lm) P (W) L (mm)

CUBE 104 R LED 1 L150 893 71t a20 x42 893 71t a29 x42 893 71t abc x42 1000 12 150
CUBE 104 R LED 1 L300 893 71t a20 x43 893 71t a29 x43 893 71t abc x43 1000 12 300
CUBE 104 R LED 2 L150 893 72t a20 x42 893 72t a29 x42 893 72t abc x42 1820 23 150
CUBE 104 R LED 2 L300 893 72t a20 x43 893 72t a29 x43 893 72t abc x43 1820 23 300

CUBE 104 W LED wall mounted luminaires with non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal 
block 

type with reflector 20 with OP cover 29 with OP cover 09 with OP cover 19 Ф (lm) P (W) L (mm)

CUBE 104 WD LED 1 L200 893 71t a20 x61 893 71t a29 x61 893 71t a09 x61 893 71t a19 x61 1000 12 200
CUBE 104 WD LED 2 L200 893 72t a20 x61 893 72t a29 x61 893 72t a09 x61 893 72t a19 x61 1820 23 200

CUBE 104 WD/I LED 1 L200 ---- ---- 893 73t a09 x62 893 73t a19 x62 1410 17 200

Luminous flux is stated for luminaires with light source 840.
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pic. type
❶ CUBE 104 P LED pendant
❷ CUBE 104 S LED surface mounted
❸ CUBE 104 R LED recessed
❹ CUBE 104 W LED wall mounted
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Description

Single one lamp and twin lamp surface mounted, pendant and free standing interior luminaires 
with uniformly shining opal cover.

Polycarbonate opal cover in a diameter of 100 or 200 mm is made from mechanically and 
thermally resistant opal tube, UV stabillized. Tube can be easily cleaned. Metal parts of the 
luminaires are powder-coated or optionally made of polished or brushed stainless steel.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
8 	 polished or brushed stainless steel (please specify) - on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

09 	 polycarbonate opal cover

Light sources

- linear fluorescent T5 lamps

Electrical equipment (¨x¨ in order code)

8 	 dimmable ECG with individual setting option
9 	 non-dimmable universal multiwatt ECG

Order code:

943 254 a09 x20

LED electrical equipment
luminaire colour optical part

Example:

943 254 309 820
TUBUS 200 V 2x28/54W L 1200 mm,  

white end caps RAL 9003 matt, opal cover,  
dimmable ECG

943 254 809 920
TUBUS 200 V 2x28/54W L 1200 mm, polished 

stainless steel end caps, opal cover,  
non-dimmable universal multiwatt  

ECG

TUBUS 100
TUBUS 200
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TUBUS 100 luminaires

TUBUS 100 H single pendant and surface mounted luminaires for horizontal installation, non-dimmable (x=2) or dimmable (x=8) DALI ECG, 230V/50Hz, 
IP 20, with one five-pole terminal block, with cylindrical opal cover in a diameter of 100 mm 

Order code Luminaire

typ with OP cover 09 Ф (lm) P (W) L (mm)

TUBUS 100H 1x21/39W 943 139 a09 x10 1300/2120 24/41 900
TUBUS 100H 1x28/54W 943 154 a09 x10 1780/3050 32/58 1200
TUBUS 100H 1x35/49W 943 149 a09 x10 2260/2940 38/53 1500

TUBUS 200 luminaires

TUBUS 200 V single pendant and surface mounted luminaires for vertical installation, non-dimmable (x=2) or dimmable (x=8) DALI ECG, 230V/50Hz, 
IP 20, with one five-pole terminal block, with cylindrical opal cover in a diameter of 200 mm

typ with OP cover 09 Ф (lm) P (W) L (mm)

TUBUS 200V 2x14/24W 943 224 a09 x20 1640/2400 31/50 600
TUBUS 200V 2x21/39W 943 239 a09 x20 2600/4250 45/81 900
TUBUS 200V 2x28/54W 943 254 a09 x20 3560/6100 61/115 1200
TUBUS 200V 2x35/49W 943 249 a09 x20 4520/5890 76/105 1500

TUBUS 200 FSL free standing luminaires, non-dimmable (x=2) or dimmable (x=8) DALI ECG, 230V/50Hz, IP 20, with one five-pole terminal block, with 
cylindrical opal cover in a diameter of 200 mm

typ with OP cover 09 Ф (lm) P (W) L (mm)

TUBUS 200 FSL 2x14/24W 943 224 a09 x90 1640/2400 31/50 700
TUBUS 200 FSL 2x21/39W 943 239 a09 x90 2600/4250 45/81 1000
TUBUS 200 FSL 2x28/54W 943 254 a09 x90 3560/6100 61/115 1300
TUBUS 200 FSL 2x35/49W 943 249 a09 x90 4520/5890 76/105 1600

Luminous flux is stated for luminaires with light source 840.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 719 silver RAL 9006 MS 940 719 901 000 940 719 921 000 940 719 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Examples:

929 704 309 843
SEVEN HI LED 840 D/I, 600x600 mm,  
white RAL 9003 matt, smooth opal  

cover 09, DALI LED driver

929 703 908 243
SEVEN HI LED 830 D/I, 600x600 mm, silver 

RAL 9006 MS, micro prismatic satin 
cover 08, non-dimmable LED driver

distance from the ceiling (D/I)

Description

Single, 70 mm high, surface mounted, pendant and wall mounted square and rectangular luminaires 
for direct and direct-indirect illumination of areas such as representational areas, corridors, stairs, 
receptions and shops. Luminaires are made from an aluminium profile. In direct-indirect (D/I) version 
approximately 10 % of light is emitted upwards through the holes in upper cover of the luminaire.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

08 	 micro prismatic satin cover
09 	 smooth opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Order code:

929 70 t abc x43

LED electrical equipment
luminaire colour optical part
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SEVEN HI LED single luminaires with high intensity LED light source, for direct and direct-indirect illumination, non-dimmable (x=2) or DALI (x=8) LED 
driver, 230V/50Hz, IP20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover.

Order code Luminaire

direct (D) direct-indirect (D/I)

type with MP cover 08 with OP cover 09 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm)

SEVEN HI LED 150x300 929 71t a08 x11 929 71t a09 x11 929 71t a08 x13 929 71t a09 x13 690 11 150x300
SEVEN HI LED 150x600 929 72t a08 x11 929 72t a09 x11 929 72t a08 x13 929 72t a09 x13 1390 22 150x600
SEVEN HI LED 150x900 929 73t a08 x11 929 73t a09 x11 929 73t a08 x13 929 73t a09 x13 2090 34 150x900
SEVEN HI LED 150x1200 929 74t a08 x11 929 74t a09 x11 929 74t a08 x13 929 74t a09 x13 2790 39 150x1200
SEVEN HI LED 150x1500 929 75t a08 x11 929 75t a09 x11 929 75t a08 x13 929 75t a09 x13 3690 52 150x1500
SEVEN HI LED 300x300 929 76t a08 x11 929 76t a09 x11 929 76t a08 x13 929 76t a09 x13 1390 22 300x300
SEVEN HI LED 300x600 929 77t a08 x11 929 77t a09 x11 929 77t a08 x13 929 77t a09 x13 2090 24 300x600
SEVEN HI LED 300x900 929 78t a08 x11 929 78t a09 x11 929 78t a08 x13 929 78t a09 x13 2940 31 300x900
SEVEN HI LED 300x1200 929 79t a08 x11 929 79t a09 x11 929 79t a08 x13 929 79t a09 x13 3910 42 300x1200
SEVEN HI LED 600x600 929 70t a08 x41 929 70t a09 x41 929 70t a08 x43 929 70t a09 x43 3910 42 600x600
SEVEN HI LED 600x900 929 71t a08 x41 929 71t a09 x41 929 71t a08 x43 929 71t a09 x43 5130 54 600x900
SEVEN HI LED 900x900 929 72t a08 841 929 72t a09 841 929 72t a08 843 929 72t a09 843 8050 73 900x900

SEVEN LI LED single luminaires with low intensity LED light source, for direct and direct-indirect illumination, non-dimmable (x=2) or DALI (x=8) LED 
driver, 230V/50Hz, IP20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover.

direct (D) direct-indirect (D/I)

type with MP cover 08 with OP cover 09 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm)

SEVEN LI LED 150x600 929 72t a08 x12 929 72t a09 x12 929 72t a08 x14 929 72t a09 x14 690 11 150x600
SEVEN LI LED 150x900 929 73t a08 x12 929 73t a09 x12 929 73t a08 x14 929 73t a09 x14 1020 18 150x900
SEVEN LI LED 150x1200 929 74t a08 x12 929 74t a09 x12 929 74t a08 x14 929 74t a09 x14 1390 21 150x1200
SEVEN LI LED 150x1500 929 75t a08 x12 929 75t a09 x12 929 75t a08 x14 929 75t a09 x14 1840 29 150x1500
SEVEN LI LED 300x300 929 76t a08 x12 929 76t a09 x12 929 76t a08 x14 929 76t a09 x14 690 12 300x300
SEVEN LI LED 300x600 929 77t a08 x12 929 77t a09 x12 929 77t a08 x14 929 77t a09 x14 760 12 300x600
SEVEN LI LED 300x900 929 78t a08 x12 929 78t a09 x12 929 78t a08 x14 929 78t a09 x14 1530 15 300x900
SEVEN LI LED 300x1200 929 79t a08 x12 929 79t a09 x12 929 79t a08 x14 929 79t a09 x14 2180 23 300x1200
SEVEN LI LED 600x600 929 70t a08 x42 929 70t a09 x42 929 70t a08 x44 929 70t a09 x44 2180 23 600x600
SEVEN HI LED 600x900 929 71t a08 x42 929 71t a09 x42 929 71t a08 x44 929 71t a09 x44 2630 26 600x900
SEVEN HI LED 900x900 929 72t a08 x42 929 72t a09 x42 929 72t a08 x44 929 72t a09 x44 4050 39 900x900

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaires´s outputs with cover 08 are higher.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 Spacing kit is supplied with direct-indirect version of luminaire.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 519 silver RAL 9006 MS 940 519 901 000 940 519 921 000 940 519 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Examples:

929 704 309 831
SEVEN RC HI LED 840, 600x600 mm,  
white RAL 9003 matt, smooth opal  

cover 09, DALI LED driver

929 703 908 231
SEVEN RC HI LED 830, 600x600 mm,  

silver RAL 9006 MS, micro prismatic satin 
cover 08, non-dimmable LED driver

Description

Single, 70 mm high, surface mounted, pendant and wall mounted luminaires with rounded  corners 
for direct and direct-indirect illumination of areas such as representational areas, corridors, stairs, 
receptions and shops. Luminaires are produced from an aluminium profile. In direct-indirect (D/I) 
version approximately 10 % of light is emitted upwards through the holes in upper cover of the 
luminaire.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – standard 

Installation

Lower optical part (¨bc¨ in order code)

08 	 micro prismatic satin cover
09 	 smooth opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Order code:

929 70 t abc x31

LED electrical equipment
luminaire colour optical part

distance from the ceiling (D/I)
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SEVEN RC HI LED single luminaires with high intensity LED light source for direct and direct-indirect illumination, non-dimmable (x=2) or dimmable 
DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover.

Order code Luminaire

direct (D) direct-indirect (D/I)

type with MP cover 08 with OP cover 09 with MP cover 08 with OP cover 09 Ф (lm) W D (mm)

SEVEN RC HI LED 120x350 929 71t a08 x31 929 71t a09 x31 929 71t a08 x33 929 71t a09 x33 610 11 120x350
SEVEN RC HI LED 120x600 929 72t a08 x31 929 72t a09 x31 929 72t a08 x33 929 72t a09 x33 1230 22 120x600
SEVEN RC HI LED 120x900 929 73t a08 x31 929 73t a09 x31 929 73t a08 x33 929 73t a09 x33 1850 34 120x900
SEVEN RC HI LED 120x1200 929 74t a08 x31 929 74t a09 x31 929 74t a08 x33 929 74t a09 x33 2470 39 120x1200
SEVEN RC HI LED 120x1500 929 75t a08 x31 929 75t a09 x31 929 75t a08 x33 929 75t a09 x33 3260 52 120x1500
SEVEN RC HI LED 350x350 929 76t a08 x31 929 76t a09 x31 929 76t a08 x33 929 76t a09 x33 1230 22 350x350
SEVEN RC HI LED 350x600 929 77t a08 x31 929 77t a09 x31 929 77t a08 x33 929 77t a09 x33 2090 24 350x600
SEVEN RC HI LED 350x900 929 78t a08 x31 929 78t a09 x31 929 78t a08 x33 929 78t a09 x33 2940 31 350x900
SEVEN RC HI LED 350x1200 929 79t a08 x31 929 79t a09 x31 929 79t a08 x33 929 79t a09 x33 3910 42 350x1200
SEVEN RC HI LED 600x600 929 70t a08 x31 929 70t a09 x31 929 70t a08 x33 929 70t a09 x33 3910 42 600x600

SEVEN RC LI LED single luminaires with low intensity LED light source for direct and direct-indirect illumination, non-dimmable (x=2) or dimmable 
DALI (x=8) LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover.

direct (D) direct-indirect (D/I)

type with MP cover 08 with OP cover 09 with MP cover 08 with OP cover 09 Ф (lm) W D (mm)

SEVEN RC LI LED 120x600 929 72t a08 x32 929 72t a09 x32 929 72t a08 x34 929 72t a09 x34 610 11 120x600
SEVEN RC LI LED 120x900 929 73t a08 x32 929 73t a09 x32 929 73t a08 x34 929 73t a09 x34 900 18 120x900
SEVEN RC LI LED 120x1200 929 74t a08 x32 929 74t a09 x32 929 74t a08 x34 929 74t a09 x34 1230 21 120x1200
SEVEN RC LI LED 120x1500 929 75t a08 x32 929 75t a09 x32 929 75t a08 x34 929 75t a09 x34 1630 29 120x1500
SEVEN RC LI LED 350x350 929 76t a08 x32 929 76t a09 x32 929 76t a08 x34 929 76t a09 x34 610 12 350x350
SEVEN RC LI LED 350x600 929 77t a08 x32 929 77t a09 x32 929 77t a08 x34 929 77t a09 x34 1090 12 350x600
SEVEN RC LI LED 350x900 929 78t a08 x32 929 78t a09 x32 929 78t a08 x34 929 78t a09 x34 1530 15 350x900
SEVEN RC LI LED 350x1200 929 79t a08 x32 929 79t a09 x32 929 79t a08 x34 929 79t a09 x34 2180 23 350x1200
SEVEN RC LI LED 600x600 929 70t a08 x32 929 70t a09 x32 929 70t a08 x34 929 70t a09 x34 2180 23 600x600

Luminous flux is stated for luminaires with light source 840 and smooth opal polycarbonate cover 09. Luminaires´s outputs with cover 08 are higher.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 Spacing kit is supplied with direct-indirect version of luminaire.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 719 silver RAL 9006 MS 940 719 901 000 940 719 921 000 940 719 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Description

Single, 70 mm high surface mounted, pendant and wall mounted circular luminaires for direct 
and direct-indirect illumination of areas such as representational areas, corridors, stairs, receptions 
and shops. Luminaires are made from a rolled aluminium profile. In direct-indirect (D/I) version 
approximately 10 % of light  is emitted upwards through the holes in upper cover of the luminaire.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

08 	 micro prismatic satin cover
09 	 smooth opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

SEVEN C

Examples:

929 744 309 861
SEVEN C HI LED 840, ø 650 mm,  

white RAL 9003 matt, smooth opal  
cover 09, DALI LED driver 

929 743 908 261
SEVEN C HI LED 830, ø 650 mm, silver RAL 

9006 MS, micro prismatic satin  
cover 08, non-dimmable LED driver

Order code:

929 74 t abc x61

LED electrical equipment
luminaire colour optical part

distance from the ceiling (D/I)
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SEVEN C HI LED single luminaires with high intensity LED light source for direct and direct-indirect illumination, non-dimmable (x=2) or dimmable 
DALI (x=8) LED driver, 230V/50Hz, IP20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover.

Order code Luminaire

direct (D) direct-indirect (D/I)

type with MP cover 08 with OP cover 09 with MP cover 08 with OP cover 09 Ф (lm) P (W) D (mm)

SEVEN C HI LED 300 929 71t a08 x61 929 71t a09 x61 929 71t a08 x63 929 71t a09 x63 710 9 300
SEVEN C HI LED 400 929 72t a08 x61 929 72t a09 x61 929 72t a08 x63 929 72t a09 x63 1420 17 400
SEVEN C HI LED 500 929 73t a08 x61 929 73t a09 x61 929 73t a08 x63 929 73t a09 x63 2980 31 500
SEVEN C HI LED 650 929 74t a08 x61 929 74t a09 x61 929 74t a08 x63 929 74t a09 x63 5120 54 650
SEVEN C HI LED 950 --- 929 75t a09 x61 --- 929 75t a09 x63 11920 125 950
SEVEN C HI LED 1250 --- 929 76t a09 x61 --- 929 76t a09 x63 20510 216 1250
SEVEN C HI LED 1550 --- 929 77t a09 x61 --- 929 77t a09 x63 35570 351 1550

SEVEN C LI LED single luminaires with low intensity LED light source for direct and direct-indirect illumination, non-dimmable (x=2) or dimmable DALI 
(x=8) LED driver, 230V/50Hz, IP20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover.

direct (D) direct-indirect (D/I)

type with MP cover 08 with OP cover 09 with MP cover 08 with OP cover 09 Ф (lm) P (W) D (mm)

SEVEN C LI LED 300 929 71t a08 x62 929 71t a09 x62 929 71t a08 x64 929 71t a09 x64 350 6 300
SEVEN C LI LED 400 929 72t a08 x62 929 72t a09 x62 929 72t a08 x64 929 72t a09 x64 710 9 400
SEVEN C LI LED 500 929 73t a08 x62 929 73t a09 x62 929 73t a08 x64 929 73t a09 x64 1490 18 500
SEVEN C LI LED 650 929 74t a08 x62 929 74t a09 x62 929 74t a08 x64 929 74t a09 x64 2560 26 650
SEVEN C LI LED 950 --- 929 75t a09 x62 --- 929 75t a09 x64 5960 61 950
SEVEN C LI LED 1250 --- 929 76t a09 x62 --- 929 76t a09 x64 10250 108 1250
SEVEN C LI LED 1550 --- 929 77t a09 x62 --- 929 77t a09 x64 17780 176 1550

Luminous flux is stated for luminaires with light source 840 and  smooth opal cover 09. Luminaires´s outputs with cover 08 are higher.
SEVEN C LED 1250 and 1550 luminaires are supplied  with transparent plastic locking screw in the middle of the cover.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.
n	 Spacing kit is supplied with direct-indirect version of luminaire.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 719 silver RAL 9006 MS 940 719 901 000 940 719 921 000 940 719 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Order code:

929 74 t abc 891

LED electrical equipment
luminaire colour optical part

SEVEN RING

Examples:

929 744 309 891
SEVEN RING HI LED 840, 650/106 mm, 

white RAL 9003 matt, smooth opal  
cover 09, DALI LED driver

929 743 909 891
SEVEN RING HI LED 830, 650/106 mm, 

silver RAL 9006 MS, smooth opal  
cover 09, DALI LED driver

09

Description

Single, 70 mm high, pendant, surface and wall mounted ring luminaires for direct and direct-indirect 
(D/I) illumination of areas such as representational areas, corridors, stairs, receptions and shops. 
Luminaires are produced from an aluminium profile. In direct-indirect (D/I) version approximately  
10 % of light is emitted upwards.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised  – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

09 	 smooth opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option
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SEVEN RING luminaires w. 68 mm

SEVEN RING LI LED single pendant luminaires for direct illumination, 68 mm wide, with low intensity LED light source, dimmable DALI LED driver in 
separate gear box - ceiling rose, 230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal polycarbonate cover

Order code Luminaire

direct (D) direct-indirect (D/I)

type with OP cover 09 with OP cover 09 Ф (lm) P (W) ø D (mm)

SEVEN RING 450/68 LI LED DALI 929 72t a09 890 --- 1200 21 450
SEVEN RING 650/68 LI LED DALI 929 74t a09 890 --- 1680 26 650
SEVEN RING 950/68 LI LED DALI 929 75t a09 890 --- 2650 40 950
SEVEN RING 1250/68 LI LED DALI 929 76t a09 890 --- 3610 52 1250
SEVEN RING 1550/68 LI LED DALI 929 77t a09 890 --- 4520 68 1550

SEVEN RING luminaires w. 106 mm

SEVEN RING HI LED single pendant surface and wall mounted luminaires for direct and direct-indirect illumination, 106 mm wide, with high intensity 
LED light source, dimmable DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal polycarbonate cover

direct (D) direct-indirect (D/I)

type with OP cover 09 with OP cover 09 Ф (lm) P (W) ø D (mm)

SEVEN RING 650/106 HI LED DALI 929 74t a09 891 929 74t a09 893 5260 52 650
SEVEN RING 950/106 HI LED DALI 929 75t a09 891 929 75t a09 893 8270 80 950
SEVEN RING 1250/106 HI LED DALI 929 76t a09 891 929 76t a09 893 11280 111 1250
SEVEN RING 1550/106 HI LED DALI 929 77t a09 891 929 77t a09 893 14110 142 1550
SEVEN RING 1850/106 HI LED DALI 929 78t a09 891 929 78t a09 893 16930 166 1850

SEVEN RING LI LED single pendant surface and wall mounted luminaires for direct and direct-indirect illumination, 106 mm wide, with low intensity 
LED light source, dimmable DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal polycarbonate cover

direct (D) direct-indirect (D/I)

type with OP cover 09 with OP cover 09 Ф (lm) P (W) ø D (mm)

SEVEN RING 650/106 LI LED DALI 929 74t a09 892 929 74t a09 894 2700 26 650
SEVEN RING 950/106 LI LED DALI 929 75t a09 892 929 75t a09 894 4260 40 950
SEVEN RING 1250/106 LI LED DALI 929 76t a09 892 929 76t a09 894 5810 52 1250
SEVEN RING 1550/106 LI LED DALI 929 77t a09 892 929 77t a09 894 7260 68 1550
SEVEN RING 1850/106 LI LED DALI 929 78t a09 892 929 78t a09 894 8570 77 1850

 
Luminous flux is stated for luminaires with direct ilumination and light source 840.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 719 silver RAL 9006 MS 940 719 901 000 940 719 921 000 940 719 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Order code:

929 75 t abc 871

LED electrical equipment
luminaire colour optical part

Description

Single, 70 mm high, pendant, surface and wall mounted triangle luminaires for direct and  
direct-indirect (D/I)  illumination of areas such as representational areas, corridors, stairs, receptions 
and shops. Luminaires are produced from an aluminium profile. In direct-indirect (D/I) version 
approximately 10 % of light is emitted upwards.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised  – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

09 	 smooth opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

09

SEVEN trianglE

Examples:

929 754 309 871
SEVEN TRIANGLE HI LED 840, 900/106 mm, 

white RAL 9003 matt, smooth opal  
cover 09, DALI LED driver

929 753 909 871
SEVEN TRIANGLE HI LED 830,  

900/106 mm, silver RAL 9006 MS, smooth  
opal cover 09, DALI LED driver

186



K
V

A
D

R
A

-R
 7

0

SEVEN TRIANGLE HI LED single luminaires with high intensity LED light source for direct and direct-indirect illumination, dimmable DALI LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal cover

Order code Luminaire

direct (D) direct-indirect (D/I)

type with OP cover 09 with OP cover 09 Ф (lm) P (W) L (mm)

SEVEN TRIANGLE 900/106 HI LED DALI 929 75 t a09 871 929 75 t a09 873 6040 77 900
SEVEN TRIANGLE 1400/106 HI LED DALI 929 76 t a09 871 929 76 t a09 873 10230 125 1400
SEVEN TRIANGLE 1800/106 HI LED DALI 929 77 t a09 871 929 77 t a09 873 13020 157 1800

SEVEN TRIANGLE LI LED single luminaires with low intensity LED light source for direct and direct-indirect illumination, dimmable DALI LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal cover

direct (D) direct-indirect (D/I)

type with OP cover 09 with OP cover 09 Ф (lm) P (W) L (mm)

SEVEN TRIANGLE 900/106 LI LED DALI 929 75 t a09 872 929 75 t a09 874 3110 37 900
SEVEN TRIANGLE 1400/106 LI LED DALI 929 76 t a09 872 929 76 t a09 874 5260 63 1400
SEVEN TRIANGLE 1800/106 LI LED DALI 929 77 t a09 872 929 77 t a09 874 6700 73 1800

Luminous flux is stated for luminaires with direct ilumination and light source 840.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 719 silver RAL 9006 MS 940 719 901 000 940 719 921 000 940 719 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Description

Single, 70 mm high, pendant, surface and wall mounted square luminaires for direct  
and direct-indirect (D/I) illumination of areas such as representational areas, corridors, stairs, 
receptions and shops. Luminaires are made from an aluminium profile. In direct-indirect (D/I) version 
approximately 10 % of light is emitted upwards.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
8 	 silver anodised  – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

09 	 smooth opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

09

SEVEN square

Order code:

929 75 t abc 851

LED electrical equipment
luminaire colour optical part

Examples:

929 754 309 851
SEVEN square HI LED 840, 900/106 mm,  

white RAL 9003 matt, smooth  
opal cover 09, DALI LED driver

929 753 909 851
SEVEN square HI LED 830, 900/106 mm, 
silver RAL 9006 MS, smooth opal cover 09, 

DALI LED driver
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SEVEN SQUARE HI LED single luminaires with high intensity LED light source for direct and direct-indirect illumination, dimmable DALI LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal cover.

Order code Luminaire

direct (D) direct-indirect (D/I)

type with OP cover 09 with OP cover 09 Ф (lm) P (W) L (mm)

SEVEN square 900/106 HI LED DALI 929 75 t a09 851 929 75 t a09 853 7440 89 900
SEVEN square 1400/106 HI LED DALI 929 76 t a09 851 929 76 t a09 853 13640 160 1400
SEVEN square 1800/106 HI LED DALI 929 77 t a09 851 929 77 t a09 853 17360 208 1800

SEVEN SQUARE LI LED single luminaires with low intensity LED light source for direct and direct-indirect illumination, dimmable DALI LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal cover.

direct (D) direct-indirect (D/I)

type with OP cover 09 with OP cover 09 Ф (lm) P (W) L (mm)

SEVEN square 900/106 LI LED DALI 929 75 t a09 852 929 75 t a09 854 3830 48 900
SEVEN square 1400/106 LI LED DALI 929 76 t a09 852 929 76 t a09 854 7020 75 1400
SEVEN square 1800/106 LI LED DALI 929 77 t a09 852 929 77 t a09 854 8940 98 1800

Luminous flux is stated for luminaires with direct ilumination and light source 840.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 719 silver RAL 9006 MS 940 719 901 000 940 719 921 000 940 719 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
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Description

Recessed circular luminaires with painted steel rim (ceiling plate) in a diameter of 160 and 
210mm for illumination of offices, social and representational areas, corridors, stairs, receptions, 
shops and flats. 
Wide range of AXL accessories and optical parts with IP54 and IP65 protection and antivandal 
solution can be easily fixed on DLT 160 bezel with bayonet lock.
On request it is possible to supply DLT 210 in black version – black powder coated rim and black 
anodised shield – please specify in the order.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt –  on request
3 	 white RAL 9003 matt – standard 
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with rim for covering mounting hole
 

Lower optical part (¨bc¨ in order code)

For DLT 160 luminaires:
0c 	 facetted reflector 38° with bezel for accessories AXL„c“
1c 	 facetted reflector 60° with bezel for accessories AXL „c“
6c 	 facetted reflector 38° IP 6x with bezel for accessories AXL „c“
7c 	 facetted reflector 60° IP 6x with bezel for accessories AXL „c“

For DLT 210 luminaires:
00 	 facetted reflector  38°
10 	 facetted reflector  60°

01 	 facetted reflector with 16° optics and protective clear glass 
03 	 facetted reflectorwith 36° optics and protective clear glass
08 	 facetted reflector with protective satin glass 
66 	 painted metal rim IP65 with clear cover and three screws 
68 	 painted metal rim IP 65 with satin cover and three screws 
50 	 asymmetric reflector

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80
	 8 - TW –  tunable white LED module 

		 3000K, 4000K a 6000K (4x10W)
	 9 - RGBW – LED module   

		  red, green, blue and white 4000K (4x10W)

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option in separate gear box

DLT 160

DLT 210

Order code:

952 73t a1c x20

LED electrical equipment
luminaire colour optical part

Example:

952 732 311 820
DLT 160 LED 3 - 940, reflector 60°, with 

white ceiling plate RAL 9003 matt (AXL 1), 
DALI LED driver

952 734 313 220
DLT 160 LED 3 - 840, reflector 60°,  

with white ceiling plate RAL 9003 matt, 
with satin cover IP 54 (AXL 3),   

non-dimmable LED driver190
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DLT 160 recessed luminaires

DLT 160 LED single recessed luminaires for direct illumination, non-dimmable (x=2) or dimmable DALI LED driver (x=8), 230V/50Hz, IP  20, with one 
five-pole terminal block, with reflector with narrow or wide beam angle, with cover IP 6x, with bezel for accessories AXL („c“ in order code)

Order code Luminaire

type with reflector 38° with reflector 60°
with refl. 38°, 

IP 6x
with refl. 60°, 

IP 6x
Ф (lm) P (W)

ø D/mounting hole 
(mm)

DLT 160 LED 1 952 71t a0c x20 952 71t a1c x20 952 71t a6c x20 952 71t a7c x20 1050 12 160/140
DLT 160 LED 2 952 72t a0c x20 952 72t a1c x20 952 72t a6c x20 952 72t a7c x20 1360 15 160/140
DLT 160 LED 3 952 73t a0c x20 952 73t a1c x20 952 73t a6c x20 952 73t a7c x20 1920 21 160/140
DLT 160 LED 4 952 74t a0c x20 952 74t a1c x20 952 74t a6c x20 952 74t a7c x20 2640 29 160/140
DLT 160 LED 5 952 75t a0c x20 952 75t a1c x20 952 75t a6c x20 952 75t a7c x20 3130 36 160/140
DLT 160 LED 6 952 76t a0c x20 952 76t a1c x20 952 76t a6c x20 952 76t a7c x20 3530 41 160/140
DLT 160 LED 7 952 77t a0c x20 952 77t a1c x20 952 77t a6c x20 952 77t a7c x20 4810 62 160/140

AXL accessories 

Ceiling plates and optical parts with bayonet lock for DLT 160 – AXL (“c” in order code). 
Accessories can be ordered separately or together with the luminaire – please specify type “c” and colour “a”. White RAL 9003 matt - standard

type "c" description Order code

AXL 1 round ceiling plate 952 700 a01 000

AXL  2 round clear lens IP54 952 700 a02 000

AXL  3 round soft diffusion plate IP54 952 700 a03 000

AXL 4 round wash light lens IP54 952 700 a04 000

AXL  9 round vandal proof clear lens with secured access  IK 10 952 700 309 000

DLT 210 recessed luminaires

DLT 210 LED single recessed luminaires for direct illumination, non-dimmable (x=2) or dimmable DALI LED driver (x=8), 230V/50Hz, IP 20, with one 
five-pole terminal block, with reflector with narrow or wide beam angle, with cover IP 6x, with asymmetric reflector or optics  

Order code Luminaire

typ with reflector 38° with reflector 60° with cover 66 with cover 68 Ф (lm) P (W) ø D/mounting hole (mm)

DLT  210 LED AC 1 952 71t a00 x10 952 71t a10 x10 952 71t a66 x10 952 71t a68 x10 1000 12 210/195
DLT  210 LED AC 2 952 72t a00 x10 952 72t a10 x10 952 72t a66 x10 952 72t a68 x10 1820 19 210/195
DLT  210 LED AC 3 952 73t a00 x10 952 73t a10 x10 952 73t a66 x10 952 73t a68 x10 2740 31 210/195

DLT  210 LED 1 952 71t a00 x11 952 71t a10 x11 952 71t a66 x21 952 71t a68 x21 940 12 210/195
DLT  210 LED 2 952 72t a00 x11 952 72t a10 x11 952 72t a66 x21 952 72t a68 x21 1880 23 210/195
DLT  210 LED 3 952 73t a00 x11 952 73t a10 x11 952 73t a66 x21 952 73t a68 x21 2820 33 210/195

with asymmetric reflector 50

DLT 210 ASM LED 1 952 71t a50 x11 900 12 210/195
DLT 210 ASM LED 2 952 72t a50 x11 1810 23 210/195

with optics 01 with optics 03 with optics 08

DLT  210 TW 952 738 a01 810 952 738 a03 810 952 738 a08 810 4500 50 210/195
DLT  210 RGBW 952 739 a01 810 952 739 a03 810 952 739 a08 810 -- -- 210/195

Luminous flux is stated for luminaires with light source 840 and reflector without cover or lens.

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.
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Description

Recessed circular luminaires for direct illumination of areas such as representational areas, 
corridors, stairs, receptions and shops. Luminaires are produced from rolled aluminium profile 
and supplied in two versions – with visible, 24 mm wide rim for covering mounting hole  
and without visible rim (trimless installation). Luminaires are powder-coated.  
Luminaires should be installed into 1-25 mm thick plasterboard ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with visible rim for covering mounting hole
Recessed without rim for trimless installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
08 	 prismatic satine cover
09 	 smooth opal cover 

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

DLT C

Order code:

952 73 t abc x65

LED electrical equipment 
luminaire colour optical part

Example:

952 734 309 865
DLT C HI LED 840, 500 mm, TL (trimless), 

white RAL 9003 matt, smooth opal  
cover 09, DALI LED driver

952 733 907 265
DLT C HI LED 830, 500 mm TL (trimless), 

silver RAL 9006 MS, micro prismatic  
cover 07, non-dimmable LED driver
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DLT c luminaires with rim

DLT C HI LED single luminaires with high intensity LED light source, with a rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) 
LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic or smooth opal cover

Order code Luminaire Mounting hole

type with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) ø D (mm) ø D1 (mm)

DLT C HI LED 325 952 71t a07 x61 952 71t a08 x61 952 71t a09 x61 710 9 325 310
DLT C HI LED 425 952 72t a07 x61 952 72t a08 x61 952 72t a09 x61 1420 17 425 410
DLT C HI LED 525 952 73t a07 x61 952 73t a08 x61 952 73t a09 x61 2980 31 525 510
DLT C HI LED 675 952 74t a07 x61 952 74t a08 x61 952 74t a09 x61 5120 54 675 660
DLT C HI LED 975 --- 952 75t a08 x61 952 75t a09 x61 11920 125 975 960

DLT C LI LED single luminaires with low intensity LED light source, with a rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) LED 
driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic or smooth opal cover

type with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) ø D (mm) ø D1 (mm)

DLT C LI LED 325 952 71t a07 x62 952 71t a08 x62 952 71t a09 x62 350 6 325 310
DLT C LI LED 425 952 72t a07 x62 952 72t a08 x62 952 72t a09 x62 710 9 425 410
DLT C LI LED 525 952 73t a07 x62 952 73t a08 x62 952 73t a09 x62 1490 18 525 510
DLT C LI LED 675 952 74t a07 x62 952 74t a08 x62 952 74t a09 x62 2560 26 675 660
DLT C LI LED 975 --- --- 952 75t a09 x62 5960 61 975 960

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.

DLT c luminaires without rim

DLT C HI LED single luminaires with high intensity LED light source, without rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) 
LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal cover

Order code Luminaire Mounting hole

type with OP cover 09 Ф (lm) P (W) ø D (mm) ø D1 (mm)

DLT C HI LED 300 TL 952 71t a09 x65 710 9 300 315
DLT C HI LED 400 TL 952 72t a09 x65 1420 17 400 415
DLT C HI LED 500 TL 952 73t a09 x65 2980 31 500 515
DLT C HI LED 650 TL 952 74t a09 x65 5120 54 650 665

DLT C LI LED single luminaires with low intensity LED light source, without rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) 
LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with smooth opal cover

type with OP cover 09 Ф (lm) P (W) ø D (mm) ø D1 (mm)

DLT C LI LED 300 TL 952 71t a09 x66 350 6 300 315
DLT C LI LED 400 TL 952 72t a09 x66 710 9 400 415
DLT C LI LED 500 TL 952 73t a09 x66 1490 18 500 515
DLT C LI LED 650 TL 952 74t a09 x66 2560 26 650 665

Luminous flux is stated for luminaires with light source 840 and smooth opal cover 09. Luminaire’s outputs with cover 07 and 08 are higher.

Accessories

n	 Luminaires without rim are supplied with installation ring for 9 | 12,5 | 16 | 20 and 25 mm thick ceilings.

D
LT

 C

DLT C
Realizations.................page 40 193



09

08

07

L4

L3

L1 L2

L4

L3

L1 L2

175

12
3

L1 x L2

12
3

 ø D

12
3

DLT RC

Description

Recessed rectangular and square luminaires with rounded corners for direct illumination 
of representational areas, corridors, stairs, receptions and shops. Luminaires are produced from 
an aluminium profile with 24 mm wide rim for covering the mounting hole and are powder-
coated. Luminaires should be installed into 1-25 mm thick plasterboard ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with visible rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
08 	 prismatic satine cover
09 	 smooth opal cover 

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Objednací číslo:

952 70 t abc x30

LED elektrická výbava
barva svítidla optická část

Příklad objednání:

952 704 309 830
 DLT RC HI LED 840, 625x625 mm, 

RAL 9003 mat, opálový kryt 09,  
DALI LED driver

952 703 907 230
DLT RC HI LED 830, 625x625 mm, stříbrná 
RAL 9006 MS, mikropyramidový kryt 07, 

nestmívatelný LED driver

Order code:

952 70 t abc x31

LED electrical equipment 
luminaire colour optical part

Example:

952 704 309 831
DLT RC HI LED 840, 625x625mm, white 
RAL 9003 matt, smooth opal cover 09, 

DALI LED driver

952 703 907 231
DLT RC HI LED 830, 625x625mm, silver 
RAL 9006 MS, micro prismatic cover 07, 

non-dimmable LED driver
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DLT RC HI LED single luminaires with high intensity LED light source, with a rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) 
LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover

Order code Luminaire Mounting hole

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm) L3xL4 (mm)

DLT RC HI LED 175x625 952 72t a07 x31 952 72t a08 x31 952 72t a09 x31 1390 22 175x625 156x606

DLT RC HI LED 175x925 952 73t a07 x31 952 73t a08 x31 952 73t a09 x31 2090 34 175x925 156x906
DLT RC HI LED 175x1225 952 74t a07 x31 952 74t a08 x31 952 74t a09 x31 2790 39 175x1225 156x1206
DLT RC HI LED 175x1525 952 75t a07 x31 952 75t a08 x31 952 75t a09 x31 3690 52 175x1525 156x1506
DLT RC HI LED 375x375 952 76t a07 x31 952 76t a08 x31 952 76t a09 x31 1390 22 325x325 356x356
DLT RC HI LED 375x625 952 77t a07 x31 952 77t a08 x31 952 77t a09 x31 2090 24 325x625 356x606
DLT RC HI LED 375x925 952 78t a07 x31 952 78t a08 x31 952 78t a09 x31 2940 31 325x925 356x906
DLT RC HI LED 375x1225 952 79t a07 x31 952 79t a08 x31 952 79t a09 x31 3910 42  325x1225 356x1206
DLT RC HI LED 625x625 952 70t a07 x31 952 70t a08 x31 952 70t a09 x31 3910 42 625x625 606x606

DLT RC LI LED single luminaires with low intensity LED light source, with a rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) 
LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm) L3xL4 (mm)

DLT RC LI LED 175x625 952 72t a07 x32 952 72t a08 x32 952 72t a09 x32 690 11 175x625 156x606

DLT RC LI LED 175x925 952 73t a07 x32 952 73t a08 x32 952 73t a09 x32 1020 18 175x925 156x906
DLT RC LI LED 175x1225 952 74t a07 x32 952 74t a08 x32 952 74t a09 x32 1390 21 175x1225 156x1206
DLT RC LI LED 175x1525 952 75t a07 x32 952 75t a08 x32 952 75t a09 x32 1840 29 175x1525 156x1506
DLT RC LI LED 375x375 952 76t a07 x32 952 76t a08 x32 952 76t a09 x32 690 12 325x325 356x356
DLT RC LI LED 375x625 952 77t a07 x32 952 77t a08 x32 952 77t a09 x32 760 12 325x625 356x606
DLT RC LI LED 375x925 952 78t a07 x32 952 78t a08 x32 952 78t a09 x32 1530 15 325x925 356x906
DLT RC LI LED 375x1225 952 79t a07 x32 952 79t a08 x32 952 79t a09 x32 2180 23  325x1225 356x1206
DLT RC LI LED 625x625 952 70t a07 x32 952 70t a08 x32 952 70t a09 x32 2180 23 625x625 606x606

Luminous flux is stated for luminaires with light source 840 and smooth opal cover 09. Luminaire’s outputs with cover 07 and 08 are higher.

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.
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Description

Recessed rectangular and square luminaires for direct illumination of representational areas, 
corridors, stairs, receptions and shops. Luminaires are produced from an aluminium profile with 
24 mm wide rim for covering the mounting hole and are powder-coated. Luminaires should be 
installed into 1-25 mm thick plasterboard ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
8	 silver anodised – standard
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with visible rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
08 	 prismatic satine cover
09 	 smooth opal cover 

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

DLT-Q

Objednací číslo:

952 70 t abc x30

LED elektrická výbava
barva svítidla optická část

Příklad objednání:

952 704 309 830
 DLT-Q HI LED 840, 625x625 mm, 
RAL 9003 mat, opálový kryt 09,  

DALI LED driver

952 703 907 230
DLT-Q HI LED 830, 625x625 mm, stříbrná 
RAL 9006 MS, mikropyramidový kryt 07, 

nestmívatelný LED driver

Order code:

952 70 t abc x41

LED electrical equipment 
luminaire colour optical part

Example:

952 704 309 841
DLT HI LED 840, 625x625 mm, white RAL 
9003 matt, smooth opal cover 09, DALI 

LED driver

952 703 907 241
DLT HI LED 830, 625x625 mm, silver RAL 

9006 MS, micro prismatic cover 07,  
non-dimmable LED driver
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DLT-Q HI LED single luminaires with high intensity LED light source, with a rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) 
LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover 

Order code Luminaire Mounting hole

type with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm) L3xL4 (mm)

DLT-Q HI LED 175x625 952 72t a07 x11 952 72t a08 x11 952 72t a09 x11 1390 22 175x625 156x606

DLT-Q HI LED 175x925 952 73t a07 x11 952 73t a08 x11 952 73t a09 x11 2090 34 175x925 156x906
DLT-Q HI LED 175x1225 952 74t a07 x11 952 74t a08 x11 952 74t a09 x11 2790 39 175x1225 156x1206
DLT-Q HI LED 175x1525 952 75t a07 x11 952 75t a08 x11 952 75t a09 x11 3690 52 175x1525 156x1506
DLT-Q HI LED 325x325 952 76t a07 x11 952 76t a08 x11 952 76t a09 x11 1390 22 325x325 356x356
DLT-Q HI LED 325x625 952 77t a07 x11 952 77t a08 x11 952 77t a09 x11 2090 24 325x625 356x606
DLT-Q HI LED 325x925 952 78t a07 x11 952 78t a08 x11 952 78t a09 x11 2940 31 325x925 356x906
DLT-Q HI LED 325x1225 952 79t a07 x11 952 79t a08 x11 952 79t a09 x11 3910 42  325x1225 356x1206
DLT-Q HI LED 625x625 952 70t a07 x41 952 70t a08 x41 952 70t a09 x41 3910 42 625x625 606x606
DLT-Q HI LED 625x925 952 71t a07 x41 952 70t a08 x41 952 70t a09 x41 5130 54 625x925 606x906
DLT-Q HI LED 925x925 DALI 952 72t a07 841 952 70t a08 841 952 70t a09 841 8050 76 925x925 906x906

DLT-Q LI LED single luminaires with low intensity LED light source, with a rim, for direct illumination, non-dimmable (x=2) or dimmable DALI (x=8) LED 
driver, 230V/50Hz, IP 20, with one five-pole terminal block, with micro prismatic cover or smooth opal cover

type with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W) L1xL2 (mm) L3xL4 (mm)

DLT-Q LI LED 175x625 952 72t a07 x12 952 72t a08 x12 952 72t a09 x12 690 11 175x625 156x606

DLT-Q LI LED 175x925 952 73t a07 x12 952 73t a08 x12 952 73t a09 x12 1020 18 175x925 156x906
DLT-Q LI LED 175x1225 952 74t a07 x12 952 74t a08 x12 952 74t a09 x12 1390 21 175x1225 156x1206
DLT-Q LI LED 175x1525 952 75t a07 x12 952 75t a08 x12 952 75t a09 x12 1840 29 175x1525 156x1506
DLT-Q LI LED 325x325 952 76t a07 x12 952 76t a08 x12 952 76t a09 x12 690 12 325x325 356x356
DLT-Q LI LED 325x625 952 77t a07 x12 952 77t a08 x12 952 77t a09 x12 760 12 325x625 356x606
DLT-Q LI LED 325x925 952 78t a07 x12 952 78t a08 x12 952 78t a09 x12 1530 15 325x925 356x906
DLT-Q LI LED 325x1225 952 79t a07 x12 952 79t a08 x12 952 79t a09 x12 2180 23  325x1225 356x1206
DLT-Q LI LED 625x625 952 70t a07 x42 952 70t a08 x42 952 70t a09 x42 2180 23 625x625 606x606
DLT-Q LI LED 625x925 952 71t a07 x42 952 70t a08 x42 952 70t a09 x42 2630 26 625x925 606x906
DLT-Q LI LED 925x925 952 72t a07 x42 952 70t a08 x42 952 70t a09 x42 4050 39 925x925 906x906

Luminous flux is stated for luminaires with light source 840 and smooth opal cover 09. Luminaire’s outputs with cover 07 and 08 are higher.

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.

D
LT

-Q

197



175

12
3

L1 x L2

12
3

 ø D

12
3

ø D

ø D1

Description

Recessed ring-shaped luminaires for direct illumination of representational areas, corridors, 
stairs, receptions and shops. Luminaires are produced from rolled aluminium profile with visible, 
24 mm wide rim for covering mounting hole and luminaires are powder-coated. Luminaires 
with a rim should be installed into 1-25 mm thick plasterboard ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with visible rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

09 	 smooth opal cover 

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

DLT RING

09

Order code:

952 75 t a09 891

LED electrical equipment 
luminaire colour optical part

Example:

952 754 309 891
DLT RING HI LED 840, 975 mm, white 

RAL 9003 matt, smooth opal cover 09, 
DALI LED driver

952 753 909 891
DLT RING HI LED 830, 975 mm,  

silver RAL 9006 MS, smooth opal  
cover 09, DALI LED driver
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DLT RING HI LED single luminaires with high intensity LED light source, with a rim, for direct illumination,  dimmable DALI LED driver, 230V/50Hz, IP 20, 
with one five-pole terminal block, with smooth opal cover

Order code Luminaire Mounting hole

type with OP cover 09 Ф (lm) P (W) ø D (mm) ø D1 (mm)

DLT RING HI LED 775 DALI 952 74t a09 891 4330 52 775 760
DLT RING HI LED 975 DALI 952 75t a09 891 6820 80 975 960
DLT RING HI LED 1275 DALI 952 76t a09 891 9300 111 1275 1260
DLT RING HI LED 1575 DALI 952 77t a09 891 11630 142 1575 1560

DLT RING LI LED single luminaires with low intensity LED light source, with a rim, for direct illumination, dimmable DALI LED driver, 230V/50Hz, IP 20, 
with one five-pole terminal block, with smooth opal cover 

type with OP cover 09 Ф (lm) P (W) ø D (mm)  ø D1 (mm)

DLT RING LI LED 775 DALI 952 74t a09 892 2230 26 775 760
DLT RING LI LED 975 DALI 952 75t a09 892 3510 40 975 960
DLT RING LI LED 1275 DALI 952 76t a09 892 4780 52 1275 1260
DLT RING LI LED 1575 DALI 952 77t a09 892 5980 68 1575 1560

Luminous flux is stated for luminaires with light source 840.   

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.
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Order code:

952 75 t a09 851

LED electrical equipment 
luminaire colour optical part

Example:

952 754 309 851
DLT SQUARE HI LED 840, 1275 mm,  

white RAL 9003 matt, smooth  
opal cover 09, DALI LED driver

952 753 909 851
DLT SQUARE HI LED 830, 1275 mm,  

silver RAL 9006 MS, smooth opal  
cover 09, DALI LED driver

Description

Recessed square luminaires for direct illumination of representational areas, corridors, stairs, 
receptions and shops. Luminaires are produced from an aluminium profile with a rim for 
covering mounting hole and are powder-coated. Luminaires should be installed into 1-25 mm 
thick plasterboard ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with visible rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

09 	 smooth opal cover 

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90 
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

09

DLT square

200



K
V

A
D

R
A

-R
 7

0

DLT SQUARE HI LED single luminaires with high intensity LED light source, with a rim, for direct illumination, dimmable DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with smooth opal cover

Order code Luminaire Mounting hole

typ with OP cover 09 Ф (lm) P (W) L (mm) L1 (mm)

DLT SQUARE HI LED 975 DALI 952 74t a09 851 7440 89 975 960
DLT SQUARE HI LED 1275 DALI 952 75t a09 851 13640 160 1275 1260
DLT SQUARE HI LED 1575 DALI 952 76t a09 851 173660 208 1575 1560

DLT SQUARE LI LED single luminaires with low intensity LED light source, with a rim, for direct illumination, dimmable DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with smooth opal cover 

typ with OP cover 09 Ф (lm) P (W) L (mm) L1 (mm)

DLT SQUARE LI LED 975 DALI 952 74t a09 852 3830 43 975 960

DLT SQUARE LI LED 1275 DALI 952 75t a09 852 7020 75 1275 1260
DLT SQUARE LI LED 1575 DALI 952 76t a09 852 8940 98 1575 1560

Luminous flux is stated for luminaires with light source 840.   

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.
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Description

Recessed triangular luminaires with rounded corners for direct illumination of representational 
areas, corridors, stairs, receptions and shops. Luminaires are produced from an aluminium 
profile with 24 mm wide rim for covering mounting hole and are powder-coated. Luminaires 
should be installed into 1-25 mm thick plasterboard ceilings.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – on request
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – standard
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Recessed with visible rim for covering mounting hole

Lower optical part (¨bc¨ in order code)

09 	 smooth opal cover 

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

8 	 dimmable DALI LED driver  
with individual setting option

09

DLT trianglE

Example:

952 754 309 871
DLT TRIANGLE HI LED 840, 1275 mm, 
white RAL 9003 matt, smooth opal  

cover 09, DALI LED driver

952 753 909 871
DLT TRIANGLE HI LED 830, 1275 mm, 

silver RAL 9006 MS, smooth opal  
cover 09, DALI LED driver

Order code:

952 75 t a09 871

LED electrical equipment 
luminaire colour optical part
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DLT TRIANGLE HI LED single luminaires with high intensity LED light source, with a rim, for direct illumination, dimmable DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with smooth opal cover

Order code Luminaire Mounting hole

typ with OP cover 09 Ф (lm) P (W) L (mm) L1 (mm)

DLT TRIANGLE HI LED 975 DALI 952 74t a09 871 6040 77 975 960
DLT TRIANGLE HI LED 1275 DALI 952 75t a09 871 10230 125 1275 1260
DLT TRIANGLE HI LED 1575 DALI 952 76t a09 871 13020 157 1575 1560

DLT TRIANGLE HI LED single luminaires with low intensity LED light source, with a rim, for direct illumination, dimmable DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with smooth opal cover

typ with OP cover 09 Ф (lm) P (W) L (mm) L1 (mm)

DLT TRIANGLE LI LED 975 DALI 952 74t a09 872 3110 37 975 960
DLT TRIANGLE LI LED 1275 DALI 952 75t a09 872 5260 63 1275 1260
DLT TRIANGLE LI LED 1575 DALI 952 76t a09 872 6700 73 1575 1560

Luminous flux is stated for luminaires with light source 840.   

Accessories

n	 Luminaires are supplied with installation brackets for 1-25 mm thick ceilings.
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Description

Recessed luminaires for illumination of schools, offices, corridors, stairs, receptions and shops. 
It is possible to modifiy the luminaires for other ceiling systems with specific dimensions 
or fixing method. 

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – on request
3	 white RAL 9003 matt – standard
4	 another (e.g. white RAL 9010, or 9016 gloss or matt) – on request

Installation

Universal recessed luminaires with cover in a  frame (b=1, 2 or 5), for plasterboard and false 
ceilings in module 600 or 625 mm.
Recessed luminaires with cover without frame (b=0), only for false T-bar ceilings in module 600 
or 625 mm.

Lower optical part (¨bc¨ in order code)

b 		
0 		  cover without frame
1 		  cover in silver anodised aluminium frame
2 		  cover in white painted aluminium frame
5 		  cover in white painted frame made of steel sheet

	 c 	
	 7 	 micro prismatic cover
	 8 	 prismatic satine cover
	 9 	 smooth opal cover

39 	 dropped smooth opal cover without frame

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Order code:

950 74 t abc x51

Example:

950 744 117 851
VMR 597x597  LED 840, white RAL 9003 
gloss with micro prismatic cover in silver 

anodised frame, DALI LED driver

950 743 159 251
VMR 597x597  LED 830, white RAL 9003 

gloss with opal cover in white steel frame, 
non-dimmable LED driver

MOUNTING HOLE

LED with cover 07, 08, 09

58

LED electrical equipment
luminaire colour optical part
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VMR LED universal recessed luminaires, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, 
with covers in frame, module 600 mm

Order code Luminaire Mounting hole

type with MP cover 07 with MP cover 08 with OP cover 09 with OP cover 39 Ф (lm) P (W) L3xL4 (mm)

VMR 297x297 LED 950 71t ab7 x42 950 71t ab8 x42 950 71t ab9 x42 950 71t a39 x42 1020 12 282x282
VMR 297x597 LED 950 72t ab7 x42 950 72t ab8 x42 950 72t ab9 x42 950 72t a39 x42 2060 24 282x582
VMR 297x897 LED 950 73t ab7 x42 950 73t ab8 x42 950 73t ab9 x42 --- 3270 37 282x882
VMR 297x1197 LED 950 74t ab7 x42 950 74t ab8 x42 950 74t ab9 x42 --- 4310 46 282x1182
VMR 297x1497 LED 950 75t ab7 x42 950 75t ab8 x42 950 75t ab9 x42 --- 4970 56 282x1482
VMR 597x597 LED 950 74t ab7 x51 950 74t ab8 x51 950 74t ab9 x51 950 74t a39 x51 4310 46 582x582

VMR LED universal recessed luminaires, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, 
with covers in frame, module 625 mm

type with MP cover 07 with MP cover 08 with OP cover 09 with OP cover 39 Ф (lm) P (W) L3xL4 (mm)

VMR 307x307 LED 955 71t ab7 x42 955 71t ab8 x42 955 71t ab9 x42 955 71t a39 x42 1020 12 292x292
VMR 307x622 LED 955 72t ab7 x42 955 72t ab8 x42 955 72t ab9 x42 955 72t a39 x42 2060 24 292x607
VMR 307x 934 LED 955 73t ab7 x42 955 73t ab8 x42 955 73t ab9 x42 --- 3270 37 292x919
VMR 307x1247 LED 955 74t ab7 x42 955 74t ab8 x42 955 74t ab9 x42 --- 4310 46 292x1232
VMR 307x1547 LED 955 75t ab7 x42 955 75t ab8 x42 955 75t ab9 x42 --- 4970 56 292x1532
VMR 622x622 LED 955 74t ab7 x51 955 74t ab8 x51 955 74t ab9 x51 955 74t a39 x51 4310 46 607x607

Accessories

n	 For installation into plasterboard ceilings, it is necessary to order installation brackets. 

07 08 09

VMR.................................page 82
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VMR LED recessed luminaires, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with fixed 
cover without frame, only for upper installation by laying on false ceilings T-bars in module 600 mm

Order code Luminaire

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W)

VMR 297x597 LED 950 72t a07 x42 950 72t a08 x42 950 72t a09 x42 2060 24
VMR 297x1197 LED 950 74t a07 x42 950 74t a08 x42 950 74t a09 x42 4310 46
VMR 597x597 LED 950 74t a07 x51 950 74t a08 x51 950 74t a09 x51 4310 46

VMR LED recessed luminaires, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with fixed 
cover without frame, only for upper installation by laying on false ceilings T-bars in module 625 mm

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W)

VMR 307x622 LED 955 72t a07 x42 955 72t a08 x42 955 72t a09 x42 2060 24
VMR 307x 934 LED 955 73t a07 x42 955 73t a08 x42 955 73t a09 x42 3270 37
VMR 307x1247 LED 955 74t a07 x42 955 74t a08 x42 955 74t a09 x42 4310 46
VMR 307x1547 LED 955 75t a07 x42 955 75t a08 x42 955 75t a09 x42 4970 56
VMR 622x622 LED 955 74t a07 x51 955 74t a08 x51 955 74t a09 x51 4310 46

Luminous flux is stated for luminaires with light source 840 and opal cover 09. Luminaire´s outputs with louver 07 and 08 are higher.

Recessed luminaires VMR LED with cover with frame

Recessed luminaires VMR LED with cover without frame
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LED with louver 61, 69

Description

Recessed luminaires with high efficacy and limited glare suitable for illumination of schools, 
offices, corridors, receptions and shops. White painted luminaire body is equipped with high 
efficiency louver made of MIRO SILVER providing maximum luminaire efficiency, optimum light 
distribution and decreased glare. It is possible to install luminaires into a plasterboards or false 
ceilings in module 600 and 625 mm.

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – on request
3	 white RAL 9003 matt – standard
4	 another (e.g. white RAL 9010, or 9016 gloss or matt) – on request

Installation

Universal recessed luminaires for plasterboard  
and false ceilings in module 600 or 625 mm.

Lower optical part (¨bc¨ in order code)

61 	 white soft light louver
69 	 high efficiency louver made of MIRO SILVER

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Order code:

950 74 t abc x55

Example:

950 744 369 855
VMR NL 597x597 LI LED 840, white RAL 
9003 matt with louver 69 MIRO SILVER,  

DALI LED driver

950 743 161 255
VMR NL 597x597  LI LED 830, 

 white RAL 9003 gloss with white  
louver 61, non-dimmable LED driver

LED electrical equipment
luminaire colour optical part
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VMR NL HI LED universal recessed luminaires with high intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver, module 600 mm

Order code Luminaire Mounting hole

type with louver 61 with louver 69 Ф (lm) P (W) L3xL4 (mm)

VMR NL 184x297  HI LED 950 71t a61 x43 950 71t a69 x43 1900 20 169x282
VMR NL 184x597 HI LED 950 72t a61 x43 950 72t a69 x43 3800 34 169x582
VMR NL 184x1197 HI LED 950 74t a61 x43 950 74t a69 x43 7600 70 169x1182
VMR NL 184x1497 HI LED 950 75t a61 x43 950 75t a69 x43 7600 70 169x1482
VMR NL 597x597 HI LED 950 74t a61 x55 950 74t a69 x55 7600 70 582x582

VMR NL LI LED universal recessed luminaires with low intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver, module 600 mm

type with louver 61 with louver 69 Ф (lm) P (W) L3xL4 (mm)

VMR NL 184x297 LI LED 950 71t a61 x44 950 71t a69 x44 980 10 169x282
VMR NL 184x597 LI LED 950 72t a61 x44 950 72t a69 x44 1960 17 169x582
VMR NL 184x1197 LI LED 950 74t a61 x44 950 74t a69 x44 3930 31 169x1182
VMR NL 184x1497 LI LED 950 75t a61 x44 950 75t a69 x44 3930 31 169x1482
VMR NL 597x597 LI LED 950 74t a61 x56 950 74t a69 x56 3930 31 582x582

VMR NL HI LED universal recessed luminaires with high intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver, module 625 mm

type with louver 61 with louver 69 Ф (lm) P (W) L3xL4 (mm)

VMR NL 184x297  HI LED 955 71t a61 x43 955 71t a69 x43 1900 20 169x282
VMR NL 184x597 HI LED 955 72t a61 x43 955 72t a69 x43 3800 34 169x582
VMR NL 184x1197 HI LED 955 74t a61 x43 955 74t a69 x43 7600 70 169x1182
VMR NL 184x1497 HI LED 955 75t a61 x43 955 75t a69 x43 7600 70 169x1482
VMR NL 597x597 HI LED 955 74t a61 x55 955 74t a69 x55 7600 70 582x582

VMR NL LI LED universal recessed luminaires with low intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 230V/50Hz, 
IP 20, with one five-pole terminal block, with louver, module 625 mm

type with louver 61 with louver 69 Ф (lm) P (W) L3xL4 (mm)

VMR NL 184x297 LI LED 955 71t a61 x44 955 71t a69 x44 980 10 169x282
VMR NL 184x597 LI LED 955 72t a61 x44 955 72t a69 x44 1960 17 169x582
VMR NL 184x1197 LI LED 955 74t a61 x44 955 74t a69 x44 3930 31 169x1182
VMR NL 184x1497 LI LED 955 75t a61 x44 955 75t a69 x44 3930 31 169x1482
VMR NL 597x597 LI LED 955 74t a61 x56 955 74t a69 x56 3930 31 582x582

Luminous flux is stated for luminaires with light source 840 and louver 69. Luminaire´s outputs with louver 61 are lower.

Accessories

n	 For installation into plasterboard ceilings, it is necessary to order installation brackets. 

VMR NL.........................page 82
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LED with cover 07, 08, 09

Description

Surface mounted and pendant luminaires for illumination of schools, corridors, stairs, receptions 
and shops.

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – standard
3	 white RAL 9003 matt – on request
4	 another (e.g. white RAL 9010, or 9016 gloss or matt) – on request

Installation

Lower optical part (¨bc¨ in order code)

07 	 micro prismatic cover
08 	 micro prismatic „satine“ cover
09 	 opal cover

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Order code:

960 74 t abc x10

Example:

960 744 107 810
PMR 150x1200 HI LED 840, white RAL 

9003 gloss, with micro prismatic cover 07, 
DALI LED driver

960 743 109 210
PMR 150x1200 HI LED 830,  

white RAL 9003 gloss, with opal cover 09, 
non-dimmable LED driver

LED electrical equipment
luminaire colour optical part
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PMR 150 HI LED single pendant and surface mounted luminaires with high intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI 
LED driver, 230V/50Hz, IP 20, with one five-pole terminal block, with covers

Order code Luminaire

typ with MP cover 07 with MP cover 08  with OP cover 09 Ф (lm) P (W)

PMR 150x600 HI LED 960 72t a07 x10 960 72t a08 x10 960 72t a09 x10 1990 22
PMR 150x900 HI LED 960 73t a07 x10 960 73t a08 x10 960 73t a09 x10 2990 34
PMR 150x1200 HI LED 960 74t a07 x10 960 74t a08 x10 960 74t a09 x10 3990 39
PMR 150x1500 HI LED 960 75t a07 x10 960 75t a08 x10 960 75t a09 x10 5280 52

PMR 150 LI LED single pendant and surface mounted luminaires with low intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI LED 
driver, 230V/50Hz, IP 20, with one five-pole terminal block, with covers

typ with MP cover 07 with MP cover 08 with OP cover 09 Ф (lm) P (W)

PMR 150x600 LI LED 960 72t a07 x11 960 72t a08 x11 960 72t a09 x11 990 11
PMR 150x900 LI LED 960 73t a07 x11 960 73t a08 x11 960 73t a09 x11 1460 18
PMR 150x1200 LI LED 960 74t a07 x11 960 74t a08 x11 960 74t a09 x11 1990 21
PMR 150x1500 LI LED 960 75t a07 x11 960 75t a08 x11 960 75t a09 x11 2640 29

Luminous flux is stated for luminaires with light source 840 and opal cover 09. Luminaire´s outputs with cover 07 and 08 are higher.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 317 with nickel ceiling rose 940 317 500 000 940 317 520 000 940 317 530 000
❷ Wire suspension for supply 517 silver RAL 9006 MS 940 517 901 000 940 517 921 000 940 517 931 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

❷❶ ❸ ❹

PMR.................................page 84
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PMR NL

LED with louver 61, 69

Description

Pendant and surface mounted luminaires with high efficacy and limited glare suitable for 
illumination of schools, offices, corridors, receptions and shops. White painted luminaire body 
is equipped with high efficiency louver made of MIRO SILVER providing maximum luminaire 
efficiency, optimum light distribution and decreased glare. 

Luminaire colour (¨a¨ in order code)

1	 white RAL 9003 gloss – on request
3	 white RAL 9003 matt – standard
4	 another (e.g. white RAL 9010, or 9016 gloss or matt) – on request

Installation

Lower optical part (¨bc¨ in order code)

61 	 white soft light louver
69 	 high efficiency louver made of MIRO SILVER

Light sources

- LED ("t" in order code)
	 1 - 930	 3000K CRI>90
	 2 - 940	 4000K CRI>90
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80

Electrical equipment (¨x¨ in order code)

2 	 non-dimmable LED driver 
8 	 dimmable DALI LED driver  

with individual setting option

Order code:

960 74 t abc x56

Example:

960 744 369 856 
PMR NL 597x597 LI LED 840, white  

RAL 9003 matt, with louver 69 MIRO 
SILVER, DALI LED driver

960 743 361 256
PMR NL 597x597 LI LED 830, white  

RAL 9003 matt, with white louver 61,  
non-dimmable LED driver

LED electrical equipment
luminaire colour optical part
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PMR NL HI LED pendant and surface mounted luminaires with high intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with louver 

Order code Luminaire

typ with louver 61 with louver 69 Ф (lm) P (W)

PMR NL 184x597 HI LED 960 72t a61 x43 960 72t a69 x43 3800 34
PMR NL 184x1197 HI LED 960 74t a61 x43 960 74t a69 x43 7600 70
PMR NL 184x1497 HI LED 960 75t a61 x43 960 75t a69 x43 7600 70
PMR NL 597x597 HI LED 960 74t a61 x55 960 74t a69 x55 7600 70

PMR NL LI LED pendant and surface mounted luminaires with low intensity LED light source, non-dimmable (x=2) or dimmable (x=8) DALI LED driver, 
230V/50Hz, IP 20, with one five-pole terminal block, with louver 

typ with louver 61 with louver 69 Ф (lm) P (W)

PMR NL 184x597 LI LED 960 72t a61 x44 960 72t a69 x44 1960 17
PMR NL 184x1197 LI LED 960 74t a61 x44 960 74t a69 x44 3930 31
PMR NL 184x1497 LI LED 960 75t a61 x44 960 75t a69 x44 3930 31
PMR NL 597x597 LI LED 960 74t a61 x56 960 74t a69 x56 3930 31

Luminous flux is stated for luminaires with light source 840 and louver 69. Luminaire´s outputs with louver 61 are lower.

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 319 with nickel ceiling rose 940 319 500 000 940 319 520 000 940 319 530 000
❷ Wire suspension for supply 519 silver RAL 9006 MS 940 519 901 000 940 519 921 000 940 519 931 000
❸ Wire suspension 317 with nickel ceiling rose 940 317 500 000 940 317 520 000 940 317 530 000
❹ Wire suspension for supply 517 silver RAL 9006 MS 940 517 901 000 940 517 921 000 940 517 931 000
❺ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❻ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000

PMR NL
wide 597 mm

PMR NL
wide 184 mm

❶ ❷ ❸ ❹ ❺

❻
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Description

Single and twin lamps luminaires, 65 mm high and 140 mm wide, suitable for direct illumination 
of offices, corridors, stairs, reconstructed old industrial buildings, supermarkets and shops. The 
luminaires are produced as middle modules. System of EPA luminaires is suitable for joining into 
lines and various structures with the use of connectors. Luminaires are especially suitable for 
suspension. The luminaires are produced from an elliptical aluminium profile. EPA is designed, 
certified and supplied with OSRAM LED tubes ST8A EM and ST8B EM.

Luminaire colour (¨a¨ in order code)

1 	 white RAL 9003 gloss – standard
2 	 black RAL 9005 matt – on request
3 	 white RAL 9003 matt – on request
4 	 another RAL (please specify) – on request
9 	 silver RAL 9006 MS (microstructure) – on request

Installation

Lower optical part (¨bc¨ in order code)

01 	 white plastic lamella louver
06 	 polycarbonate prismatic cover
50 	 asymmetric reflector

Light sources

OSRAM LED tubes Substitube ST8A EM  
and ST8B EM ("t" in order code)
	 3 - 830	 3000K CRI>80
	 4 - 840	 4000K CRI>80
	 6 - 865	 6500K CRI>80

Electrical equipment (¨x¨ in order code)

–	 Two five-pole terminal blocks and through  
wiring 5x1,5 mm2, fuse

EPA

Order code:

912 74 t a01 050

Example:

912 744 101 050
EPA HI LED 840 1xST8A-1,2 L1594mm, 

white RAL 9003 gloss, with white plastic 
lamella louver

912 743 901 050
EPA HI LED 830 1xST8A-1,2 L1594mm, 
silver RAL 9006 MS, with white plastic 

lamella louver

LED with louver 01

LED with asymm. reflector

LED with cover 06

LED
luminaire colour optical part
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EPA HI LED single luminaires with high intensity LED light source, supplied with certified non-dimmable OSRAM LED tubes 830, 840 or 865, 230V/50Hz, 
IP 20, with two five-pole terminal blocks and through wiring 5x1,5 mm2

Order code Luminaire

type with louver 01 with cover 06 with asymetr 50 Ф (lm) P (W) L (mm)

EPA HI LED 1xST8A-0,6 L994 912 72t a01 050 912 72t a06 050 912 72t a50 050 990 8,7 994
EPA HI LED 1xST8A-1,2 L1594 912 74t a01 050 912 74t a06 050 912 74t a50 050 2300 19 1594
EPA HI LED 1xST8A-1,5 L1994 912 75t a01 050 912 75t a06 050 912 75t a50 050 3400 27 1994

EPA HI LED 2xST8A-0,6 L994 912 72t a01 051 912 72t a06 051 ---- 1980 18 994
EPA HI LED 2xST8A-1,2 L1594 912 74t a01 051 912 74t a06 051 ---- 4600 38 1594
EPA HI LED 2xST8A-1,5 L1994 912 75t a01 051 912 75t a06 051 ---- 6800 54 1994

EPA LI LED single luminaires with low intensity LED light source, supplied with certified non-dimmable OSRAM LED tubes 830, 840 or 865, 230V/50Hz, 
IP 20, with two five-pole terminal blocks and through wiring 5x1,5 mm2

type with louver  01 with cover 06 with asymetr 50 Ф (lm) P (W) L (mm)

EPA LI LED 1xST8B-1,2 L1594 912 74t a01 052 912 74t a06 052 912 74t a50 052 2100 20 1594
EPA LI LED 1xST8B-1,5 L1994 912 75t a01 052 912 75t a06 052 912 75t a50 052 2400 22 1994

EPA LI LED 2xST8B-1,2 L1594 912 74t a01 053 912 74t a06 053 ---- 4200 40 1594
EPA LI LED 2xST8B-1,5 L1994 912 75t a01 053 912 75t a06 053 ---- 4800 44 1994

Accessories to EPA luminaires

pic. type Order code

a EPA P1 white plastic end cap 912 801 100 000
b EPA K1 metal end cap  912 801 a00 000
c EPA K2 direct connector	 912 902 800 000
d EPA K3 T connector 912 903 a00 050
e EPA K4 X connector 912 904 a00 050
f EPA K5K two-part L connector 912 905 a00 050
g EPA K5D three-part L connector 912 955 a00 050
h EPA K6 atypical angle connector 912 906 a00 050

EPA solid profile profile 912 999 a00 050

Accessories

n	 When specifying a pendant luminaire, it is necessary to order suspensions and power supply cable.

pic. type length 1200 mm length 2000 mm length 3000 mm
❶ Wire suspension 318 with nickel ceiling rose 940 318 500 000 940 318 520 000 940 318 530 000
❷ Wire suspension for supply 518 white RAL 9003 940 518 101 000 940 518 121 000 940 518 131 000
❸ Power supply cable 3x0,75 mm2 transparent 941 601 000 000 941 601 020 000 941 601 030 000
❹ Power supply cable 5x1 mm2 transparent 941 602 000 000 941 602 020 000 941 602 030 000
❺ Connecting wires 5x1,5 mm2, length 200 mm 940 700 200 045 --- ---
❻ Connecting wires 5x1,5 mm2, length 400 mm 940 700 400 045 --- ---

EP
A

EPA
Realizations.................page 40

type Order code
EP white plastic lamella louver 
L 288 mm

912 880 001 000

EP prismatic cover  L 575 mm 912 892 006 010
EP prismatic cover  L 1151 mm 912 894 006 010 
EP prismatic cover  L 1439 mm 912 895 006 010

❷❶ ❸ ❹ ❻❺

d e f g h

a b c
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Atypical products 

and custom made solutions

In addition to a wide range of standard products, INGE Opava is ready 

to design, produce and deliver custom made products and innovative 

solutions based on architect‘s and customer’s requirements. These solutions 

are very often based on standard products, using different dimensions, 

shapes, colours, electrical equipment and funcionality specification. 

INGE Opava is able to make a reconstruction of old or historical luminaires 

or to produce replicas of historical luminaires  according to the original 

drawings. New electrical equipment as well as modern light sources are 

used during the process of luminaire reconditioning.
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d=wire 
length 
(mm)

Key: "a" 
 ceiling 

rose 
colour

1 	 white RAL 9003 gloss
2 	 black RAL 9005  matt
3 	 white RAL 9003 matt
4 	 another RAL  (please specify)

5 	 nickel plated
6 	 silver RAL 9006 gloss
9 	 silver RAL 9006 MS 

(microstructure)

"e"
suspension 

length

0 	 1200 mm
2 	 2000 mm 
3 	 3000 mm

"ddd"
wire 

length

000 	 300 mm
150 	 150 mm 
450	 450 mm

940-100-1e0-000 940-103-1e0-000 940-117-1e0-ddd 940-118-1e0-000 940-119-1e0-000 940-120-1e0-000

940-200-1e0-000 940-203-1e0-000 940-217-1e0-ddd 940-218-1e0-000 940-219-1e0-000 940-220-1e0-000

940-300-5e0-000 940-303-5e0-000 940-317-5e0-ddd 940-318-5e0-000 940-319-5e0-000 940-320-5e0-000

940-400-5e0-000 940-403-5e0-000 940-417-5e0-ddd 940-418-5e0-000 940-419-5e0-000 940-420-5e0-000

940-500-ae1-000 940-503-ae1-000 940-517-ae1-ddd 940-518-ae1-000 940-519-ae1-000 940-520-ae1-000

940-600-ae1-LLL 940-603-ae1-LLL --- 940-618-ae1-LLL 940-619-ae1-LLL 940-620-ae1-LLL

940-700-ae1-000 940-703-ae1-000 940-717-ae1-ddd 940-718-ae1-000 940-719-ae1-000 940-720-ae1-000

940-800-ae1-000 940-803-ae1-000 --- 940-818-ae1-000 940-819-ae1-000 940-820-ae1-000

940-900-5e0-000 --- --- --- --- ---

suspensions
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INGE Opava, spol. s r.o.
Stará silnice 3
746 01 Opava
Czech republic

GPS:
49º56'37.5"N 17º53'15.8"E

e-mail:	 inge@inge.cz

Tel.:	 +420 553 602 122
Mob.:	 +420 602 563 114
Tel.:	 +420 553 602 133
Mob.:	 +420 602 563 117
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INGE Opava, spol. s r.o.
Stará silnice 3
746 01 Opava
Czech republic

GPS:
49º56'37.5"N 17º53'15.8"E

e-mail:	 inge@inge.cz

Tel.:	 +420 553 602 122
Mob.:	 +420 602 563 114
Tel.:	 +420 553 602 133
Mob.:	 +420 602 563 117


